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NEWFIELD

Route #3 Box 3630
Myton, Utah 84052

(435) 646-4825, FAX: (4357646 3031

April 13, 2007

State of Utah
Division of Oil, Gas & Mining
Attn: Diana Whitney
1594 West North Temple - Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Applications for Permit to Drill
Federal 12-9-9-16

Dear Diana:

Enclosed find an APD on the above referenced well. This an APD that the BLM returned
to us after the Lease had expired. It was issued a new lease number andtheyaskedus to
re-submit a whole new APD. I am not sure how your office will want to handle it. If
you have any questions, feel free to give either Dave.Allred or myselfa calL

Mandie Crozier U
Regulatory Specialist

mc
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Form 3160-3 FORMAPPROVED

(September 2001) OMB No. 1004-0136
ExpiæsJanuary 3 L,2004

UNITED STATES
DEPARTMENT OF THE INTERIOR 5. Lease Serial No.

BUREAU OF LAND MANAGEMENT
UTU-85210

APPLICATIONFOR PERMIT TO DRILL OR REENTER
6. If Indian, Allottee or Tribe Name

NIA

7. If Unitor CA Agreement, Name and No.
la. Type of Woric DRILL REENTER N/A

8. Lease Name and Well No.

Ib, Type of Well: Oil Wet! Gas Well Other Single Zone O Multiple Zone Federal 12-9-9-16

2. Name of Operator 9. API Well No.

Newfield Production Company 3 - 9$$ÚÎ
3a, Address 3b. Phone No. (include area code) 10. Field and Pool, or Exploratory

Route #3 Box 3630, Myton UT 84052 (435) 646-3721 Monument Butte

4. Location of Well (Report location clearly and in accordance with any State ts.*) 11. Sec., T., R., M., or BIk. and Survey or Area

At surface NWISW 1710' FSL 443' FWL
req men

NW/SW Sec. 9, T9S R16E
At proposed prod. zone • (j Û, I

14. Distance in miles and dÑtionfrom nearest town or post office* 12. County or Parish 13. State

Approximatley 16.0 milessouthwest of Myton, Utah Duchesne UT
15. Distancefrom proposed' 16. No. of Acres in lease 17. Spacing Unit dedicated to this well

location to nearest
property or lease line, ft.
(Also to neatest drig, unit line, if any) Approx. 390' fAse, NA'flunit 40.00 40 Acres

18. Distaneciom proposed location* 19. Proposed Depth 20. BLM/BIA Bond No, on file

to nearest well, drilling, completed,
applied for, on thislease,ft. NA 6135' UTB000192

21. Elevations (Show whether DF, KDB, RT, GL, etc.) 22. Approximate date work will start* 23. Estimated duration

582T GL 3rd Quarter 2007 Appmmimatelyseven g) days imm spud toda release.

24. Attachments

The following, completed in accordance with the requirements of OnshoreOil and Gas Order No.l, shall be attached to this form:

1. Well plat certified bya registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see

2. A Drilling Plan. Item 20 above).

3. A Surface Use Plan (if the location is on National Forest System Lands, the 5. Operator certification.

SUPO shall be filed with the appropriate Forest Service Office). 6. Such other site specific mformationand/or plans as may be required by the
authorized officer.

25. Name (PrinteRyed) Date

Title

Mandie Crozier | 4/13/07

Ap

Rejul t ciaist
Name$¾UÉEYG. HILL ,1-d,¾

Title OfficetNVIHUNMkNIALMANAGkH

Application approval does not warrant or certify the the applicant holds legal or equitable title to those rights in the subject lease which would entitle the applicant to conduct

operations thereon.
Conditions of approval, ifany, are attached.

Title 18 U.S.C. Section 1001 and Title 43 U.S. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United

States any false, fictitiousor fraudulent statements or representations as to any matter within its jurisdiction.
*(Instructions on reverse)

PladerafApproval of ff!
Action is Necessary

I

DIV OF OIL, GAS &



T9S, Ri6 E, S. L.B. JcM. NEWPIFIAPRODŒTIONŒXPANY
NB9 52'W - 80.22 (G.L.o.) WELL LOCATION, 9 MILE12--9-9-16,

igrosrossc¤p NB949'49"W- 5JO1.8/(Meas.) LOCATEDAS SHOWN IN THE NW 1/4 SW
1910 Brass Cap 1/4 OF SECTION 9, T9S, R16E, S.L.B.&M.

DUCHESNECOUNTY,UTAH.

LOOMŒ.• 8AR SCALE

9 MILE 12-9-9-16
ELEV UNGRADED GROUND = 5826 6' §; N

1910 Brass Cap

1910 Brass Cap
DRILL/HG

443'

THIS IS TO CERTIFY THA WASsee vetori i ,, PREPARED FROMFIELD g, RVEYSRW k -weil Head MADEBY ME OR UN N THAT
THE SAME ARE TRU RECT T TH T OF
MY KNOWLEDGEAN I .No.189377

L......-.-.-.-.-.-.-..]
T CY W.Detaal

No Scole REGIS D LA
GISE AF N

EOF1910 Brass Cap 5/8" Rebar

Bross c NB9'J7'J6"W - 2652 95' (Meas.) SB9°58'06"W
- 2640.03' (Meas.) '

TRI STATELANDSURVEYING& CONSULTINGN89°50'W
- 80.24 (G.L,0.)

180 NORTH VERNALAVE. - VERNAL, UTAH 84078
(435) 781-2501

WELLNAME DATE SURVEYED·= SECTION CORNERS LOCATED (surroceLocotton) NAD 8J 1-6-06
·

SURVEYEDBY: C.M.
LAT/TUDE =

40° 02' 34.16" DATE DRAWN:BASIS OF ELEV. LONG/TUDE =
110° 07' 5590" 1-10-06 DRAWNBY: M.W.

U.S.G.S. 7-1/2 min QUAD (MYTON SW) REVISE SCALE: 1" =
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NEWFIELD PRODUCTION COMPANY
FEDERAL #12-9-9-16

NWISW SECTION 9, T9S, R16E
DUCHESNE COUNTY, UTAH

ONSHORE ORDER NO. 1

DRILLING PROGRAM

L GEOLOGIC SURFACE FORMATION:

Uinta formation of Upper Eocene Age

2. ESTIMATED TOPS OF IMPORTANT GEOLOGIC MARKERS:

Uinta 0' - 2480'
Green River 2480'
Wasatch 6135'

3. ESTIMATED DEPTHS OF ANTICIPATED WATER, OIL, G4S OR MINERALS:

Green River Fornation 2480' - 6135' - Oil

4. PROPOSED C4SING PROGRAM

Please refer to the Monument Butte Field Standard Operation Procedure (SOP).

5. MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

Please refer to the MonumentButte Field SOP. See Exhibit "C".

6. TYPE AND CHARACTERISTICS OF THE PROPOSED C1RCULATION MUDS:I

Please refer to the Monument Butte Field SOP.

7. AUXILIARY SAFETY EQUTPMENT TO BE USED:

Please refer to the Monument Butte Field SOP.

8. TESTING, LOGGING AND CORING PROGRAMS:

Please refer to the Monument Butte Field SOP.

9. ANTICIPATED ABNORMAL PRESSURE OR TEMPERATURE•

The anticipated maximum bottom hole pressure is 1800 psi. It is not anticipated that abnormal
temperatureswill be encountered.

10. ANTICIPATED STARTING DATE AND DURATION OF THE OPERATIONS:

Please refer to the Monument Butte Field
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NEWFIELD PRODUCTION COMPANY

FEDERAL #12-9-9-16
NWISW SECTION 9, T9S, R16E
DUCHESNE COUNTY, UTAH

ONSHORE ORDER NO. 1

MULTI-POINT SURFACE USE & OPERATIONS PLAN

L EXISTING ROADS

See attached Topographic Map "A"

To reach Newfield Production Company well location site Federal #12-9-9-16 locatedin the NW
1/4 SW 1/4 Section 9, T9S, Rl6E, Duchesne County, Utah:

Proceed southwesterly out of Myton, Utah along Highway 40 - 1.6 miles ± to the junction of this
highway and UT State Hwy 53; proceed southwesterly - I0.9 miles ± to it's junctionwith an
existing road to the southeast; proceed southeasterly - 0.4 miles ± to it's junction with an existing
road to the north; proceed northeasterly-2.5 miles ± to it's junctionwith the beginningof the
proposed access road; proceed southwesterly along the proposed access road -0.6 miles ±to the
proposedwell location.

2. PLANNED ACCESS ROAD

See Topographic Map "B" for the location of the proposed access road.

3. LOCATION OF EXISTING WELLS

Refer to Exhibit "B".

4. LOCATION OF EXISTING AND/OR PROPOSED FACILITIES

All permanent surface equipment will be painted Carlsbad Canyon.
Please refer to the Monument Butte Field Standard Operating Procedure (SOP).

5. LOCATION AND TYPE OF WATER SUPPLY

Please refer to the Monument Butte Field SOP. See Exhibit "A".

6. sOURCE OF CONSTRUCTION MATERTALS

Please refer to the Monument Butte Field SOP.

7. METIIODS FOR IIANDLING WASTE D15POSAL

Please refer to the Monument Butte Field SOP.

8. ANCILLARY FACILITIES

Please refer to the Monument Butte Field SOP.
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9. WELL SITE LAYOUT

See attached Location Layout Diagram.

10. PLANS FOR RESTORATION OF SURFACE

Please refer to the Monument Butte Field SOP.

11. SURFACE OWNERSHIP - Bureau OfLand Management (Proposed location and access roads
leadingto).

12. OTHER ADDITIONAL INFORMATION

The Archaeological Resource Survey and Paleontological Resource Survey for this areaare
. attached. Arch Report #1030-01, 4/23/98. Paleontological ResourceSurvey prepared by, Wade

E. Miller, 9/28/05. See attached report cover pages, Exhibit"D".

For the Federal #12-9-9-16 Newfield ProductionCompany requests a 200' ROW be granted in
Lease UTU-79833, a 1440' ROW be granted in Lease UTU-79831, a 850' ROW be granted in
Lease UTU-64379, and 530' of disturbed area be grantedin Lease UTU-85210 to allow for
construction of the proposed access road. Refer to Topographic Map "B". For the planned
access road a temporary width of 60' will be needed for construction purposes with a permanent
width of30' and a running surface of 18'. The construction phaseof the planned access road will
last approximately (5) days. The plannedaccess road will be an 18' crown road (9' either side of
the centerline) with drainage ditchesalong either side of the proposed road whether it is deemed
necessary in order to handleany run-off from normal meteorological conditions that are prevalent
to this area. The maximum grade will be less than 8%, There will be no culverts required along
this access road. There will be barrow ditches and turnoutsas needed along this road. There are
no fencesencounteredalong this proposedroad. Therewill be no new gates or cattle guards
required. All construction material for this access road will be borrowed material accumulated
during construction of the access road.

Newfield Production Company requests a 1170' ROW in Lease UTU-79833, a 1440' ROW be
granted in Lease UTU-79831, a 850' ROWbe granted in Lease UTU-64379, and 530' of
disturbed area be granted in Lease UTU-85210 to allow for construction of the proposed gas lines.
It is proposedthat the ROW and disturbedarea will temporarilybe 50' wide to allow for
construction of a 6" gas gathering line, and a 3" poly fuel gas line, with a permanent width of 30'
upon completion of the proposed gas lines. The construction phase of the proposedgas lines will
last approximately (5) days. Both lines will tie in to the existing pipeline infrastructure. Refer to
Topographic Map "C." For a ROW plan of development, please refer to the Monument Butte
Field SOP.

Water Disposal
Immediately upon first production, all produced water will be confined to a steel storage tank. If
the production water meets quality guidelines, it is transportedto the Ashley, Monument Butte,
Jonah, and Beluga water injection facilitiesby company or contract trucks. Subsequently, the
produced water is injected into approved Class II wellsto enhance Newfield's secondary recovery
project.

Water not meeting quality criteria, is disposedat Newfield's Pariette #4 disposal well (Sec. 7, T9S
Rl9E) or at State of Utah approved surface disposal facilities.

Threatened, Endangered, And Other Sensitive Species
None for the proposed Federal 12-9-9-16.
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Reserve Pit Liner
A 12 mil liner with felt is required. Please refer to the Monument Butte Field SOP.

Location and Reserve Pit Reclamation
Please refer to the MonumentButte Field SOP.

The followingseed mixture will be used on the topsoilstockpile, to the recontoured surface of the
reserve pit, and for finalreclamation: (All poundages are in pure liveseed)

Crested Wheatgrass Agropyron Cristatum 4 lbs/acre
Needle and Threadgrass Stipa Comata 4 lbs/acre
Indian Ricegrass Oryzopsis Hymenoides - 4 lbs/acre

Details of the On-Site Inspection
The proposed Federal #12-9-9-16 was on-sited on 11/30/05. The followingwere present;Shon
Mckinnon (Newfeild Production), Melissa Hawk (Bureau of Land Management),and Amy Torres
(Bureauof Landmanagement). Weather conditions were clear and ground cover was 100% open.

13. LESSEE'S OR OPERATORS REPRESENTATIVE AND CERTIFICATION

Representative

Name: Dave Allred
Address: Route #3 Box 3630

Myton, UT 84052
Telephone: (435) 646-3721

Certification

Please be advised that NEWFIELD PRODUCTION COMPANY is considered to be the
operator of well #12-9-9-16 NW/SW Section 9, Township 9S, Range 16E: Lease UTU-85210
Duchesne County, Utah: and is responsible under the terms and conditions of the lease for the
operations conducted upon the leased lands. Bond coverage is provided by Hartford Accident
#4488944.

I hereby certify that the proposeddrillsite and access route have been inspected, and I
am familiarwith the conditions which currently exist; that the statements made in this plan are true
and correct to the best of my knowledge;and that the work associated with the operations
proposedhere will be performed by Newfield Production Company and its contractors and
subcontractors in conformity with thisplan and theterms and conditions under which it is
approved. This statement is subject to the provisions of 18 U.S.C. 1001 for the filing of a false
statement.

4/13/07
Date Mandie Crozier

Regulatory Specialist
Newfield Production Company
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A CULTURAL RESOURCE SURVEY OF THE SOUTH WELLS DRAW UNIT,

DUCHESNECOUNTY, UTAH

by

Ann Polk
and

Danielle Diamond

Prepared for:

Inland Production Company
P.O. Box 790233

Vernal,Utah 84079-0233

Prepared by:

Sagebrush Consultants, L.L.C.
3670 QuincyAvenue, Suite 203

Ogden, Utah84403

Under Authority of Cultural Resources Use Perrnit No. 97-UT-54630

and

Utah State Antiquities Permit No. U-97-SJ-0780b.

Archaeological ReportNo. 1030-01

April 23,
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NEWFIELD PRODUCTION COMPANY

PALEONTOLOGICAL FIELD SURVEY OF PROPOSED
PRODUCTION DEVELOPMENT AREAS,

DUCEESNE COUNTY, UTAH

SW 1/4, SE 1/4, and SW 1/4, Section 9 [9,11,12,13 & 14-9-9-16); Entire Section22(excluding NE 1/4, NE 1/4 & NW 1/4,NW 1/4) [2,3,5 throughl6-9-9-16]; EntireSection 23 (excluding SE 1/4, NW 1/4, SW 1/4, NE 1/4, NE 1/4 & NW 1/4, SE 1/4)[1 through 5, 8,11 tbrough 16-9-916]; Entire Section 24 (excluding SW 1/4, NW 1/4)[1 through 4, 6 through 16-9-9-16] all in Township 9 South, Range 16 East

REPORT OF SURVEY

Prepared for:

Newfield Production Company

I

Prepared by:

Wade E Miller
Consulting Paleontologist

September 28,
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NEW EL.D PRODUCTION OvMPANY

9 MILE 12-9-9-18

Section 9, T9S, Ri6E, S.L.B.&M * N
PROPOSED ACCESS
ROAD (Afox. 6% Grade)

6.2

OUNDCORNER 70 5 T TÑSo excess cur sryxpi
ROUNO CORNER TO
AM/O EXCESSF/LL
a- ce

STA. 2+22
50

2' Berrn Around FR/
- Portion of Location

120' 29'

STA. 1+60

WELL HEAD.

C/15.4

UNGRADEO = 5826.6'
FIN. GRADE = 5817.8' Top of

Toe of Cut Slope
E/// Slope

ROUNDCORNŒ 70
ØÐ EXCEss vn EXCESS

MATERIAL

STA. 0+00

E/17. 4 C/1. 1
STOC P/LE REFERENCE POINTS

210' NORTHWESTERLY = 5810.5'
260' NORTHWESTERLY = 5806.8'
170' NORTHEASTERLY = 5802.3'
220' NORTHEASTERLY = 5809.7

SURVEYEDÐë cy SCALE: 50 71 State 6 362 '
Land Surveying Inc.

DRA½N BK' MW DA TE: 1-10-06
\ 180 NORTH VERNALAVE. VERNAL, UTAH
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N . FIELD PRODUCTIOA COMPANY

CROSS SECTIONS

9 MILE 12--9-9--18

| -

Il

so' SM. 2+90

5o' SM . 2+22
ENST//VG "
GRADE

E/N/sHED GRADE

1" = so S 1+60

1" = so SM. 0+00 ESTIMATEDEARTHWORKQUANTITIES
(No Shrink or swell adjustments have been used)

(Expressed in Cubic Yards)

ITEM CUT FILL 6" TOPSOIL EXCESS

NOTE: PAD 7,980 7,980 TOPeoil is 0
UNLESS OTHERWISENOTED

not included -----

PIT 640 0 in Pad cut 640
ALL CUT/FILL SLOPES ARE
AT 1.5:1 TOTALS 8,620 7,980 1,200 640

SURVEYED Ðñ C.« SCALE: 1" = 50' i State ""J''' 2

Land Surveying Inc.
ORAWN BK M. W DA TE: 1-10-06

, 180 NORTH VERNAL AVE. VERNAL. UTAH
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NEW IELD PRODUCTION 0 0MPANY

TYPICAL RIG LAYOUT
9 MILE 12- 9- 9-16

Emergency fuel
shut down

r--=----- ----

AGE

I 3
Water Line 50'

2
Il /

TOILET z ----

120' - 29' i - To 22 -

PIPE RACKS

PFPE RACKS

SŒVEYED BP C.« SCAŒ = 50' i State ""2 7"'¯

Land Survey-i,ng Inc.DRAWN BY MW DA TE: 1-10-06
a 180 NORTH VERNAL AVE. VERNAL, UTAH
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L«field Production Com;înny
Proposed Site Facility Diagram

Federal 12-9-9-16

NW/SW Sec. 9, T9S, R16E

Duchesne County, Utah

UTU-85210

Wel Head 55 Gallons

.........................

Methonol

PumpingUnit Levend

165Gallons Emulsion Line --

ChemicalDrums
Load Rack ----- --- -

55 Gallons
Water Line -----· --

Motor Oil Heater Gas Sales -' -

Treater Oil Line

Gas Sales Meter

1
I
IWater Tank 6 -

200 bbl i Production Phase:

1) Valves 1, 3, and 4 sealed closed

2) Valves 2, 5, and 6 sealed open

2
Sales Phase:

4 Production Tank 3 - - -l - - - - - - - - - - _

Load Rack

400 bbl i .

1) Valves 1, 2, 4, 5, and 6 sealed closed

2) Valve 3 open
I

5
Draining Phase:

2 1) Valves 1 and 6 open

Production Tank
4

400 bbl
3 -- -

1 --·-

Diked
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Existing Road
Proposed Access

(435) 781-2501

SEC. 9
TdeS 126ES.1L
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TU-74389 ML 183 U 34 U-628

4995

5732

0096

6520

40894
so

180 Norat Vemal Ave. Usmal. Utalt 84078

Federal 12-9-9-16 MEUREWWWER
SEC. 9, T9S, R16E, S.L.B.&M.
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TU-74ŠSg ML 183 U441 3 U-628

49%0

0096

025
Te In at Exist ng

se

SEC. 9
TdeSr

6E S.L B.&M.
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U-4909 TU-47r?)

0096

423 7A

TU-77338
no

202

TU 652 7

721
UTC ss2xo

Proposed Location
Federal 12-9

e TU-64399

117985
a •

-5 2

Well Locations
Sur

-w--. ,-,, \ (435)781-2501 fl 4Aile R2diMS

SEC. 9
TdeSr,

6E,
S.1L
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2-M SYSTEM

Blowout Prevention Equipment Systems

I :

EXHIBIT



IR)RKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 04/25/2008 API NO. ASSIGNED: 43-013-33969

WELL NAME: FEDERAL 12-9-9-16

OPERATOR: NEWFIELD PRODUCTION ( N2695 ) PHONE NUMBER: 435-646-3721

CONTACT: MANDIE CROZIER

PROPOSED LOCATION: INSPECT LOCATN BY: / /

NWSW 09 090S 160E . .Tech Review Initials Date
SURFACE: 1710 FSL 0443 FWL

BOTTOM: 1710 FSL 0443 FWL Engineering

COUNTY: DUCHESNE Geology
LATITUDE: 40.04283 LONGITUDE: -110.1316

UTM SURF EASTINGS:574085 NORTHINGS: 4432662 Surface

FIELD NAME: MONUMENT BUTTE ( 105 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU-85210 PROPOSED FORMATION: GRRV

SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

p/' Plat R649-2-3.

37' Bond: Fed[1] Ind[] Sta[] Fee[] .Unit:
(No. UTB000192 )

AË Potash (Y/N) R649-3-2. General

Al Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

r Water Permit 97 R649-3-3. Exception

No.MUNICIPAL )
Drilling Unit

RDCC Review (Y/N)
Board Cause No:

(Date: )
Eff Date:

Fee Surf Agreement (Y/N) Siting:

Intent to Commingle (Y/N) .R649-3-11. Directional Drill

COMMENTS: r

STIPULATIONS: 14



S WELLS

e S WELLS NGC FED DRAW
BALCRON MON DRAW FED FEDERAL

34-4-G 16+9-16 S WELLS
FED 14-4 A X+9-16 24-4Y DRAW A

BALCRON MON S WELLS S WELLS 13-3-9-16
FED 14-4

DRAW DRAW
14A-4-9-16 15+9-16

T9S R16E BHL

S WELIS

MON FED
g-gy A DRAW ' 5 WELLS DRAW

MON FED 11-9-9-16 e
2-9-9-16

FED 1-9-9-16 * s
41-8-9-16

5 WELIS

MONUMENT BUTTE FIELD U^9"sFED 1 16

S WELIS
DRAW FED

FEDERAL S WELIS DRAW
6-9-9-16 FED 7-9-9-16

S WELIS SW

FEDERAL 5 WELLS
, e DRAW 8-9-9-16

8-8 9 16
5+¾6 MS WELLS DRAW 6-9-9-16

5 WELLS x

DRAW DRAW 7-9-9-16
5-9 946

S WELLS
DRAW FED

9 9
R 9-16

NO 16

FEDER AL 12-10-9 16
12-9- 16 CASTLE

* PEAK U 10
FEDERAL
12-9-9-16

FEDERAL

A

FEDERAL
16 9 9 16 13-10 9 16

16-8-9 16

STATE
2A-16-9-16

FEDERAL STATE ETATE STATE CASTLE PK

1-17-9-16 4-16-9-16 3-16 9-1G 1A-16-9-16 FED 11-15+

OPERATOR: NEWFIELD PROD CO (N2695)
UTAH

SEC: 9 T.9S R.16E DNR
FIELD: MONUMENT BUTTE (105)

COUNTY: DUCHESNE
Wells Status

SPACING: R649-3-3 / EXCEPTION LOCATION y GAS INJECTION
g GAS STORAGE OIL, GAS & MINING
x LOCATION ABANDONED

NEW LOCATION NField Status Unit Status PLUGGED & ABANDONED
ABANDONED

C¯|EXPLORATORY PRODUCING GAS
ACTIVE GAS STORAGE PRODUCING OIL

NF PP OIL g SHUT-IN GASCOMBINED NF SECONDARY -e SHUT-IN OIL W E
INACTIVE NDLING

p' TEMP. ABANDONED
PROPOSED

PP GAS o TEST WELL

RM N TED PP GEOTHERML & WATER INJECTION S
PP OIL g WATER SUPPLY PREPARED BY: DIANA MASON
SECONDARY WATER DISPOSAL DATE: 28-APRIL-2008
TERMINATED
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NEWFIELD

ROCKY MOUNTAINS

June 9, 2008

State of Utah, Division of Oil, Gas & Mining
ATTN: Diana Mason
PO Box 145801
Salt Lake City, UT 84114-5801

RE: Exception Location
Federal 12-9-9-16
T9S R16E, Section 9: NWSW
1710'FSL 443' FWL
Duchesne County, Utah

Dear Ms. Mason;

Pursuant to Rule 649-3-3 of the Oil & Gas Rules and Regulations of the State of Utah, Newfield Production
Company ("NPC") hereby requests an exception location for the drilling of the captioned well. The
proposed drillsite for this well is located 20' south and 74' west of the drilling window required by Rule
R649-3-2, which requires a well to be located in the center of a forty (40) acre quarter-quarter section, or a
substantially equivalent lot or tract, with a tolerance of two hundred (200) feet in any direction from the
center.

The attached plat depicts the proposed location and illustrates the deviation from the drilling window. The
requested location has been chosen due to issues with the terrain in the required drilling window.

Please note the drillsite is located on UTU-85210, which is owned 100% by NPC. However, the drillsite is
only 443' east and 380' north of the lease line between UTU-85210 and UTU-64379, which is owned 50%
by NPC and 50% by Yates Petroleum Corporation. Attached is a letter of consent to this exception location
executed by Yates Petroleum Corporation.

If you have any questions or require further information, please do not hesitate to contact the undersigned
at 303-382-4444 or by email at reveland@newfield.com . Your consideration of this matter is greatly
appreciated.

Sincerely,

Roxann Eveland
Land Associate

Attachment

RECEIVED
JUN11 2008

DIV.0FOIL,GAS&MINING

Newfield Exploration Company 1001 17th Street, Suite 2000 Denver, CO 80202 (303) 893-0102 Fax (303)
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Form 3160-3
FORM APPROVED(September 2001) OMBNo. 1004-0136

ExpiresJanuary31, 2004UNITED STATES
DEPARTMENT OF THE INTERIOR 5. Lease Serial No.
BUREAU OF LAND MANAGEMENT UTU-85210

APPLICATION FOR PERMIT TO DRILL OR REENTER 6. If Indian, Allottee or Tribe Name

N/A

1a. Type of Work: ÑÌ DRILL Ü REENTER 7. If Unitor CA Agreement, Nameand No.
N/A

8. LeaseNameand Wel1No.
Ib. Type of Well: Oil Well Gas Well Other Single Zone Ü Multiple Zone Federal 12-9-9-16

2. Name of Operator 9. API Well No.
Newfield Production Company
3a. Address 3b. Phone No. (include area code) 10. Field and Pool, or Exploratory
Route #3 Box 3 30, Myton UT 84052 (435) 646-3721 Monument Butte

4. Location of Well (Report location clearly and in accordance with any State requirements.*) 1L Sec., T., R., M., or Blk.and Survey or Area
At surface NWISW 1710' FSL 443' FWL
At proposed prod. zone NW/SW Sec. 9. T98 R16E

14. Distance in miles and direction fromnearest town or post office* 12. County o Parish 13. State
Approximatley 16.0 miles southwest of Myton, Utah Duchesne UT

15. Distance from proposed* 16. No. of Acres in lease 17. Spacing Unit dedicated to this welllocation to nearest
property or lease line, ft.
(Also to nearest drig. unit line, if any) Approx. 390' flise, NA' flunit 40.00 40 Acres

18. Distance from proposed location* 19. Proposed Depth 20. BLM/BIA Bond No. on file
to nearest well, drilling, completed,
applied for,on this lease, ft. NA 6135 UTBOOO192

21. Elevations (Show whether DF, KDB, RT, GL, etc.) . 22. Approximate date work will start* 23. Estimated duration
5827' GL 3rd Quarter2007 . Appmximate2y seven {7) days from spud to dg release.

24. Attachments
The following, completed in accordance with the requirements of Onshore Oil and Gas Order No.1, shall be attached to this form:

1. Well plat certified by a registered surveyor 4. Bond to cover the operations unless covered by an existing bond on file (see
2. A Drilling Plan. Item 20 above).
3. A Surface Use Plan (if the location is on National Forest System Lands, the 5. Operator certification.

SUPO shall be filed with the appropriate Forest Service Office), 6. Such other site specific information and/or plans as may be reqmred by the

Regulatory Specialist
Approved by (Signature) Name (Printed/Typed) Date

Title Office

Application approval does not w intor cer he the applicant holds legal or equitable title to those rights in the subject lease which would entitle the applicant to conduct
operations thereon.
Conditions of approval, if any, are attached.

Title 18 U.S.C. Section 1001 and Title 43 U.S C. Section 1212, make it a crinie for any person knowingly and willfully to make to any department or agency of the UnitedStates any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.
*(Instructions on reverse)

RECEIVED
JUN 11 2008



NEWFIELD

ROCKY MOUNTAINS

April 28, 2008

Yates Petroleum Corporation
ATTN: Cody Moore
105 S. 46 Street
Artesia, NM 88210

RE: Exception Location
Federal 12-9-9-16
Duchesne County, Utah

Dear Mr. Moore;

Please be advised Newfield Production Companyhas submitted an application for permit to drill for the
following well:

Federal 12-9-9-16
UTU-85210
T9S R16E, Section 9: NWSW
1710' FSL 443' FWL
Duchesne County, Utah

This well is located outside of the drilling window as required by State of Utah R649-3-2 due to issues with
the terrain. It is therefore only 443' East and 386' North of the lease line between UTU-85210 and UTU-
64379. It is necessary to obtain your written concurrence with this exception location as a 50% working
interest owner in U-64379, the lease this well will encroach on.

Enclosed you will find a plat showing the location of the above referenced well. If you are in agreement to
this location, please verify your consent by signing and datmg where indicated on page 2 of this letter and
returning to my attention as soon as possible by fax to 303-893-0103 or email at reveland@newfield.com.

If you have any questions or need fitrther information,please do not hesitate to contact me at 303-382-

4444. I appreciate your prompt attention to this matter.

Sincercly,

Roxann Eveland
Land Associate

Enclosure

Newfleid Explorgilon Company 1401 17th Skeet, Suite 1000 Denver, CO 80202 (303) 893-0102 Fax (303)



NEWFIELD

ROCKYMOlJNTAINS

TO: Roxann Eveland
Newfield Production Company
303-893-0103fax
reveland(Fanewfieklocon_1email

RE: Exception Location
Federal 12-9-9-16
UTU-85210
T9S R16E, Section 9: NWSW
1710' FSL 443' FWL
Duchesne County,Utah

Please be advised Yates Petroleum Corporation does not have an objection to the proposed location of the
aforementioned well.

YA OLEUM CORPORATTON

Date:

Print' Name and Title

Newfield ExplorationCompany 1401 17th Street, Suite 1000 Denver, CO 80202 [303) 893-0102 Fox(303)



stateRUtah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER
- ExecutiveDirector

JON M. HUNTSMAN, JR.
Division of Oil, Gas and Mining

Governor JOHN R. BAZA
Division Director

GARY R. HERBERT
Lieutenant Governor

June 11, 2008

Newfield Production Company
Rt. #3, Box 3630
Myton, UT 84052

Re: Federal 12-9-9-16 Well, 1710' FSL, 443' FWL, NW SW, Sec. 9, T. 9 South, R. May,
Duchesne County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et seq., Utah
Administrative Code R649-3-1 et seq., and the attached Conditions of Approval, approval to drill
the referenced well is granted.

Appropriate information has been submitted to DOGM and administrative approval of
the requested exception location is hereby granted.

This approval shall expire one year from the above date unless substantial and continuous
operation is underway, or a request for extension is made prior to the expiration date. The API
identification number assigned to this well is 43-013-33969.

Sincerely,

Gil Hunt
Associate Director

pab
Enclosures

cc: Duchesne County Assessor
Bureau of Land Management, Vernal Office

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone(801) 538-5340 •facsimile (801) 359-3940 • TTY (801) 538-7458 • www.ogm.utah.gov OIL, GAS &



O O
Operator: Newfield Production Company
Well Name & Number Federal 12-9-9-16

API Number: 43-013-33969
Lease: UTU-85210

Location: NW SW Sec. 9 T. 9 South R. 16 East

Conditions of Approval
1. General

Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
Notify the division within 24 hours of spudding the well.

• Contact Carol Daniels at (801) 538-5284.

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dustin Doucet at (801) 538-5281 (801) 733-0983 home

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to drilling.

5. This proposed well is located in an area for which drilling units (well spacing patterns) have
not been established through an order of the Board of Oil, Gas and Mining (the "Board").
In order to avoid the possibility of waste or injury to correlative rights, the operator is
requested, once the well has been drilled, completed, and has produced, to analyze
geological and engineering data generated therefrom, as well as any similar data from
surrounding areas if available. As soon as is practicable after completion of its analysis,
and if the analysis suggests an area larger than the quarter-quarter section upon which the
well is located is being drained, the operator is requested to seek an appropriate order
from the Board establishing drilling and spacing units in conformance with such analysis
by filing a Request for Agency Action with the



API Well No: 43013339690000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-85210 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 FEDERAL 12-9-9-16 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013339690000

3. ADDRESS OF OPERATOR:  
 Rt 3 Box 3630 , Myton, UT, 84052 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1710 FSL 0443 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NWSW Section: 09 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

5/26/2009

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Newfield Production Company requsts to extend the APD for this well for one
more year.

NAME (PLEASE PRINT)  
 Mandie Crozier

TITLE
 Regulatory Tech

SIGNATURE
 N/A

DATE
 5/26/2009

PHONE NUMBER:
435 646-4825  Ext 

 

PHONE NUMBER
435 646-4825

May 26, 2009

May 27, 2009

iPI Well No: 43013339690000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING LEASE52D1E0sIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well FEDERAL 12-9-9-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013339690000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt3 Box 3630 ,Myton,UT,84052 435 646-4825 Ext MONUMENT BUTTE

4.LOCATIONOFWELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1710 FSL 0443 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NWSW Section: 09 Township: 09.05 Range: 16.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

5/26/2009
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Newfield Production Company requsts to extend the APD for this well for one
more year. Approved by the

Utah Division of
Oil, Gas and Mining

Date 2009

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Mandie Crozier 435 646-4825 Regulatory Tech

SIGNATURE DATE
N/A 5/26/2009

RECEIVED May 26,



  

The Utah Division of Oil, Gas, and Mining

- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices

Request for Permit Extension Validation Well Number 43013339690000
 

API: 43013339690000
Well Name: FEDERAL 12-9-9-16 

Location: 1710 FSL 0443 FWL QTR NWSW SEC 09 TWNP 090S RNG 160E MER S
Company Permit Issued to: NEWFIELD PRODUCTION COMPANY

Date Original Permit Issued: 6/11/2008

The undersigned as owner with legal rights to drill on the property as permitted above, hereby verifies that
the information as submitted in the previously approved application to drill, remains valid and does not
require revision. Following is a checklist of some items related to the application, which should be verified.

If located on private land, has the ownership changed, if so, has the surface agreement been
updated?    Yes    No

Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or
siting requirements for this location?    Yes    No

Has there been any unit or other agreements put in place that could affect the permitting or operation
of this proposed well?    Yes    No

Have there been any changes to the access route including ownership, or rightof- way, which could
affect the proposed location?    Yes    No

Has the approved source of water for drilling changed?    Yes    No

Have there been any physical changes to the surface location or access route which will require a
change in plans from what was discussed at the onsite evaluation?    Yes    No

Is bonding still in place, which covers this proposed well?    Yes    No

        
Signature:  Mandie Crozier Date: 5/26/2009

Title:  Regulatory Tech Representing: NEWFIELD PRODUCTION COMPANY

May 26, 2009

May 27, 2009

UTAH

DNR The Utah Division of Oil, Gas, and Mining
'

- State of Utah
- Department of Natural Resources
Electronic Permitting System - Sundry Notices

OTI BAS Br MlNTNG

Request for Permit Extension Validation Well Number 43013339690000

API: 43013339690000
Well Name: FEDERAL 12-9-9-16

Location: 1710 FSL 0443 FWL QTR NWSW SEC 09 TWNP 0905 RNG 160E MER S
Company Permit Issued to: NEWFIELD PRODUCTION COMPANY

Date Original Permit Issued: 6/11/2008

The undersigned as owner with legal rights to drill on the property as permitted above, hereby verifies that
the information as submitted in the previously approved application to drill, remains valid and does not
require revision. Following is a checklist of some items related to the application, which should be verified.

•If located on private_land, has the ownership changed, if so, has the surface agreement been
updated? Ig|I Yes I.__I No

• Have any wells been drilled in the vicinity of the_proposed well which would affect the spacing or
siting requirements for this location? I:___) Yes _®_) No

• Has there been any unit or other agreements put in place that could affect the permitting or operation
of this proposed well? I i Yes i i No

• Have there been any changes to the access route including ownership, or rightof- way, which could
affect the proposed location? I___) Yes I _I No

• Has the approved source of water for drilling changed? I __I Yes i i No

• Have there been any physical changes to the surface location or access route which will require a
change in plans from what was discussed at the onsite evaluation? I___I Yes I®I No

Approved by the
•Is bonding still in place, which covers this proposed well? I§|I Yes i i No Utah Division of

Oil, Gas and Mining
Signature: Mandie Crozier Date: 5/26/2009

Title: Regulatory Tech Representing: NEWFIELD PRODUCTION COMPANY Date: May 27, 2009

By:

RECEIVED May 26,



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASEDESIGNATIONAND SERIALNUMBER:
DIVISION OF OIL, GAS AND MINING USA UTU-85210

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNIT or CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantlydeepen existing wells below currentbottom-holedepth, reenter plugged

wells, or to drillhorizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

I. TYPE OF WELL: 8. WELLNAME and NUMBER:
OIL WELL GAS WELL OTHER FEDERAL 12-9-9-16

2. NAME OF OPERATOR; 9. API NUMBER:

NEWFIELDPRODUCTION COMPANY 4301333969
3. ADDRESSOF OPERATOR: PHONENUMBER 10. FIELD ANDPOOL,OR WILDCAT:

Route 3 Box 3630 CTTY Myton STATE UT ZIP 84052 435.646.3721 MONUMENT BUTTE
4. LOCATIONOF WELL:

FOOTAGESAT SURFACE: 1710FSL 443 FWL COUNTY: DUCHESNE

OTR/OTR.SECTION.TOWNSHIP.RANGE.MERIDIAN: NWSW, 9, T9S, Rl6E STATE: UT

a. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATECURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURETREAT SIDETRACKTO REPAIRWELL

Approximate date work will CASINGREPAIR NEWCONSTRUCTION TEMPORARITLYABANDON

O CHANGETO PREVIOUSPLANS OPERATORCHANGE TUBINGREPAIR

O CHANGE TUBING PLUGAND ABANDON VENT OR FLAIR

SUBSEOUENT REPORT Q CHANGE WELL NAME PLUGBACK WATERDISPOSAL
(SubmitOriginalForm Only)

CHANGEWELL STATUS PRODUCTION (START/STOP) WATER SHUT-OFF

Date of Work Completion: O COMMINGLE PRODUCINGFORMATIONS RECLAMATION OF WELL SITE OTHER: - Weekly StatusReport

08/31/2009 CONVERTWELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBEPROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details includingdates, depths,volumes, etc.

The above subject well was completed on 08-31-09, attached is a daily completion status report.

RECEIVED
DEC14 2009

DIV.0F01L,GAS&MiNING

NAMEA (PLEASE Cha TrrLEE Administrative Assistant

(This space for State use



BummaryRig Activity Page 1 of 4

Daily Activity Report RECEIVED
Format For Sundry DEC14 2009

FEDERAL 12-9-9-16 DN.0F0lt, GAS&MINING
6/1/2009To10/30/2009

8/14/2009 Day: 1 Completion

Rigless on 8/14/2009 - Run CBL & shot 1st stage. - Install 5M frac head & Cameron BOP's. RU
Hot Oiler truck & pressure test casing, blind rams, frac head,casing valves & BOP's to 4500 y
psi. RU Perforators LLC. WLT w/ mast & pack-off. Run CBL under pressure. WLTD @ 6019' &
cement top @ 40'. Perforate CP4 sds @ 5906-12' w/ 3-1/8" Slick Guns (19 gram, .49"EH,
120°) w/ 3 spf for total of 24 shots. SIWFN w/ 144 BWTR.
Daily Cost: $0
Cumulative Cost: $11,818

8/21/2009 Day: 2 Completion

Rigless on 8/21/2009 - Frac 4 stages. - RU The Perforators, llc WLT, crane & lubricator. RIH
w/ Weatherford 5 1/2" 6K composite flow through frac plug @ 6', 5' perf guns. Set plug @
4850'. Perforate D2 sds @ 4800-06' & D1 sds @ 4741-46' w/ 3 1/8" port plug gun (.36" EH,
11 gram, 120°, 16.82¿ pen., PPG-3111-301) w/ 3 spf for total of 33 shots. RU BJ Services.
115 psi on well. Could not break perfs. Attempt to flow well back w/ no success. SWIFN. 2371
BWTR. - RU BJ Services. 17 psi on well. Broke @ 3711 psi. ISIP @ 1263 psi, 1 min @ 1068
psi, 4 min @ 931 psi. FG @ .65. Frac CP4 sds w/ 15,001#'s of 20/40 sand in 310 bbis of
Lightning 17 fluid. Treated w/ ave pressure of 1948 psi w/ ave rate of 19.0 BPM. ISIP 1896
psi, 5 min @ 1801 psi, 10 min @ 1707 psi, 15 min @ 1657 psi. FG @ .75. Leave pressure on
well. 454 BWTR. - RU The Perforators, llc WLT, crane & lubricator. RIH w/ Weatherford 5 1/2"
6K composite flow through frac plug @ 8' perf gun. Set plug @ 5050'. Perforate B1 sds @
4974-82' w/ 3 1/8" port plug gun (.36" EH, 11 gram, 120°, 16.82¿ pen., PPG-3111-301) w/ 3
spf for total of 24 shots. RU BJ Services. 1323 psi on well. Broke @ 2650 psi. Pressure
dropped below open pressure. Frac B1 sds w/ 50,899#'s of 20/40 sand in 462 bbls of
Lightning 17 fluid. Treated w/ ave pressure of 2302 psi w/ ave rate of 27.2 BPM. ISIP 2227
psi. FG @ .88. Leave pressure on well. 2371 BWTR. - RU The Perforators, llc WLT, crane &
lubricator. RIH w/ Weatherford 5 1/2" 6K composite flow through frac plug @ 3', 3', 2', 3' perf
guns. Set plug @ 5400'. Perforate LODC sds @ 5291-94' & A3 sds @ 5187-90', 5170-72' &
5159-62' w/ 3 1/8" port plug gun (.36" EH, 11 gram, 120°, 16.82¿ pen., PPG-3111-301) w/ 3
spf for total of 33 shots. RU BJ Services. 1302 psi on well. Broke @ 2700 psi. Pressure
dropped below open pressure. Frac LODC/A3 sds w/ 116,748#'s of 20/40 sand in 857 bbls of
Lightning 17 fluid. Treated w/ ave pressure of 2643 psi w/ ave rate of 41.9 BPM. ISIP 2018
psi. FG @ .82. Leave pressure on well. 1909 BWTR. - RU The Perforators, llc WLT, crane &
lubricator. RIH w/ Weatherford 5 1/2" 6K composite flow through frac plug @ 3', 6' perf guns.
Set plug @ 5720'. Perforate CP1 sds @ 5645-48' & 5632-38' w/ 3 1/8" port plug gun (.36" EH,
11 gram, 120°, 16.82¿ pen., PPG-3111-301) w/ 3 spf for total of 27 shots. RU BJ Services.
1389 psi on well. Broke @ 3325 psi. Pressure dropped below open pressure. Frac CP1 sds w/
71,037#'s of 20/40 sand in 598 bbls of Lightning 17 fluid. Treated w/ ave pressure of 2017
psi w/ ave rate of 30.4 BPM. ISIP 2032 psi. FG @ .79. Leave pressure on well. 1052 BWTR.
Daily Cost: $0
Cumulative Cost: $38,204

8/25/2009 Day: 4 Completion

WWS #3 on 8/25/2009 - Frac two remaining stages. Flowback well. RIH w/ tbg. Tag CBP @
4300'. - MIRU Western #3. ND Cameron BOP. NU Schaeffer BOP. RIH w/ 2 7/8" notched collar

http://www.inewfield.com/denver/SumActRpt.asp?RC=155843&API=4301333969&Min...



ŠummaryRig Activity Page 2 of 4

& new 2 7/8" tbg. from pipe racks (tallying & drifting). Tag @ 4730'. C/O to CBP @ 4850'.
Circulate well clean. POOH w/ tbg. ND Schaeffer BOP. NU Cameron BOP. SWIFN. 2371 BWTR.
- MIRU Western #3. ND Cameron BOP. NU Schaeffer BOP. RIH w/ 2 7/8" notched collar & new
2 7/8" tbg. from pipe racks (tallying & drifting). Tag @ 4730'. C/O to CBP @ 4850'. Circulate
well clean. POOH w/ tbg. ND Schaeffer BOP. NU Cameron BOP. SWIFN. 2371 BWTR. - RU BJ
Services. O psi on well. Broke @ 3207 psi. ISIP @ 649 psi, 1 min @ 72 psi, 4 min @ 0 psi. FG
@ .57. Frac D1/D2 sds w/ 136,468#'s of 20/40 sand in 992 bbis of Lightning 17 fluid. Treated
w/ ave pressure of 2936 psi w/ ave rate of 41.9 BPM. ISIP 2208 psi, 5 min @ 2101 psi, 10
min @ 2000 psi, 15 min @ 1924 psi. FG @ .90. Leave pressure on well. 3363 BWTR. - RU The
Perforators, llc WLT, crane & lubricator. RIH w/ Weatherford 5 1/2" 6K composite flow through
frac plug @ 5', 3' perf guns. Set plug @ 4300'. Perforate GB4 sds @ 4224-29' & GB2 sds @
4080-83' w/ 3 1/8" slick gun (.36" EH, 11 gram, 120°, 16.82¿ pen., PPG-3111-301) w/ 3 spf
for total of 24 shots. RU BJ Services. 975 psi on well. Broke @ 2023 psi. ISIP @ 1418 psi, 1
min @ 1157 psi, 4 min @ 1039 psi. FG @ .78. Frac GB2/GB4 sds w/ 43,808#'s of 20/40 sand
in 424 bbls of Lightning 17 fluid. Treated w/ ave pressure of 2874 psi w/ ave rate of 35.2
BPM. ISIP 1721 psi, 5 min @ 1336 psi, 10 min @ 1261 psi, 15 min @ 1228 psi. FG @ .85.

Open well to pit for immediate flowback @ approx. 3 bpm. Well flowed for 2 hrs & died.
Recovered 200 bbis. ND Cameron BOP & 5m frac head. NU 3m production head & Schaeffer
BOP. RIH w/ 4 3/4" chomp bit, bit sub & 2 7/8" tbg. Tag CBP @ 4300'. SWIFN. - RU The
Perforators, llc WLT, Crane & lubricator. RIH w/ Weatherford 5 1/2" 6K composite flow through
frac plug @ 5', 3' perf guns. Set plug @ 4300'. Perforate GB4 sds @ 4224-29' & GB2 sds @
4080-83' w/ 3 1/8" slick gun (.36" EH, 11 gram, 120°, 16.82¿ pen., PPG-3111-301) w/ 3 spf
for total of 24 shots. RU BJ Services. 975 psi on well. Broke @ 2023 psi. ISIP @ 1418 psi, 1
min @ 1157 psi, 4 min @ 1039 psi. FG @ .78. Frac GB2/GB4 sds w/ 43,808#'s of 20/40 sand
in 424 bbls of Lightning 17 fluid. Treated w/ ave pressure of 2874 psi w/ ave rate of 35.2
BPM. ISIP 1721 psi, 5 min @ 1336 psi, 10 min @ 1261 psi, 15 min @ 1228 psi. FG @ .85.

Open well to pit for immediate flowback @ approx. 3 bpm. Well flowed for 2 hrs & died.
Recovered 200 bbls. ND Cameron BOP & 5m frac head. NU 3m production head & Schaeffer
BOP. RIH w/ 4 3/4" chomp bit, bit sub & 2 7/8" tbg. Tag CBP @ 4300'. SWIFN. - RU BJ
Services. O psi on well. Broke @ 3207 psi. ISIP @ 649 psi, 1 min @ 72 psi, 4 min @ 0 psi. FG
@ .57. Frac D1/D2 sds w/ 136,468#'s of 20/40 sand in 992 bbls of Lightning 17 fluid. Treated
w/ ave pressure of 2936 psi w/ ave rate of 41.9 BPM. ISIP 2208 psi, 5 min @ 2101 psi, 10
min @ 2000 psi, 15 min @ 1924 psi. FG @ .90. Leave pressure on well. 3363 BWTR.
Daily Cost: $0
Cumulative Cost: $188,914

8/27/2009 Day: 5 Completion

WWS #3 on 8/27/2009 - DU CBPs. - Cont. RIH w/ tbg. Tag CBP @ 4300'. RU powrswivel &
pump. DU CBP in 25 min. Cont. RIH w/ tbg. Tag fill @ 4699'. C/O to CBP @ 4850'. DU CBP in
20 min. Cont. RIH w/ tbg. Tag fill @ 4949'. C/O to CBP @ 5050'. DU CBP in 23 min. Cont. RIH
w/ tbg. Tag fill @ 5115'. C/O to 5367'. Circulate well clean. SWFIN. 3777 BWTR.
Daily Cost: $o RECElVEDCumulative Cost: $200,884

DEC14 2009
8/28/2009 Day: 6

DIV.OFOIL,GAS&MiNING Completion

WWS #3 on 8/28/2009 - DU CBP. C/O to PBTD @ 6051'. Swab for cleanup. POOH w/ tbg. to
2637'. SWIFN. 3575 BWTR. - Cont. RIH w/ tbg. Tag fill @ 5367'. C/O to CBP @ 5400'. DU CBP
in 25 min. Cont. RIH w/ tbg. Tag fill @ 5568'. C/O to CBP @ 5720'. DU CBP in 35 min. Cont.
RIH w/ tbg. Tag fill @ 5958'. C/O to PBTD @ 6051'. Circulate well clean. RD powerswivel. Pull
up to 5996'. RU swab. SFL @ surface. Made 14 runs. Recovered 135 bbls. Trace of oil. No
show of sand. FFL @ 1500'. RD swab. RIH w/ tbg. Tag PBTD @ 6051'. Circulate well clean.
POOH w/ tbg. to 2637'. SWIFN. 3575 BWTR.
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RECEIVED

Daily Cost: $0 DEC14 2009
Cumulative Cost: $208,111

OlV.0FOIL,GAS&MINING

8/31/2009 Day: 7 Completion

WWS #3 on 8/31/2009 - POOH w/ tbg. RIH w/ production string. RIH w/ rod string. Put well
on production @ 3:00 p.m. 5 spm, 120" stroke length. 3590 BWTR. Final Report. - Cont.
POOH w/ tbg. LD BHA. RIH w/ 2 7/8" notched collar, 2 jts 2 7/8" tbg., PSN, 1 jt 2 7/8" tbg., 5
1/2" TAC & 186 jts 2 7/8" tbg. ND BOP. Set TAC @ 5875' w/ 19,000# tension. NU wellhead.
X-over for rods. Flush tbg. w/ 60 bbls water. RIH w/ Central Hydraulic 2 1/2" x 1 1/2" x 16' x
20' RHAC rod pump, 6- 1 1/2" weight bars, 20- 3/4" guided rods, 109- 3/4" plain rods, 101-
3/4" guided rods, 1- 4', 2' x 3/4" pony subs, 1 1/2" x 26' polished rod. Seat pump. RU
pumping unit. Hang off rods. Fill tbg. w/ 3 bbls water. Stroke test to 800 psi. Good pump
action. RD. Put well on production @ 3:00 p.m. 5 spm, 120" stroke length. Final Report. 3590
BWTR. - Finalized
Daily Cost: $0
Cumulative Cost: $234,656

10/28/2009 Day: 3 Tubing Leak

NC #3 on 10/28/2009 - Check for pump action. TOH w/ rods & TIH w/ new pump. - MIRUSU.
Pump 60 bbls water down csg @ 250°. RD pumping unit. Unseat rod pump. Flush tbg & rods
w/ 40 bbis water @ 250°. Softseat & pressure test tbg to 3000 psi. No luck. Unseat rod pump.
TOH w/ 101- 3/4 guided rods, 109- 3/4 plain rods, 20- 3/4 guided rods, 6- 1 1/2 wt bars, rod
pump. Pump 10 bbis water down tbg & drop std valve. Attempt to pressure test tbg. No luck.
X- over to tbg eq. ND wellhead. PU on tbg string & tighten tbg w/ tongs. Attempt to pressure
test tbg. No luck. Release TA. NU BOP. RU rig floor. PU TIH w/ 2- jts 2 7/8. Tag fill @ 6014'.
(37' new fill). LD 2- jts 2 7/8. TOH w/ 186- jts 2 7/8, TA, 1- jt 2 7/8, SN, 2- jts 2 7/8, NC.
Found perf wear hole in jt # 151. Used 30 bb\s water to keep tbg clean. LD & replace jts 150,
151. PU TIH w/ bailer assembly & 189- jts 2 7/8. Ball out fill to PBTD @ 6051'. TOH w/ 60- jts
2 7/8. SDFD. - Pump 20 bb\s water donw tbg & csg @ 250°. Cont TOH w/ 2 7/8 tbg & bailer
assembly. Empty tail jts & clean rig eq. PU TIH w/ NC, 2- jts 2 7/8, SN, 1- jt 2 7/8, TA, 185-
jts 2 7/8. Used 45 bbls water to keep tbg clean. Pressure test tbg to 3000 psi w/ 15 bbls
water. Good test. RU sandline to retrieve std valve. RD sandline. RD rig floor. ND BOP.
Attempt to set TA. No luck. Pump 30 bbls water down tbg @ 250°. Set TA w/ 18000 tension.
NU wellhead. X- over to rod eq. PU TIH w/ 2 1/2 x 1 1/2 x 16 x 20 RHAC, 6- 1 1/2 wt bars,
20- 3/4 guided rods, 109- 3/4 plain rods, 100- 3/4 guided rods, 1 1/2 x 26' polish rod. RU
pumping unit. Fill tbg w/ 20 bbls water. Stroke test rod pump to 800 psi. Good test. SDFD. -

Check for pump action on tbg. No pump action. Pump 60 bbls water down csg @ 250°. Still no
pump action. W/ rig long stroke rod pump. Still no pump action. Unseat rod pump. Flush tbg &
rods w/ 40 bb\s water @ 250°. Softseat & pressure test tbg to 3000 psi w/ 10 bbls water.
Good test. Unseat rod pump. TOH w/ 100- 3/4 guided rods, 109- 3/4 plain rods, 20- 3/4
guided rods, 6- 1 1/2 wt bars, rod pump. Pump would not pump on surface. PU TIH w/ 2 1/2
x 1 1/2 x 16 x 20 RHAC, 6- 1 1/2 wt bars, 20- 3/4 guided rods, 109- 3/4 plain rods, 100- 3/4
guided rods, 1 1/2 x 26' polish rod. RU pumping unit. Fill tbg w/ 10 bbls water. Stroke test rod
pump to 800 psi. Good test. RDMOSU. POP @ 3:00 W/ 120" SL @ 5 SPM FINAL REPORT!! -

MIRUSU. Pump 60 bbls water down csg @ 250°. RD pumping unit. Unseat rod pump. Flush
tbg & rods w/ 40 bbls water @ 250°. Softseat & pressure test tbg to 3000 psi. No luck. Unseat
rod pump. TOH w/ 101- 3/4 guided rods, 109- 3/4 plain rods, 20- 3/4 guided rods, 6- 1 1/2
wt bars, rod pump. Pump 10 bbls water down tbg & drop std valve. Attempt to pressure test
tbg. No luck. X- over to tbg eq. ND wellhead. PU on tbg string & tighten tbg w/ tongs. Attempt
to pressure test tbg. No luck. Release TA. NU BOP. RU rig floor. PU TIH w/ 2- jts 2 7/8. Tag fill
@ 6014'. (37' new fill). LD 2- jts 2 7/8. TOH w/ 186- jts 2 7/8, TA, 1- jt 2 7/8, SN, 2- jts 2
7/8, NC. Found perf wear hole in jt # 151. Used 30 bbis water to keep tbg clean. LD & replace
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jts 150, 151. PU TIH w/ bailer assembly & 189- jts 2 7/8. Bail out fill to PBTD @ 6051'. TOH
w/ 60- jts 2 7/8. SDFD. - Check for pump action on tbg. No pump action. Pump 60 bbls water
down csg @ 250°. Still no pump action. W/ rig long stroke rod pump. Still no pump action.
Unseat rod pump. Flush tbg & rods w/ 40 bbls water @ 250°. Softseat & pressure test tbg to
3000 psi w/ 10 bbls water. Good test. Unseat rod pump. TOH w/ 100- 3/4 guided rods, 109-
3/4 plain rods, 20- 3/4 guided rods, 6- 1 1/2 wt bars, rod pump. Pump would not pump on
surface. PU TIH w/ 2 1/2 x 1 1/2 x 16 x 20 RHAC, 6- 1 1/2 wt bars, 20- 3/4 guided rods, 109-
3/4 plain rods, 100- 3/4 guided rods, 1 1/2 x 26' polish rod. RU pumping unit. Fill tbg w/ 10
bbis water. Stroke test rod pump to 800 psi. Good test. RDMOSU. POP @ 3:00 W/ 120" SL @
5 SPM FINAL REPORT!! - Check for pump action on tbg. No pump action. Pump 60 bbls water
down csg @ 250°. Still no pump action. W/ rig long stroke rod pump. Still no pump action.
Unseat rod pump. Flush tbg & rods w/ 40 bbis water @ 250°. Softseat & pressure test tbg to
3000 psi w/ 10 bbis water. Good test. Unseat rod pump. TOH w/ 100- 3/4 guided rods, 109-
3/4 plain rods, 20- 3/4 guided rods, 6- 1 1/2 wt bars, rod pump. Pump would not pump on
surface. PU TIH w/ 2 1/2 x 1 1/2 x 16 x 20 RHAC, 6- 1 1/2 wt bars, 20- 3/4 guided rods, 109-
3/4 plain rods, 100- 3/4 guided rods, 1 1/2 x 26' polish rod. RU pumping unit. Fill tbg w/ 10
bbis water. Stroke test rod pump to 800 psi. Good test. RDMOSU. POP @ 3:00 W/ 120" SL @
5 SPM FINAL REPORT!! - MIRUSU. Pump 60 bbls water down csg @ 250°. RD pumping unit.
Unseat rod pump. Flush tbg & rods w/ 40 bbls water @ 250°. Softseat & pressure test tbg to
3000 psi. No luck. Unseat rod pump. TOH w/ 101- 3/4 guided rods, 109- 3/4 plain rods, 20-
3/4 guided rods, 6- 1 1/2 wt bars, rod pump. Pump 10 bbls water down tbg & drop std valve.
Attempt to pressure test tbg. No luck. X- over to tbg eq. ND wellhead. PU on tbg string &
tighten tbg w/ tongs. Attempt to pressure test tbg. No luck. Release TA. NU BOP. RU rig floor.
PU TIH w/ 2- jts 2 7/8. Tag fill @ 6014'. (37' new fill). LD 2- jts 2 7/8. TOH w/ 186- jts 2 7/8,
TA, 1- jt 2 7/8, SN, 2- jts 2 7/8, NC. Found perf wear hole in jt # 151. Used 30 bbis water to
keep tbg clean. LD & replace jts 150, 151. PU TIH w/ bailer assembly & 189- jts 2 7/8. Bail
out fill to PBTD @ 6051'. TOH w/ 60- jts 2 7/8. SDFD. - Pump 20 bbis water donw tbg & csg @
250°. Cont TOH w/ 2 7/8 tbg & bailer assembly. Empty tail jts & clean rig eq. PU TIH w/ NC,
2- jts 2 7/8, SN, 1- jt 2 7/8, TA, 185- jts 2 7/8. Used 45 bb\s water to keep tbg clean.
Pressure test tbg to 3000 psi w/ 15 bbls water. Good test. RU sandline to retrieve std valve.
RD sandline. RD rig floor. ND BOP. Attempt to set TA. No luck. Pump 30 bbis water down tbg
@ 250°. Set TA w/ 18000 tension. NU wellhead. X- over to rod eq. PU TIH w/ 2 1/2 x 1 1/2 x
16 x 20 RHAC, 6- 1 1/2 wt bars, 20- 3/4 guided rods, 109- 3/4 plain rods, 100- 3/4 guided
rods, 1 1/2 x 26' polish rod. RU pumping unit. Fill tbg w/ 20 bbls water. Stroke test rod pump
to 800 psi. Good test. SDFD. - Pump 20 bbls water donw tbg & csg @ 250°. Cont TOH w/ 2
7/8 tbg & bailer assembly. Empty tail jts & clean rig eq. PU TIH w/ NC, 2- jts 2 7/8, SN, 1- jt 2
7/8, TA, 185- jts 2 7/8. Used 45 bbls water to keep tbg clean. Pressure test tbg to 3000 psi
w/ 15 bbls water. Good test. RU sandline to retrieve std valve. RD sandline. RD rig floor. ND
BOP. Attempt to set TA. No luck. Pump 30 bbls water down tbg @ 250°. Set TA w/ 18000
tension. NU wellhead. X- over to rod eq. PU TIH w/ 2 1/2 x 1 1/2 x 16 x 20 RHAC, 6- 1 1/2 wt
bars, 20- 3/4 guided rods, 109- 3/4 plain rods, 100- 3/4 guided rods, 1 1/2 x 26' polish rod.
RU pumping unit. Fill tbg w/ 20 bbis water. Stroke test rod pump to 800 psi. Good test. SDFD.
Finalized
Daily Cost: $0
Cumulative Cost: $23,149

Pertinent Files: Go to File List

RECEIVED
DEC14 2009

DIV.0FOIL,GAS&MlNING
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Form 3160-4
(August 2007)

UNITED STATES

O FORM APPROVED
DEPARTMENT OF THE INTERIOR OMBNO. 1004-0137

BUREAU OF LAND MANAGEMENT Expires: July 31, 2010

WELL COMPLETION OR RECOMPLETIONREPORT AND LOG 5. Lease Serial No.
UTU-85210

la. Type of Well Oil Well Gas Well Dry O Other 6. If Indian, Allottee or Tribe Name
b. Type of Completion: O New Well Work Over Deepen Plug Back Diff. Resvr.,

Other
7. Unit or CA Agreement Name and No.
GMBU

2. Name of Operator 8. Lease Name and Well No.
NEWFIELD EXPLORATION COMPANY FEDERAL 12-9-9-16
3. Address 3a. Phone No. (include area code) 9. AFI Well No.

1401 17TH ST. SUITE 1000 DENVER, CO 80202 (435)646-3721 43-013-33969
4. Location of Well (Report location clearly and in accordance with Federal requirements)* 10. Field and Pool or Exploratory

MONUMENTBUTTE
At surface 1710' FSL &443' FWL (NWISW) SEC. 9, T9S, R16E 11. Sec., T., R., M., on Block and

Survey or Area
SEC. 9, TOS, R16E

At top prod. interval reported below 12. County or Parish 13. State

At total depth
DUCHESNE UT

14. Date Spudded 15. Date T.D. Reached 16. Date Completed 08/28/2009 17. Elevations (DF, RKB, RT, GL)*

07/26/2009 08/02/2009 D & A Ready to Prod. 5827' GL 5839' KB
18. Total Depth: MD 6100' 19. Plug Back T.D.: MD 6051' 20. Depth Bridge Plug Set: MD

TVD TVD TVD
21. Type Electric & Other echanical Logs Run (Submit c y of each) 22. Was well cored? O No Yes (Submit analysis)

DUALIND GRD, SP, COMP. DENSITY,COM . NEUTRON,GR,CALIPER, CMT BOND WasDSTrun? No Yes (Submit report)
Directional Survey? O No Yes (Submit copy)

23. Casing and Liner Recort (Report all strings set in well)

Hole Size Size/Grade Wt. (#lft.) Top (MD) Bottom (MD) Stage Cemhenter N of SC & SI Vol Cement Top* AmountPulled

12-1/4" 8-5/8" J-55 24# 0 312' 210 CLASS G
7-7/8" 5-1/2" J-55 15.5# 0 6093' 265 PRIMLITE 40'

400 50/50 POZ

24. Tubing tecord
Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) PackerDepth (MD)

2-7/8" EOT@ 5973' TA @5876'
25. Producing Intervals 26. Perforation Record

Formation Top Bottom Perforated Interval Size No. Holes Perf. Status
A) GREEN RIVER See Below
B)

C)

D)

27. Acid, Fracture, Treatment, Cement Squeeze, etc.
Depth Interval Amount and Type of Material

See Below See Below

28. Product on - Interv<l A
Date First fest Date Hours Test Oil Gas Water Gil Gravity 3as Production Method
Produced Tested Production BBL MCF BBL Corr. API 3ravity 2-1/2" x 1-1/2" x 16' x 20' RHAC Pump
8-31-09 9-15-09 24 171 183 9

Choke Tbg. Press. Esg. 24 Hr. Oil 3as Water Gas/Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio PRODUCING

SI

28a. Produc ion - IntervalB
Date First fest Date Hours fest 3il Gas Water 3il Gravity 3as Production Method
Produced Tested Production BBL MCF BBL Corr. API 3ravity

Choke ibg. Press. Osg. 24 Hr. 3il Gas Water Gas/Oil Well Status RECEIVEDSize Flwg. Press. Rate BBL MCF BBL Ratio
SI JAN28 2010

*(See instructions and spaces for additional data on page 2)

DIV.OFOIL,GAS&



28b. Production - Interval C
Date First Test Date Hours Test 3il Gas Water Gil Gravity 3as Production Method
Produced Tested Production BBL MCF BBL Corr. API 3ravity

Choke Tbg. Press. Csg. 24 Hr. Dil Gas Water Gas/Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio

SI

28c. Production - Interval D
Date First Test Date Hours Test 3il Gas Water OilGravity 3as Production Method
Produced Tested Production BBL MCF BBL Corr. API 3ravity

Choke Tbg. Press. Csg. 24 Hr. Oil Gas Water Gas/Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio

SI

29. Disposition of Gas (Solid, used forfisel,vented, etc.)

SOLD & USED FOR FUEL

30. Summary of Porous Zones (Include Aquifers): 31. Formation (Log) Markers

Show all important zones of porosity and contents thereof: Cored intervals and all drill-stem tests' GEOLOGICAL MARKERS
including depth interval tested, cushion used, time tool open, flowing and shut-in pressures and
recoveries.

Top
Formation Top Bottom Descriptions, Contents, etc. Name

Meas. Depth

GARDEN GULCH MRK 3706'
GARDEN GULCH 1 3921'

GARDEN GULCH 2 4031'
POINT3 4287'

XMRKR 4553'
Y MRKR 4587'

DOUGALS CREEK MRK 4703'
BI CARBONATE MRK 4944'

B LIMESTON MRK 5056'
CASTLE PEAK 5575'

BASAL CARBONATE 3025'

32. Additional remarks (include plugging procet ure):

Stage 1: Green River Formation (CP4) 5906-12',
.49" 3/18 Frac w/ 15001#'s of 20/40 sand in 125 bbis of Lightning 17 fluid

Stage 2: Green River Formation (CP1) 5632-38', 5645-48',
.36" 3/27 Frac w/ 71037#'s of 20/40 sand in 426 bbis of Lightning 17 fluid

Stage 3: Green River Formation (A3 &LODC) 5159-90', 5291-94', .36" 3/33 Frac w/ 116748#'s of 20/40 sand in 700 bbis of Lightning 17 fluid
Stage 4: Green River Formation (B1) 4974-82'

.36" 3/24 Frac w/ 50899#'s of 20/40 sand in 307 bbis of Lightning 17 fluid

Stage 5: Green River Formation (Di & D2) 4741-46', 4800-06',
.36" 3/33 Frac w/ 136468#'s of 20/40 sand in 834 bb\s of Lightning 17 fluid

Stage 6: Green River Formation (GB4 & GB2) 4224-29', 4080-83',
.36" 3/24 Frac w/ 43808#'s of 20/40 sand in 291 bbis of Lightning 17 fluid

33. Indicate which items have been attached by placing a check in the appropriate boxes:

O Electrical/Mechanical Logs (1 full set req'd.) Geologic Report DST Report Directional Survey

O Sundry Notice for plugging and cement verification Core Analysis Otlier

34. I hereby certify that the foregoing and attached information is complete and correct as determined from all available records (see attached instructions)*

Name (please pring Lucy Chav Naupoto Title Administrative Assistant

Signature s i / 4 Date 01/25/2010

Title 18 U.S.C. tion 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United States any
false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

(Continued on page 3) (Form 3160-4, page



RECEIVED: Jul. 23, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-85210 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 FEDERAL 12-9-9-16 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013339690000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1710 FSL 0443 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NWSW Section: 09 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

7 /17 /2013

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The subject well has been converted from a producing oil well to an
injection well on 07/16/2013. On 07/17/2013 Chris Jensen with the
State of Utah DOGM was contacted concerning the initial MIT on the

above listed well. On 07/17/2013 the casing was pressured up to 1360
psig and charted for 30 minutes with no pressure loss. The well was not
injecting during the test. The tubing pressure was 400 psig during the

test. There was a State representative available to witness the test -
Chris Jensen.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 7 /23 /2013

August 26, 2013

Sundry Number: 40389 API Well Number: 43013339690000Sundry Number: 40389 API Well Number: 43013339690000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-85210

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well FEDERAL 12-9-9-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013339690000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1710 FSL 0443 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NWSW Section: 09 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

7/17/2013
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The subject well has been converted from a producing oil well to an Accepted by the
injection well on 07/16/2013. On 07/17/2013 Chris Jensen with the utah Division of

State of Utah DOGM was contacted concerning the initial MIT on the oil, Gas and Mining

above listed well. On 07/17/2013 the casing was pressured up to 1360 Date: August 26, 2013
psig and charted for 30 minutes with no pressure loss. The well was not
injecting during the test. The tubing pressure was 400 psig during the sy: e

test. There was a State representative available to witness the test -

Chris Jensen.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 7/23/2013

RECEIVED: Jul. 23,



RECEIVED: Jul. 23, 2013

Sundry Number: 40389 API Well Number: 43013339690000Sundry Number: 40389 API Well Numb : 4213339""""@
Casing or Annufus Pressm fest

Newfield Production Company
Rt. 3 Box 3630,

Myton,UT 84052

Witness:

435¾4D7a

il gil| Time ( 7: v i a

Test Condu ted by / /A 4 -

Othera Present: -e

Woll: pdemi ¡g e-9 L Fleid: m•9 <- 6 Af

Well Location: p,yo 2 944 API No: t-/3°13 y 9Cy

Ting Casing Pressure

omin /TCo p,¡,

5 fl, o psig

10 $i,• psig

15 IJ l. psig

20 fjL psig

25 36 • psig

30 min / 36 psig

35 psig

40 psig

45 psig

50 psig

55 psig

60 min psig

Tubing pressure: psig

RSSUlt Pass Fail

Signature of Witness: .

Signature of Person nducting Test



RECEIVED: Jul. 23, 2013

Sundry Number: 40389 API Well Number: 43013339690000Sundry Number: 40389 API Well Number: 43013339690000
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RECEIVED: Jul. 23, 2013

Sundry Number: 40389 API Well Number: 43013339690000Sundry Number•
.4.0389 API Well Number: 43013339690000

Summary Rig A6tivity Page 1 of 3

Daily Activity Report

Format For Sundry

FEDERAL 12-9-9-16
5/1/2013 To 9/30/2013

7/15/2013 Day: 1 Conversion

Nabors #1108 on 7/15/2013 - spot rig, RU rig. Unhang rods and horse head. Pump 60 BBLS
down CSN with hot oil truck, unseat pump and flush rods with 40 bbis - spot rig, RU rig.
Unhang rods and horse head. Pump 60 BBLS down CSN with hot oil truck, unseat pump and
flush rods with 40 bb\s water soft seat pump and load tbg with 20 bb\s water PT tbg to
3000psi. Good test. POOH with rods laying down on trailer. RD flow line ND WH release TAC,
NU BOP RU works floor SWIFN. - spot rig, RU rig. Unhang rods and horse head. Pump 60
BBLS down CSN with hot oil truck, unseat pump and flush rods with 40 bbls water soft seat
pump and load tbg with 20 bbls water PT tbg to 3000psi. Good test. POOH with rods laying
down on trailer. RD flow line ND WH release TAC, NU BOP RU works floor SWIFN. - spot rig,
RU rig. Unhang rods and horse head. Pump 60 BBLS down CSN with hot oil truck, unseat
pump and flush rods with 40 bbls water soft seat pump and load tbg with 20 bbis water PT tbg
to 3000psi. Good test. POOH with rods laying down on trailer. RD flow line ND WH release
TAC, NU BOP RU works floor SWIFN. - spot rig, RU rig. Unhang rods and horse head. Pump 60
BBLS down CSN with hot oil truck, unseat pump and flush rods with 40 bbis water soft seat
pump and load tbg with 20 bbis water PT tbg to 3000psi. Good test. POOH with rods laying
down on trailer. RD flow line ND WH release TAC, NU BOP RU works floor SWIFN. - spot rig,
RU rig. Unhang rods and horse head. Pump 60 BBLS down CSN with hot oil truck, unseat
pump and flush rods with 40 bbls water soft seat pump and load tbg with 20 bb\s water PT tbg
to 3000psi. Good test. POOH with rods laying down on trailer. RD flow line ND WH release
TAC, NU BOP RU works floor SWIFN. Finalized
Daily Cost: $0
Cumulative Cost: $11,079

7/16/2013 Day: 2 Conversion

Nabors #1108 on 7/16/2013 - check pressure, TBG 10 Psi. CSG 460psi BD well and open bop.
POOH With TBG Breaking every Connection and cleaning and inspecting all threads - check
pressure, TBG 10 Psi. CSG 460psi BD well and open bop. POOH With TBG Breaking every
Connection and cleaning and inspecting all threads, applying liquid o ring doping and
retorquing to spec. LD excess 57 JNTS TBG on trailer. MOVE TBG trailer out of way PU MU
Packer BHA. TIH With BHA And TBG detail as follows: 2 3/8 collar, 2 3/8 XN, 2 3/8X 4' TBG
Sub 2 3/8x 2 7/8 XO, 2 7/8 x 5.5 packer, 2 7/8 on/off tool, 2 7/8 PSN 128 jnts tbg - check
pressure, TBG 10 Psi. CSG 460psi BD well and open bop. POOH With TBG Breaking every
Connection and cleaning and inspecting all threads, applying liquid o ring doping and
retorquing to spec. LD excess 57 JNTS TBG on trailer. MOVE TBG trailer out of way PU MU
Packer BHA. TIH With BHA And TBG detail as follows: 2 3/8 collar, 2 3/8 XN, 2 3/8X 4' TBG
Sub 2 3/8x 2 7/8 XO, 2 7/8 x 5.5 packer, 2 7/8 on/off tool, 2 7/8 PSN 128 jnts tbg - check
pressure, TBG 10 Psi. CSG 460psi BD well and open bop. POOH With TBG Breaking every
Connection and cleaning and inspecting all threads, applying liquid o ring doping and
retorquing to spec. LD excess 57 JNTS TBG on trailer. MOVE TBG trailer out of way PU MU
Packer BHA. TIH With BHA And TBG detail as follows: 2 3/8 collar, 2 3/8 XN, 2 3/8X 4' TBG
Sub 2 3/8x 2 7/8 XO, 2 7/8 x 5.5 packer, 2 7/8 on/off tool, 2 7/8 PSN 128 jnts tbg - check
pressure, TBG 10 Psi. CSG 460psi BD well and open bop. POOH With TBG Breaking every
Connection and cleaning and inspecting all threads, applying liquid o ring doping and
retorquing to spec. LD excess 57 JNTS TBG on trailer. MOVE TBG trailer out of way PU MU
Packer BHA. TIH With BHA And TBG detail as follows: 2 3/8 collar, 2 3/8 XN, 2 3/8X 4' TBG
Sub 2 3/8x 2 7/8 XO, 2 7/8 x 5.5 packer, 2 7/8 on/off tool, 2 7/8 PSN 128 jnts tbg - check

http://www.inewfld.com/denver/SumActRpt.asp?RC=155843&API=4301333969&MinDa...



RECEIVED: Jul. 23, 2013

Sundry Number: 40389 API Well Number: 43013339690000Sundry Number•
.4.0389 API Well Number: 43013339690000

Summary Rig Aotivity Page 2 of 3

pressure, TBG 10 Psi. CSG 460psi BD well and open bop. POOH With TBG Breaking every
Connection and cleaning and inspecting all threads, applying liquid o ring doping and
retorquing to spec. LD excess 57 JNTS TBG on trailer. MOVE TBG trailer out of way PU MU
Packer BHA. TIH With BHA And TBG detail as follows: 2 3/8 collar, 2 3/8 XN, 2 3/8X 4' TBG
Sub 2 3/8x 2 7/8 XO, 2 7/8 x 5.5 packer, 2 7/8 on/off tool, 2 7/8 PSN 128 jnts tbg
Daily Cost: $0
Cumulative Cost: $18,454

7/17/2013 Day: 3 Conversion

Nabors #1108 on 7/17/2013 - check pressure, tbg and csg 350 psi BD well and open BOP.
Pump pad and drop SV pump Sv to PSn and pressuer test to 3000 psi for 30 minutes good
test - check pressure, tbg and csg 350 psi BD well and open BOP. Pump pad and drop SV
pump Sv to PSn and pressuer test to 3000 psi for 30 minutes good test.RU sand line and
fishing tools TIH with sand line and Fish SV POOH with sandline and RD fishing tools rig down
floor ND BOP land TBG RU hot oiler . Pump 50 BBLS packer fluid ND WH, set packer in 15K
tension NU WH. Load CGS and PT csg to 1400psi for 30 minutes had to bump up, bleed off
and retest numerous times good test. RD rig rack out winch truck and tools, prep rig to road
to next location. - check pressure, tbg and csg 350 psi BD well and open BOP. Pump pad and
drop SV pump Sv to PSn and pressuer test to 3000 psi for 30 minutes good test.RU sand line
and fishing tools TIH with sand line and Fish SV POOH with sandline and RD fishing tools rig
down floor ND BOP land TBG RU hot oiler . Pump 50 BBLS packer fluid ND WH, set packer in
15K tension NU WH. Load CGS and PT csg to 1400psi for 30 minutes had to bump up, bleed
off and retest numerous times good test. RD rig rack out winch truck and tools, prep rig to
road to next location. - check pressure, tbg and csg 350 psi BD well and open BOP. Pump pad
and drop SV pump Sv to PSn and pressuer test to 3000 psi for 30 minutes good test.RU sand
line and fishing tools TIH with sand line and Fish SV POOH with sandline and RD fishing tools
rig down floor ND BOP land TBG RU hot oiler . Pump 50 BBLS packer fluid ND WH, set packer
in 15K tension NU WH. Load CGS and PT csg to 1400psi for 30 minutes had to bump up, bleed
off and retest numerous times good test. RD rig rack out winch truck and tools, prep rig to
road to next location. - check pressure, tbg and csg 350 psi BD well and open BOP. Pump pad
and drop SV pump Sv to PSn and pressuer test to 3000 psi for 30 minutes good test.RU sand
line and fishing tools TIH with sand line and Fish SV POOH with sandline and RD fishing tools
rig down floor ND BOP land TBG RU hot oiler . Pump 50 BBLS packer fluid ND WH, set packer
in 15K tension NU WH. Load CGS and PT csg to 1400psi for 30 minutes had to bump up, bleed
off and retest numerous times good test. RD rig rack out winch truck and tools, prep rig to
road to next location. - check pressure, tbg and csg 350 psi BD well and open BOP. Pump pad
and drop SV pump Sv to PSn and pressuer test to 3000 psi for 30 minutes good test.RU sand
line and fishing tools TIH with sand line and Fish SV POOH with sandline and RD fishing tools
rig down floor ND BOP land TBG RU hot oiler . Pump 50 BBLS packer fluid ND WH, set packer
in 15K tension NU WH. Load CGS and PT csg to 1400psi for 30 minutes had to bump up, bleed
off and retest numerous times good test. RD rig rack out winch truck and tools, prep rig to
road to next location. Finalizecl
Daily Cost: $0
Cumulative Cost: $25,334

7/22/2013 Day: 4 Conversion

Rigless on 7/22/2013 - Condcut initial MIT - On 07/17/2013 Chris Jensen with the State of
Utah DOGM was contacted concerning the initial MIT on the above listed well. On 07/17/2013
the casing was pressured up to 1360 psig and charted for 30 minutes with no pressure loss.
The well was not injecting during the test. The tubing pressure was 400 psig during the test.
There was a State representative available to witness the test - Chris Jensen. - On
07/17/2013 Chris Jensen with the State of Utah DOGM was contacted concerning the initial

http://www.inewfld.com/denver/SumActRpt.asp?RC=155843&API=4301333969&MinDa...



RECEIVED: Jul. 23, 2013

Sundry Number: 40389 API Well Number: 43013339690000Sundry Number• 4.0389 API Well Number: 43013339690000
Summary Rig Aotivity Page 3 of 3

MIT on the above listed well. On 07/17/2013 the casing was pressured up to 1360 psig and
charted for 30 minutes with no pressure loss. The well was not injecting during the test. The
tubing pressure was 400 psig during the test. There was a State representative available to
witness the test - Chris Jensen. - On 07/17/2013 Chris Jensen with the State of Utah DOGM
was contacted concerning the initial MIT on the above listed well. On 07/17/2013 the casing
was pressured up to 1360 psig and charted for 30 minutes with no pressure loss. The well was
not injecting during the test. The tubing pressure was 400 psig during the test. There was a
State representative available to witness the test - Chris Jensen. - On 07/17/2013 Chris
Jensen with the State of Utah DOGM was contacted concerning the initial MIT on the above
listed well. On 07/17/2013 the casing was pressured up to 1360 psig and charted for 30
minutes with no pressure loss. The well was not injecting during the test. The tubing pressure
was 400 psig during the test. There was a State representative available to witness the test -

Chris Jensen. - On 07/17/2013 Chris Jensen with the State of Utah DOGM was contacted
concerning the initial MIT on the above listed well. On 07/17/2013 the casing was pressured
up to 1360 psig and charted for 30 minutes with no pressure loss. The well was not injecting
during the test. The tubing pressure was 400 psig during the test. There was a State
representative available to witness the test - Chris Jensen. Finalized
Daily Cost: $0
Cumulative Cost: $57,546

Pertinent Files: Go to File List

http://www.inewfld.com/denver/SumActRpt.asp?RC=155843&API=4301333969&MinDa...



RECEIVED: Jul. 23, 2013

Sundry Number: 40389 API Well Number: 43013339690000Sundry Number: 40389 API Well Number: 43013339690000

Spud Date: 07/26/2009 Federal 12-9-9-16
Put on Production: 08/28/2009

GL: 5827' KB: 5839' Injection Wellbore
Diagram

SURFACE CASING
_ _

FRAC JOB

CSG SIZE: 8-5/8" 08-31-09 5906 - 5912' Frac CP4 sands as follows: Frac with

GRADE: J-55
TOC @40' - "

15001#20/40 sand in 125 bbis Lightning
17 fluid

WEIGHT 24# 08-31-09 5632- 5648' Frac CPI sands as follows: Frac with
LENGTH 7 jts (300') 71037#20/40 sarid in 426 bbis Lightning

DEPTH LANDED: 312, 17 fluid

HOLE SIZE: 12-l/4,, 08-31-09 5159- 5294' Frac A3 & LODC sands as follows:
Frac with I L6748#20/40 sand in 700

CEMENT DATA 210 sxs Class "G" cmt bbis Lightning 17 fluid
08-31-09 4974 - 4982' Frac B1 sands as follows: Frac with

50899#20/40 sand in 307 bbis Lightning
17 fluid

08-31-09 474L -4806' Frac DI & D2 sands as follows:
Frac with 136468#20/40 sand in 834
bbls Lightning 17 fluid

PRODUCTION CASING 08-31-09 4080-4229' FracGB4&GB2sandsasfollows:
CSG SIZE: 5-1/2" Frac with 43808# 20/40 sand in 291 bbis

GRADE J-55
Lightning 17 fluid

10-28-09 Tubing Leak Updated rod & tubing
WEIGHT 15 5# details
LENGTH 155 jts (6039') 10-09-10 Pump Change. Rod & tubing updated
HOLE SlZE: 7-7/8"

5/26/11 Tubing Leak. Updated rod and tubing
DEPTH LANDED: 6093 0 I, detail

CEMENT DATA 265 sk Prem Lite II mixed & 400 sxs 50/50 POZ 07/16/13 Convert to Injection Well

CEMENT TOP AT 40' | SN @4046' 07/17/13 Conversion MIT Finalized - update tbg
detail

On Off Tool @4047'

Packer @4054'

TUBING X/NNipple@4061'

SIZE/GRADE/WT 2-7/8" / J-55 / 6 5# _
- EOT @4063'

NO OF JOlNTS: 128 jts (4033 6')

4080-4083'

SEATING NIPPLE 2-7/8" (1 10')
-

4224-4229'

SN LANDED AT 4045 6' KB

ON/OFF TOOL AT 4046 7'

ARROW #I PACKER CE AT 4053 6'

XO 2-3/8 x 2-7/8 J-55 AT 4056 6'

TBG PUP 2-3/8 J-55 AT: 4057 1, 4741-4746'

X/N N1PPLE AT: 4061 2'
4800-4806'

TOTAL STRING LENGTH EOT @4062 78' 4974-4982'

5159-5162'

5170-5172' PERFORATION RECORD
5187-5190' 5906 - 5912' 3 ]SPF 18 holes
5291-5294. 5645 - 5648' 3 JSPF 9 holes

5632-5638' 3JSPF 18holes

5291 - 5294' 3 JSPF 9 holes
5187 -5190' 3 ]SPF 9 holes
5170-5172' 3]SPF 6holes

5632-5638 5 159 -5162' 3 ]SPF 9 holes
4974 -4982' 3 JSPF 24 holes

5645-5648 4800 -4806' 3 JSPF 18 holes
4741-4746' 3JSPF 15holes

4224 -4229' 3 JSPF 15 holes
4080 -4083' 3 JSPF 9 holes

5906-5912'

NEWFIELD
PBTD @6051

Federal 12-9-9-16 / 1. I J TD @6100'

1710' FSL & 443' FWL NW/SW
Section9-T9S-Rl6E LCND7/19/I3

Duchesne Co, Utah
API #43-013-33969; Lease



RECEIVED: Sep. 06, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-85210 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 FEDERAL 12-9-9-16 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013339690000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1710 FSL 0443 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NWSW Section: 09 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

9 /5 /2013

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The above reference well was put on injection at 10:00 AM on
09/05/2013.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 9 /6 /2013

October 17, 2013

Sundry Number: 42345 API Well Number: 43013339690000Sundry Number: 42345 API Well Number: 43013339690000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-85210

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well FEDERAL 12-9-9-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013339690000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1710 FSL 0443 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NWSW Section: 09 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

9 / 5 / 2 0 1 3
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 10:00 AM on Accepted by the
09/05/20 13. utah Division of

Oil, Gas and Mining

Date: October 17, 2013

sy:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 9/6/2013

RECEIVED: Sep. 06,



Sundry Number: 42345 API Well Number: 43013339690000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATIONAND SERIAL NUMBER:DIVISIONOF OIL, GAS, AND MINING UTU-85210

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN,ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU(GRRV)

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
Water Injection Well FEDERAL 12-9-9-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELDPRODUCTIONCOMPANY 43013339690000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENTBUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1710 FSL 0443 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NWSW Section: 09 Township: 09.0S Range: 16.0E Meridian: S UTAH

11.

CHECKAPPROPRIATE BOXESTO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE ALTER CASING CASING REPAIR

O NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAMEApproximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

9 / 5 /2 0 13
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATIONOF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINGREPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

O WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 10:00 AM on Accepted by the
09/05/20 1 3. Utah Division of

Oil, Gas and Mining

Date: October 17, 2013

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 9/6/2013

RECEIVED: Sep. 06,



f - 3 State of Utah
4 - E DEPARTMENT OF NATURAL RESOURCES

2ess MICHAEL R. STYLER

GARY R. HERBERT Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BALA
Lieutenant Governor Division Director

UNDERGROUND INJECTION CONTROL PERMIT

Cause No. UIC-406

Operator: Newfield Production Company

Well: Federal 12-9-9-16

Location: Section 9, Township 9 South, Range 16 East

County: Duchesne

API No.: 43-013-33969

Well Type: Enhanced Recovery (waterflood)

Stipulations of Permit Approval

1. Approval for conversion to Injection Well issued on May 13, 2013.

2. Maximum Allowable Injection Pressure: 1,695 psig

3. Maximum Allowable Injection Rate: (restricted by pressure limitation)

4. Injection Interval: Green River Formation (4,031' - 6,051')

5. Any subsequent wells drilled within a ½ mile radius of this well shall have
production casing cement brought up to or above the top of the unitized interval
for the Greater Monument Butte Unit.

Approved by: Â01,.3
J Roge s Dat
A ciate Director

JR/MLR/js
cc: Bruce Suchomel, Environmental Protection Agency

Bureau of Land Management, Vernal
SITLA
Eric Sundberg, Newfield Production Company, Denver
Newfield Production Company, Myton UTAH

Duchesne County DNR
Well File

N:\O&G Reviewed Docs\ChronFile\UIC
1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340• facsimile (801) 350-3940 •TTY (801) 538-7458 • www.ogm.utah.gov
OIL, GAS &



$undry Number: 40389 API Well Number: 43013339690000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATIONAND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-85210

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN,ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILLform for such proposals. GMBU(GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well FEDERAL 12-9-9-16

2. NAMEOF OPERATOR: 9. API NUMBER:
NEWFIELDPRODUCTIONCOMPANY 43013339690000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENTBUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1710 FSL 0443 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NWSW Section: 09 Township: 09.08 Range: 16.0E Meridian: S UTAH

CHECKAPPROPRIATE BOXES TO INDICATENATUREOF NOTICE,REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE ALTER CASING CASING REPAIR

O NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGEWELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

7 / 17 /2 0 13
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

O SPUD REPORT PRODUCTION START OR RESUME RECLAMATIONOF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

O REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

O TUBINGREPAIR VENT OR FLARE WATER DISPOSAL

O DRILLINGREPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

O WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The subject well has been converted from a producing oil well to an Accepted by the
injection well on 07/16/2013. On 07/17/2013 Chris Jensen with the Utah Division of
State of Utah DOGM was contacted concerning the initial MIT on the Oil, Gas and Mining

above listed well. On 07/17/2013 the casing was pressured up to 1360 Date: August 26, 2013
psig and charted for 30 minutes with no pressure loss. The well was not
injecting during the test. The tubing pressure was 400 psig during the sy: e

test. There was a State representative available to witness the test -

Chris Jensen.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 7/23/2013

RECEIVED: Jul. 23,



Sundry Number: 4 898 Ë¤mb4 0

Newfield Production Company
Rt. 3 Box 363Q

Myton,UT 84052

Svitness: fAN-

435446

¡gig Time ( 7: v i
_

a
Test Conducted by /<., [Á á ..

Othera Present: < 4s l

Well: Odemi i -9 t. Field: m•w<- 75

Well Location: 94.4 API No: Wol3.r; it.7

IIIng, casinaPressure

omin /TC
5 ÿ/, o psig

10 | ; I,· psig
15 IJ f.o psig
20 j](, o psig
25 jb - psig
30 min I psig

35 psig
40 psig
45 psig
50 psig
55 psig
60 min psig

Tubing pressure: psig

ROSUlf Pase Fail

Signature of Witness:

Signature of Person nducting





u dry Nu ,4.0389 API Well Number: 43013339690000Summary tivity Page 1 of 3

Daily Activity Report

Format For Sundry
FEDERAL 12-9-9-16

5/1/2013 To 9/30/2013
7/15/2013 Day: 1 Conversion

Nabors #1108 on 7/15/2013 - spot rig, RU rig. Unhang rods and horse head. Pump 60 BBLS
down CSN with hot oil truck, unseat pump and flush rods with 40 bbis - spot rig, RU rig.
Unhang rods and horse head. Pump 60 SBLS down CSN with hot oil truck, unseat pump and
flush rods with 40 bb\s water soft seat pump and load tbg with 20 bbis water PT tbg to
3000psi. Good test. POOH with rods laying down on trailer. RD flow line ND WH release TAC,
NU BOP RU works floor SWIFN. - spot rig, RU rig. Unhang rods and horse head. Pump 60
BBLS down CSN with hot oil truck, unseat pump and flush rods with 40 bbls water soft seat
pump and load tbg with 20 bbis water PT tbg to 3000psi. Good test. POOH with rods laying
down on trailer. RD flow line ND WH release TAC, NU BOP RU works floor SWIFN. - spot rig,
RU rig. Unhang rods and horse head. Pump 60 BBLS down CSN with hot oil truck, unseat
pump and flush rods with 40 bb\s water soft seat pump and load tbg with 20 bbis water PT tbg
to 3000psi. Good test. POOH with rods laying down on trailer. RD flow line ND WH release
TAC, NU BOP RU works floor SWIFN. - spot rig, RU rig. Unhang rods and horse head. Pump 60
BBLS down CSN with hot oil truck, unseat pump and flush rods with 40 bbis water soft seat
pump and load tbg with 20 bbis water PT tbg to 3000psi. Good test. POOH with rods laying
down on trailer. RD flow line ND WH release TAC, NU BOP RU works floor SWIFN. - spot rig,
RU rig. Unhang rods and horse head. Pump 60 BBLS down CSN with hot oil truck, unseat
pump and flush rods with 40 bbis water soft seat pump and load tbg with 20 bbis water PT tbg
to 3000psi. Good test. POOH with rods laying down on trailer. RD flow line ND WH release
TAC, NU BOP RU works floor SWIFN. Finalized
Daily Cost: $0
Cumulative Cost: $11,079

7/16/2013 Day: 2 Conversion

Nabors #1108 on 7/16/2013 - check pressure, TBG 10 Psi. CSG 460psi BD well and open bop.
POOH With TBG Breaking every Connection and cleaning and inspecting all threads - check
pressure, TBG 10 Psi. CSG 460psi BD well and open bop. POOH With TBG Breaking every
Connection and cleaning and inspecting all threads, applying liquid o ring doping and
retorquing to spec. LD excess 57 JNTS TBG on trailer. MOVETBG trailer out of way PU MU
Packer BHA. TIH With BHA And TBG detail as follows: 2 3/8 collar, 2 3/8 XN, 2 3/8X 4' TBG
Sub 2 3/8x 2 7/8 XO, 2 7/8 x 5.5 packer, 2 7/8 on/off tool, 2 7/8 PSN 128 jnts tbg - check
pressure, TBG 10 Psi. CSG 460psi BD well and open bop. POOH With TBG Breaking every
Connection and cleaning and inspecting all threads, applying liquid o ring doping and
retorquing to spec. LD excess 57 JNTS TBG on trailer, MOVE TBG trailer out of Way PU MU
Packer BHA. TIH With BHA And TBG detail as follows: 2 3/8 collar, 2 3/8 XN, 2 3/8X 4' TBG
Sub 2 3/8x 2 7/8 XO, 2 7/8 x 5.5 packer, 2 7/8 on/off tool, 2 7/8 PSN 128 jnts tbg - check
pressure, TBG 10 Psi. CSG 460psi BD well and open bop. POOH With TBG Breaking every
Connection and cleaning and inspecting all threads, applying liquid o ring doping and
retorquing to spec. LD excess 57 JNTS TBG on trailer. MOVE TBG trailer out of way PU MU
Packer BHA. TIH With BHA And TBG detail as follows: 2 3/8 collar, 2 3/8 XN, 2 3/8X 4' TBG
Sub 2 3/8x 2 7/8 XO, 2 7/8 x 5.5 packer, 2 7/8 on/off tool, 2 7/8 PSN 128 jnts tbg - check
pressure, TBG 10 Psi. CSG 460psi BD well and open bop. POOH With TBG Breaking every
Connection and cleaning and inspecting all threads, applying liquid o ring doping and
retorquing to spec. LD excess 57 JNTS TBG on trailer. MOVE TBG trailer out of way PU MU
Packer BHA. TIH With BHA And TBG detail as follows: 2 3/8 collar, 2 3/8 XN, 2 3/8X 4' TBG
Sub 2 3/8x 2 7/8 XO, 2 7/8 x 5.5 packer, 2 7/8 on/off tool, 2 7/8 PSN 128 jnts tbg - check

http://www.inewfld.com/denver/SumActRpt.asp?RC=155843&API=4301333969&MinDa...



Šu du aNum e 40389 API Well Number: 43013339690000 Page2of3

pressure, TBG 10 Psi. CSG 460psi BD well and open bop. POOH With TBG Breaking every
Connection and cleaning and inspecting all threads, applying liquid o ring doping and
retorquing to spec. LD excess 57 JNTS TBG on trailer. MOVETBG trailer out of way PU MU
Packer BHA. TIH With BHA And TBG detail as follows: 2 3/8 collar, 2 3/8 XN, 2 3/8X 4' TBG
Sub 2 3/8x 2 7/8 XO, 2 7/8 x 5.5 packer, 2 7/8 on/off tool, 2 7/8 PSN 128 jnts tbg
Daily Cost: $0
Cumulative Cost: $18,454

7/17/2013 Day: 3 Conversion

Nabors #1108 on 7/17/2013 - check pressure, tbg and csg 350 psi BD well and open BOP.
Pump pad and drop SV pump Sv to PSn and pressuer test to 3000 psi for 30 minutes good
test - check pressure, tbg and csg 350 psi BD well and open BOP. Pump pad and drop SV
pump Sv to PSn and pressuer test to 3000 psi for 30 minutes good test.RU sand line and
fishing tools TIH with sand line and Fish SV POOH with sandline and RD fishing tools rig down
floor ND BOP land TBG RU hot oiler . Pump 50 BBLS packer fluîd ND WH, set packer in 15K
tension NU WH. Load CGS and PT csg to 1400psi for 30 minutes had to bump up, bleed off
and retest numerous times good test. RD rig rack out winch truck and tools, prep rig to road
to next location. - check pressure, tbg and csg 350 psi BD well and open BOP. Pump pad and
drop SV pump Sv to PSn and pressuer test to 3000 psi for 30 minutes good test.RU sand line
and fishing tools TIH with sand line and Fish SV POOH with sandline and RD fishing tools rig
down floor ND BOP land TBG RU hot oller . Pump 50 BBLS packer fluid ND WH, set packer in
15K tension NU WH. Load CGS and PT csg to 1400psi for 30 minutes had to bump up, bleed
off and retest numerous times good test. RD rig rack out winch truck and tools, prep rig to
road to next location. - check pressure, tbg and csg 350 psi BD well and open BOP. Pump pad
and drop SV pump Sv to PSn and pressuer test to 3000 psi for 30 minutes good test.RU sand
line and fishing tools TIH with sand line and Fish SV POOH with sandline and RD fishing tools
rig down floor ND BOP land TBG RU hot oller . Pump 50 BBLS packer fluid ND WH, set packer
in 15K tension NU WH. Load CGS and PT csg to 1400psi for 30 minutes had to bump up, bleed
off and retest numerous times good test. RD rig rack out winch truck and tools, prep rig to
road to next location. - check pressure, tbg and csg 350 psi BD well and open BOP. Pump pad
and drop SV pump Sv to PSn and pressuer test to 3000 psi for 30 minutes good test.RU sand
line and fishing tools TIH with sand line and Fish SV POOH with sandline and RD fishing tools
rig down floor ND BOP land TBG RU hot oiler . Pump 50 BBLS packer fluid ND WH, set packer
in 15K tension NU WH. Load CGS and PT csg to 1400psi for 30 minutes had to bump up, bleed
off and retest numerous times good test. RD rig rack out winch truck and tools, prep rig to
road to next location. - check pressure, tbg and csg 350 psi BD well and open BOP. Pump pad
and drop SV pump Sv to PSn and pressuer test to 3000 psi for 30 minutes good test.RU sand
line and fishing tools TIH with sand line and Fish SV POOH with sandline and RD fishing tools
rig down floor ND BOP land TBG RU hot oiler . Pump 50 BBLS packer fluid ND WH, set packer
in 15K tension NU WH. Load CGS and PT csg to 1400psi for 30 minutes had to bump up, bleed
off and retest numerous times good test. RD rig rack out winch truck and tools, prep rig to
road to next location. Finalized
Daily Cost: $0
Cumulative Cost: $25,334

7/22|2013 Day: 4 Conversion

Rigless on 7/22/2013 - Condcut initial MIT - On 07/17/2013 Chris Jensen with the State of
Utah DOGM was contacted concerning the initial MIT on the above listed well. On 07/17/2013
the casing was pressured up to 1360 psig and charted for 30 minutes with no pressure loss.
The well was not injecting during the test. The tubing pressure was 400 psig during the test.
There was a State representative available to witness the test - Chris Jensen. - On
07/17/2013 Chris Jensen with the State of Utah DOGM was contacted concerning the initial

http://www.inewfld.com/denver/SumActRpt.asp?RC=l55843&API=4301333969&MinDa...



u dry Number 4.0389 API Well Number: 43013339690000
ummary Rig A$tivity Page 3 of 3

MIT on the above listed well. On 07/17/2013 the casing was pressured up to 1360 psig and
charted for 30 minutes with no pressure loss. The well was not injecting during the test. The
tubing pressure was 400 psig during the test. There was a State representative available to
witness the test - Chris Jensen. - On 07/17/2013 Chris Jensen with the State of Utah DOGM
was contacted concerning the initial MIT on the above listed well. On 07/17/2013 the casing
was pressured up to 1360 psig and charted for 30 minutes with no pressure loss. The well was
not injecting during the test. The tubing pressure was 400 psig during the test. There was a
State representative available to witness the test - Chris Jensen. - On 07/17/2013 Chris
Jensen with the State of Utah DOGM was contacted concerning the initial MIT on the above
listed well. On 07/17/2013 the casing was pressured up to 1360 psig and charted for 30
minutes with no pressure loss. The well was not injecting during the test. The tubing pressure
was 400 psig during the test. There was a State representative available to witness the test -

Chris Jensen. - On 07/17/2013 Chris Jensen with the State of Utah DOGM was contacted
concerning the initial MIT on the above listed well. On 07/17/2013 the casing was pressured
up to 1360 psig and charted for 30 minutes with no pressure loss. The well was not injecting
during the test. The tubing pressure was 400 psig during the test. There was a State
representative available to witness the test - Chris Jensen. Finalized
Daily Cost: $0
Cumulative Cost: $57,546

Pertinent Files: Go to File List

http://www.inewffd.com/denver/SumActRpt.asp?RC=155843&API=4301333969&MinDa...



Šundry Number: 40389 API Well Number: 43013339690000

SpudDale: 07/26/2009 Federal l 2-9-9-16
Put on Production:08/28/2009

GL: 5827 KB: 5839' Injection Wellbore
Diagram

SURFACE CASING FRAC JOB

CSG SIZB 8-5/8" 08-31-09 5906 - 5912' Frac CP4 sands al follows: Frac with
GRADE:J-SS

TOC @40' I5001# 20/40 sand in 125 bols Lightning
17fluid

WEIGHI 24# 08-31-49 5632- 5648' Frar CPI sands as Miews: Frac with
LENGTH 7 jts(300') 71037#20f40 sand in 426 bhls Lightning
DEPTH LANDED 312. 17Guid

HOLE SIZE 12-1/4,, 08-31-09 5159 - 5294' Frac A3 & LODC annds as Miows:
Frac with I 16748#20f40 sandin 700

CEMEN1 DATA 210 sxs Class"O" cmt bbis Lightning 17 Suid
08-31-09 4974- 4982' Frac B1 sands as fellows: Frac with

50899# 20/40 sand in 307 bbis Lightning
17fluid

08-31-09 4741 - 41106' Frae D1 & D2 sands as foRows:
Frac with 136468#20/40sand in 834
bhls Lightning 17 fluid

PRODUCTION CASING 08·31·09 4080-4229' FracGB4AGB2sandsasMIows:
CSG SIZE: 5-1/2- Frac with 43805# 20/40sandin 291 bbis

GRADE 1-55 Lightning 17fluid

WEIGHT I558
10-28-09 MugLesk Updatedrod&tubing

LENGTH 155 jts (6039') 10-09-10 Fump Change. Rod & tubingupdated
HOLE SIZE: 7-7/8" 5/26/1 I Tubing Leak. Updaled rodand tubing
DEPTH LANDED: 6093 01, detail

COMENTDATA 265 sk Pn:m Lite il mixed & 400sms50/50 POZ 07/16/13 Convert to injection WeR

CRMENT TOP AT 40' || SN @4046' 07/17/13 Conversion MIT Finalized - update tbg
detail

OnOffTool@404T

Packer@4054"

I
TUBING MNipple@4061

EOT@4063'
SlzEIORADE/WT 2-1/8"l]-SSI650

- 4080-4087
NO OF JOINTS 128 jrs (4033 6')

SEATINGNIPPLE 2-7/8"(1 10')
-

4224-4229'

SN LANDED AT 4045 6' KB

ONIOFFTOOL AT 4046 T

ARROWNI PACKERCE AT 4053 6'

XO 2-3/8 x 2-7/8 J-55 AT 4056 6'

TBGPUP 2-3/8 J-55 AT 4057 \· 4741-4746'

X/NNIPPLE AT 4061 2. =r 48064806'
I

TOTAL STRING LENGTH EOT @4062 78 4974-4982"

1 5tS9-Sl62'

5170-5172' PERFORATIONRECORD
5187-5190' 5906 - 5912' 3 ]SPF 18 holes

5291-5294 5645 - 5648' 3 JSPF 9 holes
$632 - 5638' 3 JSPF 18 holes
5291 - 5294" 3 JSPF 9 holes
5187-5190' 3]SPF 9holes
SI70-Sl7T 3]SPF 6holes
5159 -

5162· 3 JSPF B holes
4974 -

4982· 3 JSPF 24 hoics
a v.18 4800 - 4806' 3 ISPF 18 holes

4741 - 4746' 3 JSPF 15 holes
4224 - 4229' 3 JSPF 15 holes
4080 - 4083' 3 JSPF 9 holes

5906-591T

NEWPIELD
PBID@6051

Federal 12-9-9-16 / \ TD@sloo'

1710' FSL & 443' FWL NWISW
Section9-T9S-R16E um umwn

DuchesneCo, Utah
API #43-013-33969;Lease#U



State of Utah
DEPARTMENT OF NATURAL RESOURCES

"' MICHAEL R. STYLER
GARY R. HERBERT Executive Director

covernor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

May 13, 2013

Newfield Production Company
1001 Seventeenth Street, Suite 2000
Denver, CO 80202

Subject: Greater Monument Butte Unit Well: Federal 12-9-9-16, Section 9, Township 9 South, Range 16 East,
SLBM, Duchesne County, Utah, API Well #43-013-33969

Gentlemen:

Pursuant to Utah Admin. Code R649-5-3-3, the Division of Oil, Gas and Mining (the "Division") issues
its administrative approval for conversion of the referenced well to a Class II injection well. Accordingly, the
following stipulations shall apply for full compliance with this approval:

1. Compliance with all applicable requirements for the operation, maintenance and reporting for
Underground Injection Control ("UIC") Class II injection wells pursuant to Utah Admin. Code
R649-1 et seq.

2. Conformance with all conditions and requirements of the complete application submitted by
Newfield Production Company.

3. A casing\tubing pressure test shall be conducted prior to commencing injection.

4. Pressure shall be monitored between the surface casing and the production casing on a regular
basis. Any pressure changes observed shall be reported to the Division immediately.

5. The top of the injection interval shall be limited to a depth no higher than 4,031 feet in the
Federal 12-9-9-16 well.

A final approval to commence injection will be issued upon satisfactory completion of the listed
stipulations. If you have any questions regarding this approval or the necessary requirements, please contact
Mark Reinbold at 801-538-5333 or Brad Hill at 801-538-5315.

incerely,

i John
ÁssociateDire

JR/MLIUjs
cc: Bruce Suchomel, Environmental Protection Agency

Bureau of Land Management, Vernal
SITLA
Duchesne County uma
Newfield Production Company, Myton DNRWellFila

N:\O&G Reviewed Docs\ChronFile\UIC

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
OIL, GAS & MINING

telephone(801) 538-5340 •facsimile (801) 359-3940. TTY (801) 538-7458 .
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GSW-Gas Storage Well
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A WIW-WaterinjectionWell
PLSS Sections
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DIVISION OF OIL, GAS AND MINING
UNDERGROUND INJECTION CONTROL PROGRAM

PERMIT
STATEMENT OF BASIS

Applicant: Newfield Production Company Well: Federal 12-9-9-16

Location: 9/9S/16E API: 43-013-33969

Ownership Issues: The proposed well is located on BLM land. The well is located in the
Greater Monument Butte Unit. Lands in the one-half mile radius of the well are administered by
the BLM and the State of Utah. The Federal Government and the State Of Utah are the mineral
owners within the area of review (AOR). Newfield and other various individuals hold the leases
in the unit. Newfield has provided a list of all surface, mineral and lease holders in the half-mile
radius. Newfield is the operator of the Greater Monument Butte Unit. Newfield has submitted an
affidavit stating that all owners and interest owners have been notified of their intent.

Well Integrity: The proposed well has surface casing set at 312 feet and has a cement top at the
surface. A 5½ inch production casing is set at 6,093 feet. The cement bond log is somewhat
problematic but appears to demonstrate adequate bond in this well up to about 3,682 feet. A 2
7/8 inch tubing with a packer will be set at 4,691 feet. Higher perforations will be opened at a
later date. A mechanical integrity test will be run on the well prior to injection. Based on surface
locations, there are 11 producing wells and 4 injection wells in the AOR. One of the producing
wells is directionally drilled, with the surface location inside the AOR and the bottom hole
location outside the AOR. In addition, there are 2 currently permitted surface location inside the
AOR from which directional wells will be drilled to bottom hole locations outside the AOR. All
of the existing wells have evidence of adequate casing and cement for the proposed injection
interval.

Ground Water Protection: As interpreted from the Utah Geological Survey's DOE Project-

Uinta Basin Water Draft Map (Paul B. Anderson, December 2, 2011), the base of moderately
saline water (3000-10,000 mg/l TDS) is at a depth of approximately 2300 feet. Injection shall be
limited to the interval between 4,031 feet and 6,051 feet in the Green River Formation.
Information submitted by Newfield indicates that the fracture gradient for the 12-9-9-16 well is
0.85 psi/ft., which was the lowest reported fracture gradient for the injection zone. The resulting
minimum fracture pressure for the proposed injection interval is 1,695 psig. The requested
maximum pressure is 1,695 psig. The anticipated average injection pressure is l100 psig.
Injection at this pressure should not initiate any new fractures or propagate existing fractures in
the adjacent confining intervals. Any ground water present should be adequately



Federal 12-9-9-16
page 2

Oil/Gas& Other Mineral Resources Protection: The Board of Oil, Gas & Mining approved the
Greater Monument Butte Unit on December 1, 2009. Correlative rights issues were addressed at
this time. Previous reviews in this area indicate that other mineral resources in the area have been
protected or are not at issue.

Bonding: Bonded with the BLM

Actions Taken and Further Approvals Needed: A notice of agency action has been sent to the
Salt Lake Tribune and the Uinta Basin Standard. A casing/tubing pressure test will be required
prior to injection. It is recommended that approval of this application be granted.

Note: Applicable technical publications concerning water resources in the general vicinity of
this project have been reviewed and taken into consideration during the permit review
process.

Reviewer(s): Mark Reinbold Date:
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UlstaA Bashi Invoice Number invoice Date

Send Pa ments to: 42640 3/5/2013
UintahBasin Standard www.ubstandard.com268 S200 E Advertiser No. Invoice Amount Due Date
Roosevelt, Utah 84066
Phone: 435-722-5131 ' 2080 $145.85 4/4/2013

Fa>c435-722-4140 www vernal.com

DIVISIONOF OIL GAS &MINING
Rose Nolton
1594 W. N.TEMPLE STE 121
PO BOX 145801
SALT LAKE CITY, UT 84114-5801

1 1/2% fee willbe charged toall Amount Enclosed
past due balances.

Please tietach top portion and return wrth your payment INVOICE

Uintah Basin Standard DIVISION OF OIL GAS & MINING Invoice No.42640 3/5/2013

3/5/2013 21150 UBS UBSLegal Notice: Not of Agenc;y Action: Cause No. UIC-406 $145.85
Pub. March 5, 2013

Sub Total: $145.85
Total Transactions: 1 Total: $145.85

SUMMARY Advertiser No. 2080 Invoice No. 42640

1 1/2% fee willbe charged toallpast due balances.

Thank You for your business!

Thank you for advertisingwithus, we appreciateyour
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State of Utah inNWl48W/4,Section ruitted by Newfield
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API 43-013-32905 ing to object to the
Ashley Federal application or oth-
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t45800,SalttakeCity,
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DIVISIONOFOIL,
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/s/ Brad Hill
PermittifigManager
Published in the
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March 5,



BEFORE THE DIVISION OF OIL, GAS AND MINING
DEPARTMENT OF NATURAL RESOURCES

STATE OF UTAH
NOTICE OF AGENCY ACTION

CAUSE NO. UIC-406

IN THE MATTER OF THE APPLICATION OF NEWFIELD PRODUCTION COMPANY FOR
ADMINISTRATIVE APPROVAL OF CERTAIN WELLS LOCATED IN SECTIONS 23, AND 26,
TOWNSHIP 9 SOUTH, RANGE 15 EAST, AND SECTIONS 8, 9, 15, 17, 19, 21, AND 30,
TOWNSHIP 9 SOUTH, RANGE 16 EAST, DUCHESNE COUNTY, UTAH, AS CLASS II
INJECTION WELLS.

THE STATE OF UTAH TO ALL PERSONS INTERESTED IN THE ABOVE ENTITLED MATTER.

Notice is hereby given that the Division of Oil, Gas and Mining (the "Division") is commencing an
informal adjudicative proceeding to consider the application of Newfield Production Company, 1001
17th Street, Suite 2000, Denver, Colorado 80202, telephone 303-893-0102, for administrative approval
of the following wells located in Duchesne County, Utah, for conversion to Class II injection wells:

Greater Monument Butte Unit:
Ashley Federal 10-23 well located in NW/4 SE/4, Section 23, Township 9 South, Range 15 East

API 43-013-31519
Ashley Federal 12-26-9-15 well located in NW/4 SW/4, Section 26, Township 9 South, Range 15 East
API 43-013-32905

Ashley Federal 1-27-9-15 well located in NW/4 NW/4, Section 26, Township 9 South, Range 15 East
API 43-013-33604

Federal 10-8-9-16 well located in NW/4 SE/4, Section 8, Township 9 South, Range 16 East
API 43-013-33059

Federal 12-9-9-16 well located in NW/4 SW/4, Section 9, Township 9 South, Range 16 East
API 43-013-33969
Castle Peak Federal 33-15 well located in NW/4 SE/4, Section 15, Township 9 South, Range 16 East
API 43-013-30632
West Point 6-17-9-16 well located in SE/4 NW/4, Section 17, Township 9 South, Range 16 East
API 43-013-32283

Federal 11-19-9-16 well located in NE/4 SW/4, Section 19, Township 9 South, Range 16 East
API 43-013-33160

Federal 11-21-9-16 well located in NE/4 SW/4, Section 21, Township 9 South, Range 16 East
API 43-013-33144

Federal 4-30-9-16 well located in NE/4 NW/4, Section 30, Township 9 South, Range 16 East
API 43-013-33470

The proceeding will be conducted in accordance with Utah Admin. R649-10, Administrative





Newfield Production Company

ASHLEY FEDERAL 10-23, ASHLEY FEDERAL 12-26-9-15,
ASHLEY FEDERAL 1-27-9-15, FEDERAL 10-8-9-16,

FEDERAL 12-9-9-16, CASTLE PEAK FEDERAL 33-15,
WEST POINT 6-17-9-16, FEDERAL 11-19-9-16,

FEDERAL 11-21-9-16, FEDERAL 4-30-9-16

Cause No. UIC-406

Publication Notices were sent to the following:

Newfield Production Company SITLA
1001 17th Street, Suite 2000 675 E 500 S Ste 500
Denver, CO 80202 Salt Lake City, UT 84102-2818

Uintah Basin Standard Duchesne County Planning
268 South 200 East PO Box 317
Roosevelt, UT 84066 Duchesne, UT 84021-0317
via e-mail legals@ubstandard.com

Bruce Suchomel
Salt Lake Tribune US EPA Region 8
PO Box 45838 MS 8P-W-GW
Salt Lake City, UT 84145 1595 Wynkoop Street
via e-mail naclegal@mediaoneutah.com Denver, CO 80202-1129

Vernal Office Newfield Production Company
Bureau of Land Management Rt 3 Box 3630
170 South 500 East Myton, UT 84052
Vernal, UT



State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

February 26, 2013

Via e-mail: legals@ubstandard.com

Uintah Basin Standard
268 South 200 East
Roosevelt, UT 84066

Subject: Notice of Agency Action - Newfield Production Company Cause No. UIC-406

To whom it may concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please notify me via e-mail of the date it will be
published. My e-mail address is: jsweet@utah.gov.

Please send proof of publication and billing to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet
Executive Secretary

Enclosure

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City,UT 84114 -5801

telephone(801) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458 •www.ogm.utah.gov

OIL, GAS &



' 2/27/13 State of Utah Mail - Re: Notice of AgencyAction-Newfield Production Company Cause No. UIC-406

Re: Notice of Agency Action - Newfield Production Company Cause No. UIC-406

Cindy Kleinfelter <classifieds@ubstandard.com> Tue, Feb 26, 2013 at 3:16 PM
To: Jean Sweet <jsweet@utah.gov>

On 2/26/2013 1:12 PM, Jean Sweet wrote:

To whom it may concem:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the Notice, once only, as
soon as possible. Please notify me via e-mail of the date it will be published. My e-mail address is:
jsweet@utah.gov.

Please send proof of publication and billingto:

Division of Oil, Gas and Mining

PO Box 145801

Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet
Executive Secretary
Utah Divisionof Oil, Gas and Mining
801-538-5329

It will be published March 5, 2013.
Thank you
Cindy

https://mail.google.conimaillu/0/?ui=2&ik-ad25b7bcd0&vew-pt&search=inbox&th=13d18943a4ef6ae0



State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT Executive Dimctor

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

February 26, 2013

VIA E-MAIL naclegal@mediaoneutah.com

Salt Lake Tribune
P. O. Box 45838
Salt Lake City, UT 84145

Subject: Notice of Agency Action - Newfield Production Company Cause No. UIC-406

To whom it may concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please notify me via e-mail of the date it will be
published. My e-mail address is: isweet@utah.gov.

Please send proof of publication and billing for account #9001402352 to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet
Executive Secretary

Enclosure

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City,UT 84114 -5801

telephone (801) 538-5340•facsimile (801) 359-3940 •TTY (801) 538-7458 •www.ogm.utah.gov

OIk GAS &



~2/27/13

State of UtahMail - UIC - 406 - Legal Notice

Jean Sweet <jsweet@utah gov>

UIC -406 - Legal Notice

Fultz, Mark <naclegal@mediaoneutah.com> Tue, Feb 26, 2013 at 3:31 PM
Reply-To: "Fultz, Mark" <naclegal@mediaoneutah.com>

To: jsweet@utah.gov

AD#861529
Run Trib/DNews - 2/28
Cost $287.24
Thank you
Mark

OrderConf.pdf
128K

https://mail.google.com/maillu/0/?ui=2&ik=ad25b7bcd0&Mem=pt&search=inbo>&th=13d18a1e00f05642





NEWFIELD

Newfield Exploration Company
1001 17th Street | Suite 2000

Denver, Colorado 80202
February 8, 2013 PH 303-893-0102 | FAX303-893-0103

Mr. Mark Reinbold
State of Utah
Division of Oil, Gas and Mining
1594.W North Temple
Salt Lake City, Utah 84114-5801

RE: Permit Application for Water Injection Well
Federal #12-9-9-16
Monument Butte Field, Lease #UTU-85210
Section 9-Township 9S-Range 16E
Duchesne County, Utah

Dear Mr. Reinbold:

Newfield Production Company herein requests approval to convert the Federal #12-9-9-16 from a
producing oilwell to a water injection well in the Monument Butte (Green River) Field.

I hope you find thisapplication complete; however, ifyou have any questions or require additional
information, please contact me at (303) 893-0102.

Sincerely,

Eric Sundberg
Environmental Manager

RECEIVED
FEB12 2013



NEWFIELD PRODUCTION COMPANY

APPLICATION FOR APPROVAL OF CLASS II INJECTION WELL

FEDERAL #12-9-9-16

MONUMENT BUTTE FIELD (GREEN RIVER) FIELD

LEASE #UTU-85210

FEBRUARY 8,
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STATE OF UTAH
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR INJECTION WELL - UIC FORM 1

OPERATOR Newfield Production Company
ADDRESS 1001 17th Street, Suite 2000

Denver, Colorado 80202

Well Name and number: Federal #12-9-9-16

Field or Unit name: Monument Butte (Green River) Lease No. UTU-85210

Well Location: QQ NWSW section 9 township 9S range 16E county Duchesne

Is this application for expansion of an existing project? . . . . . . . . . . . . . . . Yes [ X ] No [ ]

Will the proposed well be used for: Enhanced Recovery? . . . . . . . . Yes [ X ] No [ ]
Disposal? ......... ........ Yes[ ] No[X]
Storage? ......... ........ Yes[ ] No[X]

Is thisapplication for a new well to be drilled? . . . . . . .. . . . . . . . . Yes [ ] No [ X ]
If thisapplication is for an existing well,

has a casing test been performed on the well?. . . . . . . . . . . . . . . . . . . . . . . . Yes [ ] No [ X ]
Date of test:
API number: 43-013-33969

Proposed injection interval: from 4031 to 6051
Proposed maximum injection: rate 500 bpd pressure 1695 psig
Proposed injection zone contains [x ] oil, [ ] gas, and/or [ ] fresh water within 1/2
mile of the well.

IMPORTANT: Additional information as required by R615-5-2 should
accompany this form.

List of Attachments: Attachments "A"through "H-1"

I certify that this report is true and complete to the best of my knowledge.

Name: Eric Sundberg Signature
Title Environmental Manager Date 2
Phone No. (303) 893-0102

(State use only)
Application approved by Title
Approval Date



Federal 12-9-9-16
Spud Date: 07/26/2009
Put on Production: 08/28/2009

Proi.osed Inje:tion
GL: 5827' KB: 5839' We ibore Dia gram
SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 08-31-09 5906 - 5912' Frac CP4 sands as foHows: Frac with

GRADE: J-55 1500l#20/40 sand in 125 bbis Lightning
17 fluid.

WEIGHT: 24# 08-31-09 5632 - 5648' Frac CPI sands as foHows: Flec with
LENGTH: 7 jts (300') 71037#20/40 sand in 426 bbis Lightning

DEFTH LANDED: 312. 17tluid

HOLE SIZE: 12-1/4.. 08-31-09 5159 - 5294' Frac A3 & LODC sandsas follows:
Frac with 116748# 20/40 sand in 700

CEMENT DATA: 210 sxs Class "G" cmt bbis Lightning 17 fluid.

08-31-09 4974 -4982' Frac BI sands as follows: Frac with
50899#20/40 sand in 307 bbis Lightning
17 fluid

08-31-09 4741 - 4806' Frac DI & D2 sands as follows:
Frac with 136468# 20/40 sand in 834
bbis Lightning 17 Huid

PRODUCTION CASING 08-31-09 4080-4229' FracGB4& GB2sandsasfollows:
CSG SIZE: 5-U2- Frac with 43808# 20/40 sand in 291 bbis

Lightning 17 fluid
GRADE: J-55 4080-4083' 10-28-09 Tubing Leak Updated rod & tubing
WEIGHT: 15 5# details
LENGTH: 155jts (6039') 4224-4229' 10-09-10 Pump Change Rod & tubing updated
HOLE SIZE: 7-7/8" 5/26/11 Tubing Leak Updated rod and tubing
DEPTH LANDED: 6093 Ol' detail.

CEMENT DATA: 265 sk Prem. Lite il mixed & 400 sxs 50/50 POZ

CEMENT TOP AT: 40• Packer @469 l'

4741-4746'

TUBING
SIZE/GRADE/WI.: 2-7/8"/ J-55 / 6.5#

NO OF JOINTS: 185jts (5832 3')
4974-4942

TUBING ANCHOR: 5876'

NO OF JOINTS: l jts (31 S') 5159-5 16]

SEATING NIPPLE:2-7/8"(l l')

SN LANDED AT: 5879 7' KB | 5[70-5172

NO OF JOINTS: 2 jts (62')

TOTAL STRING LENGTH: EOT@ 5941.75'

PERFORATION RECORD
-

¯|

- 5906-5912 5906-5912' 3JSPF l8holes
5645 - 5648' 3 JSPF 9 holes
5632 - 5638' 3 JSPF 18holes
5291 - 5294' 3 JSPF 9 holes
5187-5190' 3JSPF 9holes
5170 - 5172' 3 JSPF 6 holes
5159-5162' 3JSPF 9holes
4974 - 4982' 3 JSPF 24 holes

NEWFIE D ""I 6° 4800 - 4806' 3 JSPF 18holes

/ TD in GIUD 4080 - 4083' 3 JSPF 9 holes

Federal 12-9-9-16
1710' FSL & 443' FWL NW/SW

Section 9-T9S-Rl6E
Duchesne Co, Utah

API #43-013-33969; Lease #UTU-85210 1L



WORK PROCEDURE FOR INJECTION CONVERSION

1. Rig up hot oil truck to casing. Pump water. Unseat pump. Flush rods. Trip out of hole with rods
and pump.

2. Trip out of hole with tubing, breaking and doping every connection. Trip in hole with packer and
tubing. Rig up water truck to casing. Pump packer fluid. Set packer.

3. Test casing and packer.

4. Rig down and move out.

Federal



REQUIREMENTS FOR INJECTION OF FLUIDS INTO RESERVOIRS
RULE R615-5-1

1. Operations to increase ultimate recovery, such as cycling of gas, the maintenance of
pressure, the introduction of gas, water or other substances into a reservoir for the purpose
of secondary or other enhanced recovery or for storage and the injection of water into any
formation for the purpose of water disposal shall be permitted only by order of the Board
after notice and hearing.

2. A request for agency action for authority for the injection of gas, liquified petroleum gas,
air, water or any other medium into any formation for any reason, including but not
necessarily limited to the establishment of or the expansion of waterflood projects, enhanced
recovery projects, and pressure maintenance projects shall contain:

2.1 The name and address of the operator of the project.

Newfield Production Company
1001 17* Street, Suite 2000
Denver, Colorado 80202

2.2 A plat showing the area involved and identifying all wells, including all proposed
injection wells, in the project area and within one-half mile of the project area.

See Attachment A.

2.3 A full description of the particular operation for approval is requested.

Approval is requested to convert the Federal #12-9-9-16 from a producing oil well to a
water injection well in Monument Butte (Green River) Field.

2.4 A description of the pools from which the identified wells are producing or have
produced.

The proposed injection well will inject into the Green River Formation.

2.5 The names, description and depth of the pool or pools to be affected.

The injection zone is in the Green River Formation. For the Federal #12-9-9-16 well, the
proposed injection zone is from Garden Gulch to Basal Carbonate (4031' - 6051'). The
confining strata directly above and below the injection zones are the Garden Gulch and
the top of the Wasatch Formation or TD, which ever is shallower. The Garden Gulch
Marker top is at 3706' and the TD is at 6100'.

2.6 A copy of a log of a representative well completed in the pool.

The referenced log for the Federal #12-9-9-16 is on file with the Utah Division of Oil,
Gas and



2.7 A statement as to the type of fluid to be used for injection, its source and the
estimated amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The average estimated injection of fluids will be at a
rate of 300 BPD, and the estimated maximum injection will be at a rate of 500 BPD.

2.8 A list of all operators and surface owners within one-half mile radius of the
proposed project.

See Attachment B.

2.9 An affidavit certifying that said operators or owners and surface owners within a
one-half mile radius have been provided a copy of the petition for injection.

See Attachment C.

2.10 Any additional information the Board may determine is necessary to adequately
review the petition.

Newfield Production Company will supply any additional information requested by the
Utah Division of Oil, Gas and Mining.

4.0 Establish recovery projects may be expanded and additional wells placed on
injection only upon authority from the Board after notice and hearing or by
administrative approval.

This proposed injection well is on a Federal lease (Lease #UTU-85210) in the Monument
Butte Federal (Green River) Field, and this request is for administrative



REQUIREMENTS FOR CLASS II INJECTION WELLS INCLUDING WATER DISPOSAL,
STORAGE AND ENHANCED RECOVERY WELLS

SECTION V - RULE R615-5-2

1. Injection well shall be completed, equipped, operated, and maintained in a manner that will
prevent pouution and damage to any USDW, or other resources and will confine injected
fluids to the interval approved.

2. The application for an injection well shall include a properly completed Form DOGM-UIC-1
and the following:

2.1 A plat showing the location of the injection well, all abandoned or active wells
within a one-half mile radius of the proposed wells, and the surface owner and the
operator of any lands or producing leases, respectively, within a one-half mile radius
of the proposed injection well.

See Attachments A and B.

2.2 Copies of electrical or radioactive logs, including gamma ray logs, for the proposed
well run prior to the installation of casing and indicating resistivity, spontaneous
potential, caliper and porosity.

All logs are on file with the Utah Division of Oil, Gas and Mining.

2.3 A copy of a cement bond or comparable log run for the proposed injection well after
casing was set and cemented.

A copy of the cement bond log is on file with the Utah Division of Oil, Gas and Mining.

2.4 Copies of logs already on file with the Division should be referenced, but need not be
refiled.

All copies of logs are on file with the Utah Division of Oil, Gas and Mining.

2.5 A description of the casing or proposed casing program of the injection well and of
the proposed method for testing the casing before use of the well.

The casing program is 8-5/8", 24# surface casing run to 312' KB, and 5-1/2", 15.5#
casing run from surface to 6093' KB. A casing integrity test will be conducted at the
time of conversion. See Attachment E.

2.6 A statement as to the type of fluid to be used for injection, its source and estimated
amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The estimated average rate of injection will be 300
BPD, and the estimated maximum rate of injection will be 500 BPD.

2.7 Standard laboratory analysis of the fluid to be injected, the fluid in the formation
into which the fluid is being injected, and the compatibility of the fluids.

See Attachment



The proposed average and maximum injection pressures.

The proposed average injection pressure will be approximately 1100 psig and the
maximum injection pressure will not exceed 1695 psig.

2.8 Evidence and data to support a finding that the proposed injection well will not
initiate fractures through the overlying strata or a confining interval that could
enable the injected fluid or formation fluid to enter the fresh water strata.

The minimum fracture gradient for the Federal #12-9-9-16, for existing perforations
(4080' - 5912') calculates at 0.85 psig/ft. The maximum injection pressures will be
limited so as not to exceed this gradient. A step rate test will be performed periodically
to ensure we are below parting pressure. The proposed maximum injection pressure is
1695 psig. We may add additional perforations between 3706' and 6100'. See
Attachments G and G-1.

2.9 Appropriate geological data on the injection interval and confining beds, including
the geologic name, lithologic description, thickness, depth, and lateral extent.

In the Federal #12-9-9-16, the proposed injection zone (4031' - 6051') is in the Garden
Gulch to the Basal Carbonate of the Green River Formation. The reservoir is a very fine-
grained sandstone with minor imbedded shale streaks. The estimated porosity is 13%.
The members are composed of porous and permeable lenticular calcareous sandstone and
low porosity carbonates and calcareous shale. The porous and lenticular sandstone varies
in thickness from 0-31' and is confined to the Monument Butte Federal Field. Outside
the Monument Butte Federal Field, the sandstone is composed of tight, very fine, silty,
calcareous sandstone, less than 3' thick. The stratum confining the injection zone is
composed of tight, moderately calcareous, sandy lacustrine shale. All of the confining
strata are impermeable, and will effectively seal off the oil, gas, and water of the injection
zone from any strata directly above or below it.

2.10 A review of the mechanical condition of each well within a one-half mile radius of
the proposed injection well to assure that no conduit exists that could enable fluids
to migrate up or down the wellbore and enter the improper intervals.

See Attachments E through E-11.

Additionally, the injection system will be equipped with high and low pressure shut down
devices that will automatically shut in injection waters if a system blockage or leakage
occurs. One way check valves will also ensure proper flow management. Relief valves
will also be utilized for high-pressure relief.

2.11 An affidavit certifying that a copy of the application has been provided to all
operators or owners, and surface owners within a one-half mile radius of the
proposed injection well.

See Attachment C.

2.12 Any other information that the Board or Division may determine is necessary to
adequately review the application.

Newfield Production Company will supply any requested information to the Board or
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EXHIBITB
# Legal Description Lessor & Expiration Lessee & Operating Rights Surface Owner

1 T9S-R16E SLM USA Newfield Production Company USA
Section 9: NWSW UTU-85210

HBP

2 T9S-R16E SLM USA Newfield Production Company USA
Section 8: SWNE, SE UTU-64379 Newfield RMI LLC
Section 9: SWSW HBP Yates Petroleum Corp
Section 17: NE
Section 18: E2SW, SE, LOTS3, 4
Section 19: NE, E2NW, LOTS1, 2
Section 21: N2
Section 22: W2NE, SENE, NW

3 T9S-R16E SLM USA Newfield Production Company USA
Section 8: SENE UTU-79833 Newfield RMI LLC
Section 9: S2NW HBP ABO Petroleum Corp

MYCOIndustries Inc
OXYY-1 Corp
Yates Petroleum Corp

4 T9S-R16E SLM USA Newfield Production Company USA
Section 9: E2SW, SWSE UTU-79831 Newfield RMI LLC

HBP

5 T95-R16E SLM USA Newfield Production Company USA
Section 8: N2NE UTU-020255 Newfield RMI LLC

HBP

6 T9S-R16E SLM USA Newfield Production Company USA
Section 9: NWNW UTU-020254 Newfield RMI LLC

HBP

Federal 12-9



7 T9S-R16E SLM USA Newfield Production Company USA
Section 9: N2SE, SESE UTU-40894 Newfield RMI LLC

HBP

8 T9S-R16E SLM USA Newfield Production Company USA
Section 9: NE, NENW UTU-65207 Newfield RMI LLC
Section 10: N2NW HBP ABO Petroleum Corp

MYCOIndustries Inc
OXYY-1 Corp
Yates Petroleum Corp

9 T9S-R16E SLM State of Utah Newfield RMI LLC State of Utah
Section 16: All ML 16532 Q.EPEnergy Company

HBP El Paso E&P Company LP
American Petroleum Corp
Brave River Production
Trans Republic Resources Inc

Federal 12-9



ATTACHMENT C

CERTIFICATION FOR SURFACE OWNER NOTIFICATION

RE: Application for Approval of Class II Injection Well
Federal #12-9-9-16

I hereby certify that a copy of the injection application has been provided to all surface owners within a
one-half mile radius of the proposed injection well.

Signed:
Newfield P uction C pg
Eric Sundberg
Environmental Manager

Sworn to and subscribed before me this day of , 2013.

Notary Public in and for the State of Colorado: jf

My Commission Expires:

LYDIABIONDO
NotaryPublic

State of



ATTACHMENTE
Federal 12-9-9-16

Spud Date: 07/26/2009
Put on Production: 08/28/2009

GL: 5827' KB: 5839'
Wellbore Diagram

SURFACECASING FRACJOB

CSG SIZE: 8-5/8" 08-31-09 5906 - 5912' Frac CP4 sands as follows: Frac with

GRADE: 1-55 15001#20/40 sand in 125bbis Lightning
17 Anid.

WEIGHT: 24# 08-31-09 5632 - 5648' Frac CP1 sands as foHows: Frac with
LENGTH: 7 jis (300') 71037# 20/40 sand in 426 bbis Lightning

DEFTH LANDED: 312, 17fluid

08-31-09 5159 - 5294' Frac A3 & LODC sands as follows:
HOLE SIZE: 12-1/4'

Frac with I16748# 20/40 sand in 700
CEMENT DATA: 210 sxs Class "G" cmt bbis Lightning 17 fluid.

08-31-09 4974 - 4982' Frac B1 sands as follows: Frac with
50899#20/40 sand in 307 bbis Lightning
17fluid

08-31-09 4741 -4806' Frac DI & D2 sands as follows:
Frac with 136468# 20/40 sand in 834
bbis Lightning 17 fluid.

PRODUCTION CASING 08-31-09 4080-4229' FracGB4& GB2sandsasfonows:

CSG SIZE: 5-1/2" Flac with 43808#20/40 sand in 291 bbis

GRADE: J-55
Lightning 17 fluid.

WEIGHT: 15 5#
4080-4083' 10-28-09 Tubing Leak Updated rod & tubing

details
LENGTH: 155jts (6039') 4224-4229' 10-09-10 Pump Change Rod & tubing updated
HOLE SIZE: 7-7/8" 5/26/1 I Tubing Leak Updated rod and tubing
DEPTH LANDED: 6093 01' detail

CEMENT DATA: 265 sk Prem. Lite II mixed & 400 sxs 50/50 POZ

CEMENT TOP AT: 40'

TUBING
SIZEIGRADE/WT : 2-7/8"/ J-55 16 5#

NO OF JOINTS: 185 jts (5832 3')

TUBING ANCHOR: 5876'

NO OF JOINTS: I jts (31 S') 5159-5 162

SEATINGN1PPLE:2-7/8"(I l')

SN LANDED AT: 5879 7' KB =
¯ | 5170-5172

NO OF JOINTS: 2 jts (62')
- 2 SIS7-Sl90

TOTAL STRING LENGTH: EOT (al 5941.75'

SUCKER RODS

POLISHED ROD: 1-1/2" x 26'

SUCKER RODS: 100 - ¾ "
= 2500' 4 per guided rods, 109 - ¾" = 2725'

sucker rod, 20 - ¾" = 500' 4 per guided rods. 6-1 ½" = 150' weight bars

PUMP SIZE:2 ½ "xl ½ "x 16' x 20' RHAC pump

STROKE LENGTH: 120

PUMP SPEED, SPM 5

PERFORATION RECORD
5906-5912 5906 - 5912' 3 ]SPF 18holes

5645 - 5648' 3 JSPF 9 holes
5632 - 5638' 3 JSPF 18holes
5291 - 5294' 3 JSPF 9 holes
5187-5190' 3]SPF 9holes
5170 - 5172' 3 JSPF 6 holes

EOTry 5942 5159-5162' 3JSPF 9holes
4974 - 4982' 3 JSPF 24 holes

NE WFIELD "" ""°" 4800 - 4806' 3 JSPF 18holes
4741 - 4746' 3 JSPF 15holes
4224 - 4229' 3 JSPF 15holes

/ TD in 6 LUD 4080 - 4083' 3 JSPF 9 holes

Federal 12-9-9-16
1710' FSL & 443' FWL NW/SW

Section 9-T9S-Rl6E
Duchesne Co, Utah

API #43-013-33969; Lease #UTU-85210 vc



ATTACHMENTE-I
Spud Date: 3-19-07 Federal 5-9-9-16
Put on Production: 5-02-07

GL: 5789' KB: 5801• Injection Wellbore
Diagram

SURFACECASING
_

FRACJOB

CSG SIZE: 8-5/8" 04-30-07 5674-5684' Frac CP1 sands as follows:

GRADE: J-55 20595#20/40 sand in 297 bbis Lightning 17
frac fluid Treated@ avg press of2284 psi

WEIGHT: 24# wlavg rate of 25 BPM ISIP 2085 psi Cale

LENGTH:7 jts (313.01') Cement top@ 250'
flush: 5672 gal Actual flush: 5208 gal.

- 04-3447 5280-5301' Frac A3 sands as follows:
DEFTH LANDED: 323.52' H 65451#20/40 sand in 520 bbls Lightning 17
HOLE SIZE:12-l/4" Casing Shoe @324. frac fluid. Treated@ avg press of2089 psi

CEMENT DATA: 160 sxs Class "G" cmt, est 4 bbls cmt to sur£ . wlavg5rateof25A
ul

BSISP2 OpsiCalc

04-30-07 5162-5184' Frac A 1 sands as follows:
I l0232#20/40 sand in 778 bb1sLightning 17
frac fluid Treated@ avg press of 1947psi
w/avg rate of24 4 BPM ISIP 2305 psi. Cale
llush: 5160 gal Actual flush: 4704 gal

04-30-07 4742-4810' Frac D2, D1 sands as foHows:
PRODUCTION CASING 139780#20/40 sand in 952 bbis Lightning 17

CSG SIZE: 5-1/2,. frac fluid. Treated@ avg press of 1881w/
avg rateof25 BPM. ISIP 2123 psi. Calc

GRADE: J-55 flush; 4740 gal Actual flush: 4242 gal

WEIGHT: 15 5# 04-30-07 4190-4262' Frac GB6, & GB4 sands as follows:

LENGTH: 136 jts (5912.60')
8970#20/40 sand in 218 bb1sLightning 17
frac fluid. Treated@ avg press of 1715wi

DEVfH IANDED: 5910.85' KB avg rate of25 BPM. ISIP 1647psi. Cale

HOLE SIZE: 7-7/8. flush: 4189 gal Actual flush; 4074 gal

CEMENT DATA: 300 sxs Prem Lite II mixed & 450 sxs 50150POZ
7/1/08 Pump change. Updated rod and tubing detail

CEMENT TOP AT: 250· 8/10/09 Pump Change Updated rod & tubing details

4/1/10 Parted rods. Updated rod and tubing detail

5/27/2010 Pump change Updated rod and tubing detail

TUBING
7/21/11 Parted rods. Updated rod & tubing detail.

10/29/12 Convert to Injection Well
SIZE/GRADE/WF : 2-7/8" / J-55 I 6.5# SN @4139' 10/30/12 Conversion MIT Finalized - update tbg
TBG PUP 2-7/8 N-80 AT: 10' detail

On Off Too1@ 4140'

E

TOFNGOTP

2 /8
Packer4145'

SN LANDED AT: 4138.7' KB X/N Nipple @4153'

ONIOFF TOOL AT: 4139 8,
" EOT @4 155'

ARROW #l PACKER CE AT: 4144 87' 4190-4199'

XO 2-3/8 x 2-7/8 J-55 AT: 4148 5' 4252-4262'

TBG PUP 2-7/8 N-80 AT: 4149 l'

X/N NIPPLE AT: 4153.1'

TOTAL STRING LENGTH: EOT@ 4155'
PERFORATION RECORD

4742-4146" 04-24-07 5674-5684' 4 JSPF 40 holes
4755-4764 04-30-07 5296-5301' 4]SPF 20holes

04-30-07 5280-5288' 4 JSPF 32 holes
04-30-07 5162-5184' 4]SPF 88holes
04-30-07 4803-4810' 4]SPF 28holes
04-30-07 4786-4794' 4 JSPF 32 holes

s in2-5 ]S4 04-30-07 4755-4764' 4 ]SPF 36 holes
$280·5288 04-30-07 4742-4746' 4]SPF 16holes

$296-530 Y 04-30-07 4252-4262' 4 JSPF 40 holes
04-30-07 4190-4199' 4]SPF 36holes

5674-5684'

NEWFIELD PBTD@5889'

SHOE @5911'

Federal 5-9-9-16 TD @6140'

2096' FNL & 770' FWL
SW/NW Section 9-T95-Rl6E

Duchesne Co, Utah
APl # 43-013-32916: Lease # UTU-79833

LCN l&3



TTACHMENTEG

Spud Date: 02/19/07 FEDERAL 6-9-9-16
Put on Production: 03/28/07 Initial Production: BOPD,
GL: 5782' KB: 5794' Wellbore Diagmm MCFD, BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 03/21/07 6221-6229' Frac CP3 sands as follows:

GRADE: J-55 Cement Top @14' · - 14389#20/40 sand in 290 bbis Lightning 17

WEIGHT: 24#
frac fluid Treated @avg press of 1940psi
wlavg rate of 25 BPM ISIP 1775 psi Calc

LENGTH: 7 jts (311.37') flush: 6219 gal. Actual flush: 5250 gal.

DEFTH LANDED: 323 87' KB 03/21//07 5218-5237' Frac Al sandsas follows:
80163#20/40 sand in 599 bbis Lightning 17

HOLE SIZE:12-Il4" frac fluid Treated@ avg press of 1785psi

CEMENT DATA: 160sxs Class "G" cmt, est 4 bbis cmt to surf wlavg rate of 25 BPM ISIP 2150 psi Cale
flush: 5216 gal Actual flush: 4704 gal

03/22/07 4938-4957' Frae C sands as foHows:
- - 44913#20/40 sand in 407 bbis Lightning 17

frac fluid Treated@ avg press of 1737psi
wlavg rate of 25 BPM ISIP 1940 psi Calc
flush: 4936 gal. Actual flush: 4410 gal.

03/22/07 4773-4787' Frac D1 sands as follows:
PRODUCTION CASING 85267#20/40 sand in 613 bbls Lightning 17
CSG SIZE: 5-1/2" frac fluid Treated@ avg press of 1663psi

w/avgrateof25 1BPM ISIP2055 psi Calc
GRADE: 1-55 flush: 4771 gal Actual flush: 2055 gal
WEIGHT: 155# 03/22//07 4314-4276' Frae GB6 & GB4 sands as follows:
LENGTH: 138 jts (6098 92') 23837#20/40 sand in 276 bbis Lightning 17

DEFTH LANDED: 6Ll2 17' KB
frac fluid Treated@ avg press of2018 psi
wlavg rate of 25 BPM ISIP 2304 psi Calc

HOLE SIZE: 7-7/8" flush: 4312 gal Actual flush; 4200 gal

CEMENT DATA: 300 sxs Prem Lite II mixed & 450 sxs 50/50 POZ 01/03/2012 Pump Change. Updated rod & Tubing detail.

01/30/2012 Parted tods. Updated rod & tubing detail

3/9/12 Parted rods: Updated rod & tubing detail

TUBING
SIZEIGRADEJWT : 2-7/8" i 1-55 I 6 5#

NO OF JOINTS: 182jts (5733 S')

TUBING ANCHOR: 5745 5' KB

NO OF JOINTS: I jts (31.5')

SEATING NIPPLE: 2-7/8" (1.I') 4276-4281'
SN LANDED AT: 5779.8' KB

NO OF JOINTS: 2 jts (63.2')

TOTAL STRING LENGTH: EOT @5845' KB 4308-4314'

4773-4787'

SUCKER RODS
4938-4944, PERFORATION RECORD

03/19/07 5781-5791' 4 JSPF 40 holes

POLISHED ROD: 1-1/2" x 22' SM polished rods 03/21/07 5218-5237' 4 JSPF 76 holes

SUCKER RODS:1-2' & I- 8' x 3/4" pony rods, 97-3/4"= 2425' guided rods.
- 4950-4957' 03/21/07 4950-4957' 4 JSPF 28 holes

79-3/4" = 1975'sucker rods, 46-3/4" guided rods = 1150', 6-1 ½"= 150' weight 03/21/07 4938-4944' 4 JSPF 24 holes
rods 1- I" x 4' Stabilizer Rod 03/22/07 4773-4787' 4 JSPF 56 holes

PUMPSIZE:CDl2-li2"xl-l/4"xl2'xl6'CDIM - 5218-5237' 03/24/07 4308-4314' 4]SPF 24holes

STROKE LENGTH: 86" 03:22/07 4276-428 I' 4 JSPF 20 holes

PUMP SPEED, 5 SPM: Anchor @5745'

5781-5791'

EOT@ 68-W

PBTD @6067'

NEWFIELD

FEDERAL 6-9-9-16 ye, 4,,,,

1969'FNL & 1994' FWL

SE/NW Section 9-T9S-Rl6E

Duchesne Co. Utah

API #43-013-32957: I ase # UTU-79833
VC 01/16/2012
HC



ATTACHMENTE3

Federal llA-9-9-16
Spud Date: 4-23-07 Initial Production: BOPD,
Put on Production: 6-1-07 Wellbore Diagram MCFD, BWPD
GL: 5842' KB: 5854'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 06-01-07 5968-5988' Frac CP5 sands as foDows:

GRADE: J-55 86018#20/40 sand in 657 bbis Lightning 17

WEIGHT: 24# Cement top @156'
- vg r te

Tr ed vg ressno26p3s
le

LENGTH: 7 jts (309.65') flush: 5966 gal Actual flush: 5460 gal

DEFTH LANDED: 321 5' KB ) 06-01-07 5405-5413' Frac LODC sandsas foHows:
Casing Shoe @322'f. 15233#20/40 sand in 657 bbls Liglaning 17

HOLE SIZE:12-l/4" frac Buid Treated@ avg press of2238 psi

CEMENT DATA: 160 sxs Class "G" cmt, est 4 bbis cmt to surf wlavg rate of24 8 BPM. ISIP 2359 psi Calc
flush: 5403 gal Actual Gush:4956 gal.

06-01-07 5306-5318' Frac LODC sands as follows:
25167#20/40 sand in 345 bbis Lightning 17
frac fluid. Treated@ avg press of2598 psi
w/avg rate of24.7 BPM. ISIP 3184 psi Calc
ßush: 5304 gaLActual flush: 4830 gal

PRODUCTION CASING 06-01-07 5211-5226' FracA3sandsasfoHows:

CSG SIZE: 5-1/2., 81060#20/40 sand in 608 bbis Lightning 17
frae fluid. Treated@ avg press of 1601 w/

GRADE: J-55 avg rateof24.7 BPM. ISIP 1930 psi Calc

WEIGHT: 15 5#
flush: 5209 gal Actual flush: 4746 gal.

LENGTH: 140 jts.(6101.12') 06-01-07 4852-4884' Frac D3 sands as foHows:

DEFTH LANDED: 6117.53' KB
20066#20/40 sand in 293 bbis Lightning 17
frac fluid Treated@ avg piess of 1701w/

HOLE SIZE: 7-7/8" avg rateof24 8 BPM ISIP 1800psi Calc

CEMENT DATA: 300 sxs Prem Lite II mixed & 450 sxs 50/50 POZ
hsh: 4948 gal. Actual flush: 4368 gal

CEMENT TOP AT: 156' 06-01-07 4261-4272' Frac GB4 sands as follows:
55827#20/40 sand in 453 bbis Lightning 17
frac fluid Treated@ avg press of 1508w/
avg mteof24 8 BPM ISIP 1752psi Cale

TUBING flush: 4424 gal. Actual flush: 4326 gal

SIZEIGRADE/Wf.:2-7/8"/J-55 9-3ti-08 PumpChange Updatedrod&tubingdetails

NO OF JOINTS: 192jis (5901 99')

TUBING ANCHOR: 5913 99' KB

NO. OF JOINTS: I jts (31.43')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT:5948 22' KB

NO OF JOINTS: 2 jts (62.97)

TOTAL STRING LENGTH: EOT @6012 74' KB

SUCKER RODS
PERFORATION RECORD

POLISHED ROD: 1-1/2" x 22' SM 4261-4272'
05-21-07 5968-5988' 4 JSPF 80 holes
06-01-07 5405-5413' 4 JSPF 32 holes

SUCKER RODS: 1-8', 6', 4', x ¾" pony rods, 98- ¾" scrapered rods, 122- ¾" 06-01-07 5306-5318' 4 JSPF 48 holes
plain rods, 10- ¾" scrapered rods. 6- I ½" weight rods 06-01-07 5211-5226' 4 JSPF 60 holes

PUMP SIZE: 2-1/2" x 1-1/2" x 15 S' RHAC wlSM plunger 48 8 8 4
06-01-07 4878-4884' 4 JSPF 24 holes

STROKE LENGTH: 86"
06-01-07 4852-4860' 4 JSPF 32 holes

PUMP SPEED, SPM: 5 SPM 5211-5226'
06-01-07 4261-4272' 4 JSPF 44 holes

5306-5318'

5405-5413'

Anchor @5914'

SN 5948'
: 5968-5988'

EOT@ 6013'

74EWFIELD PBTD @6097'

SHOE @6118'
Federal 11A-9-9-16

TD @6 I25'
1984' FSL & 1980' FWL

NE/SW Section9-19S-Rl6E

Duchesne Co, Utah

API # 43-013-33050; Isase # UTU-79831

DF



ATTACHMENTE-9

FEDERAL 13-9-9-16
Spud Date: 04/21/07 Initial Production: 63 BOPD,
Put on Production: 5/31/07 Wellbore Diagram 11 MCFD, 56 BWPD
GL: 5878' KB: 5890'

SURFACE CASING FRAC JOB

CSG SlZE: 8-5/8" 05/25/07 5625-5670' Frac CP.5 & CP2 sandsas follows:

GRADE: 1-55 14942#20/40 sand in 271 bbis Lightning 17

WEIGHT: 24#
frac fluid Treated@ avg press of2299psi

Casing shoe @323 wlavg rateof24 6 BPM ISIP 2063 psi. Cale

LENGTH: 7 jls (313.03') flush: 5623 gel Actual flush: 5120 gal.

DEPTH LANDED: 323.03' KB 05/25/07 5400-5422' Frac LODC sands as follows:
138714# 20/40 sand in 970 bbis Lightning 17

HOLE SIZE:12-1/4" frac fluid. Treated@ avg pmss of2903 psi

CEMENT DATA: 160 sxs Class "G" cmt, est 5 bbis emt to surf w/avg mte of24 7 BPM IS 43SS9630i. Calc

05/25/07 5204-5215' I¾ac A3 sands as foHows:
55148#20/40 send in 467 bbis Lightning 17
frae fluid. Treated@ avg press of2274 psi
w/avg rateof24 6 BPM. ISIP 2052 psi. Calc
flush: 5202 gal. Actual flush: 4696 gal

05/25/07 4823-4832' Frac D2 sandsas foHows:
PRODUCTION CASING 50506#20/40sandin419bbis Lightning 17
CSG SIZE: 5-l/2" frac fluid. Treated@ avg press of 1952psi

GRADE: J-55
w/avg rate of24 7 BPM ISIP 2034 psi Calc
flush: 4821 gal Actual flush: 4284 gal

WEIGHT: [5 5# 05/25/07 4254-4262' Frae GB4 sands as foHows:
LENGTH: 137 jts. (6018 39') 13089#20/40 send in 202 bbis Lightning 17

DEFTH LANDED: 6014.39' KB 0
HOLE SIZE: 7-7/8" flush: 4252 gal Actual flush: 4200 gal

CEMENT DATA: 300 exs Prem. Lite II mixed & 450 sxs 50/50 POZ 2/24/09 Tubing IA:ak Updatedr & t details

TOP OF CEMENT: Surface [/29/10 Tubing IA:ak Updated rod and tubing detail

8/1/2010 Patted rods Updated rod and tubing detail.

11/24/2010 Pattedrods Updatedrodand tubing detail

TUBING 5/20/11 Tubingleak Updatedrodandtubingdetail

SIZE/GRADE/WT.: 2-7/8" / 1-55 / 6.5#

NO OF JOINis: 179jts (5597 6')

TUBING ANCHOR: 5609.6' KB

NO OF JOINTS: 2 jts (62.6')

SEATING NIPPLE:2-7/8"(l.10')

SN LANDED AT: 5675.0' KB

NO OF JOINTS: 2 jts (62.7')

TOTAL STRING LENGTH: EOT @5739' KB

PERFORATION RECORD
SUCKER RODS

05/14/07 5665-5670' 4 JSPF 20 holes

POLISHED ROD: 1-1/2" x 26' SM polished rods
4254-4262• 05/14/07 5625-5630' 4 JSPF 20 holes

SUCKER RODS: 1 x ¾" = 4' pony rod, 89- ¾" = 2250' guided rods, 86- ¾" =

05/25/07 5400-5422' 4 JSPF 88 holes

2150' sucker rods, 44- ¾" = 1100' guided rods, 6- 1 ½" = 150' sinker bats 05/25/07 5204-5215' 4 JSPF 44 holes

PUMP SIZE: CDI 2-1/2" x 1-1/4" x 16' x 20 'RHAC
4823-4832 05/25/07 4823-4832' 4 JSPF 36 holes

05/25/07 4254-4262' 4 JSPF 32 holes
STROKE LENGTH: 102" 5204-5215'
PUMP SPEED, SPM: 5

- 5400-5422'

Anchor @5610'

5625-5630'
5665-5670'

EOT @5739'

NEWPIELD PBTD @5969'

TD @6000'
FEDERAL 13-9-9-16

/ SHOE@6014'
734'FSL & 625' FWL

SW/SW Section 9-19S-R16E

Duchesne Co, Utah

API #43-013-33052; Isase # UTU-64379

VC



FEDERAL 14-9-9-16
Spud Date: 03/20/07
Put on Production: 05/15/07 Wellbore Diagram
GL: 5814' KB: 5826'

FRAC JOB

05 07 07 5869-5886' Frac CP4 sands as foiews:

SURFACE CASING 58920#20/40 sand in 518 bbis Liglaning 17
frac fluid

CSG SIZE: 8-5/8" I( e 10T • -

05/07/07 5600-5610' Frac CP1 sandsas fonows:
GRADE: J-55 24630#20/40 send in 362 bbls Lightning 17

WEIGHT: 24#
frac fluid

05 08 07 5354-5388' Frac LODC sandsas foHows:
LENGTH: 7jts (311 85') 59848#20/40 sand in 500 bb1sLightning 17
DEFTH LANDED: 321.85' frac Huid

HOLE SIZE: 12-1/4" / \ 05 GN07 5223-5234' Frac A3 sands as foDows:
i ' 29710#20/40 sand in 343 bbis Liglaning 17

CEMENT DATA: 160sza Class "G", circ. 5 bbis to surf. - '
M fluid

05/08/07 5140-5150' Frac Al sandsas foDows:
45023#20/40 send in 417 bbis Lightning 17
frac fluid

PRODUCTION CASING I a l ls 1154 05/08/07 4985-4990' Frac B2 sandsas foHows:
CSG SIZE: 5-1/2" 49798# 20/40 sand in 438 bbls Lightning 17

GRADE: J-55 I 4 19-1232
frac Huid

WEIGHT: 15 5#
05/08/07 4870-4979 Frac C sands as foRows:

19413#20/40 send in 293 bbis Lightning 17
LENGTH: 137jls (6072 44') frac fluid

DEPYH LANDED: 6070.44' 05/08/07 4752-4800 Frac D3 & D2 sands as follows:

HOLESIZE:7-7/8" 17524765
49#20/40sendin1959bbisLightning17

CEMENT DATA: 300 exsPremlite II & 450 sxs 50/50 POZ 4790 1800 05/08/07 4148-4232 Frac GB6 & GB4 sands as follows:
CEMENT TOP: 103' per CBL 4/18/07 40824# 20/40 send in 382 bbls Lightning 17

frac Suid
|370 1880

05/23/08 updated rod and tubing detail

TUBING {KS 11/28/12) 03/12/1I Patted Rods Rod & tubing details updated

SIZE/GRADE/WT.: 2-7/8" /1-55 / 6.5#

NO. OF JOINI S: 185jts (5833 4')

TUBING ANCHOR: 5845.4'

NO. OF JOINTS: ljt (31.6')

SEATING NIPPLE: 2-7/8" (1.10') 5L404150
SN LANDED AT: 5879.8'

NO. OF JOINIS: ljt (31 6')

NOTCHED COLLAR: 2-7/8" (05')
5221-52 N

TOTAL STRING LENGTH: EØr @5913'

PERFORATION RECORD

SUCKER RODS (KS 11/28/12) 04/18/07 5869-5886' 4JSPF 68 holes

POLISHED ROD: 26' x 1-1/2" Polished Rod 05/07/07 5600-5610' 4 JSPF 40holes
05/07/07 5379-5388' 4JSPF 36holes

SUCKER RODS: 99 x 3/4" 4per Guided Rods, 111 x
3/4" Sucker Rods, 18 x 3/4" 4per Guided Rods, 6 x I-½"

5000-56 05/08/07 5354-5362' 4 JSPF 32 holes

Sinker Bars 05/08/07 5223-5234' 4 JSPF 44 holes

PUMP SIZE: CDI 2-1/2" x 1-1/2"x 12' x 16' RHAC 05/08/07 5140-5150' 4 JSPF 40 holes
05/08/07 4985-4990' 4 JSPF 20 holes

STROKE LENGTH: 86" ArwholiaSMS, 0508//07 4972-4979' 4JSPF 28holes
PUMP SPEED.SPM: 3 9 05/08/07 4870-4880' 4 JSPF 40 holes
PUMPING UNIT: AMERICAN C-228-246-86 0508//07 4790-4800' 4 JSPF 40 holes

SN in 5880 5869-58Sti 05/08/07 4752-4765' 4JSPF 52holes
0508//07 4219-4232' 4 JSPF 52 holes
0508//07 4148-4154' 4JSPF 24holes

NEWFIELD

PBIThe 6025'

FEDERAL 14-9-9-16
IDra 6075'

718'FSL & 1976' FWL

SFJSW Section 9-T95-R16E

Duchesne Co, Utah

API #43-013-33053; Lease # UTU-7983I KS



Federal 8-8-9-16
Spud Date: 1-25-07 Initial Production: BOPD,
Put on Production: 5-1-07 Wellbore Diagram MCFD, BWPD
GL: 5862' KB: 5874'

SURFACE CASING FRACJOB

CSG SIZE: 8-5/8" 04-23-07 5718-5735' Frac CPI sands as foHews:

GRADE: J-55 80674#20/40 sand in 619 bbls Lightning 17
frac fluid Treated@ avg press of235 I psi

WEIGHT:24# Cementtop@94' -
• w/avgrateof24.8BPM ISIP2148 psi Calc

LENGTH: 7 jts (311 37')
Bush: 5716 gal Actual flush: 5208 gal

DEPTH LANDED: 323 22" KB
04-24-07 5252-526T Frac al sandsas follows:

80738#20/40 sand in 608 bbls Lightning 17
HOLE SIZE:12-1/4" frac fluid Treated@ avgpress of 1873psi

CEMENT DATA: 160 exs Class "G" cmt, est 5 bbis cmt to surf. w/avg rateof23.9 BPM. ISIP 2166 psi. Cale
flush: 5250 gal. Actual flush: 4788 gal.

04-24-07 5060-507T Frac B1 sands as foBows:
- 75928#20/40 sand in 549 bbls Lightning 17

frac fluid Treated@ avg press of 1782psi
w/avg rateof24.5 BPM ISIP 2088 psi Calc
flush: 5058 gal Actual flush: 4578 gal

PRODUCTION CASING 04-24-07 4814-487T Frac D2, & Di sands as follows:

CSG SIZE: 5-1/2. 151956#20/40 sand in 1015bbis Lyhtning
17frac fluid Treated @avg press of 1787w/

GRADE: J-55 avgrate of25 1 BPM. ISIP 2055 psi. Cale

WEIGHT: 15 5#
flush: 4812 gel Actual flush: 4326 gal.

LENGTH: 144jis (6189.94') 04-24-07 4328-4336' Frac GB6 sands as follows:

DEFrH LANDED: 6203 19' KB
40746#20/40 sand in 378 bbis Lightning 17
frac fluid Treated@ avg press of 1820w/

HOLE SIZE: 7-7/8" avg rateof25 1 BPM ISIP 1819 psi Calc

CEMENT DATA: 300 sus Prem. Lite II mixed & 450 sxs 50/50 POZ
flush: 4326 gal. Actual flush: 4242 gal

CEMENT TOP AT: 94'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# I 4328-4336'

NO. OF JOINFS: 192jts (6066.48')

TUBING ANCHOR: 5684 32' KB

NO. OF JOINTS: I jts (31.64') - 4814-4825'

SEATING NIPPLE: 2-7/8" (1.10') | 4867-4877'

SN LANDED AT: 5751 67' KB

NO OF JOINTS: 2 jts (63 14') - 5060-5077'

TOTAL STRING LENGTH: EØr @5817 80' KB 5252-5267

SUCKER RODS
X Anchor@S684' PERFORATION RECORD

=5718-5735' 04-17-07 5718-5735' 4]SPF 68holes
04-23-07 5252-5267' 4 JSPF 60 holes

POLISHED ROD: 1-1/2" x 22' SM
SN 5752' 04-24-07 5060-5077' 4 JSPF 68 holes

SUCKER RODS: 1-2' X ¾" pony rods, 99- ¾" guided rods, 129- ¾" plain
. 04-24-07 4867-4877 4 JSPF 40 holes

rods, 10- ¾"guided rods, 6- 1 ½" weighted rods EOT @5818
04-24-07 4814-4825' 4]SPF 44holes

PUMP SIZE:2-l/2" x 1-l/2" x 14 5' RHAC w/SM plunger 04-24-07 4328-4336' 4 JSPF 32 holes
STROKE LENGTH: 86"

PUMP SPEED, SPM: 5 SPM

NEWFIELD

PBTD@615T
Federal 8.8-9-16 / \ TD@ 6200'
2102' FNL & 536' FEL

SE/NE Section 8-T95-R16E

Duchesne Co, Utah

API # 43-013-33057; laase # UTU-79833

TK



Spud Date: 3-14-07 Federal 9-8-9-16
Put on Production: 4-23-07

GL: 5892' KB: 5904' Injection Wellbore
Diagram

SURFACECASING
_

FRACJOB
CSG SIZE: 8-5/8" Cement top@ 96. 04-19-07 5222-5274' Frac A3, & Al sandsas follows:

GRADE: J-55
• - 100620#20/40 sand in 712 bbts Lightning 17

frac fluid Treated@ avg press of 1866psi
WEIGHT: 24# wlavg rate of 25 2 BPM ISIP 2198 psi Calc

LENGTH: 7 jts (312 93') Casing Shoe @324, flush: 5220 gal Actual ilush: 4746 gal
04-19-07 5050-5057' Frac BI sands as follows:

DEPTH LANDED: 323 83' H 24901#20/40 sand in 341 bbls Lightning 17
HOLE SIZE:12-l/4" frac fluid Treated@ avg press of 1844psi

CEMENT DATA: 160 sxs Class "G" cmt, est 5 bbis cmt to surf Srateo 5 6 BPMnISIP4597083p Calc

04-19-07 4949-4957 Fisc C sandsas follows:
15025#20/40 sand in 268 bbis Lightning 17
frac fluid Treated@ avg press of2058 psi
wlavg rate of25.5 BPM ISIP 3687 psi Calc

PRODUCTION CASING flush: 4947 gal Actual Bush: 4494 gal

CSG SIZE: 5-1/2" 04-19-07 4814-4879' Frac D2, & D1 sands as foHows:

GRADE: J-55
140271#20/40 sand in 940 bbis Lightning 17
frac fluid Treated@ avg press of 1825wi

WEIGHT: 15 5# avg rate of25 5 BPM. ISIP 2118 psi Calc

LENGTH: 139jts (6053 ST)
Hush:4812 gal Actual flush: 4326 gal.

04-20-07 4296-4309' Frac GB4 sands as follows:
DEPTH LANDED: 6157 35' KB 75560#20/40 sand in 560 bbis Lightning 17

HOLE SIZE: 7-7/8" frac fluid Treated@ avg press of 1672w/
avg rate of 25.4 BPM ISIP 1958psi Calc

CEMENT DATA: 325 sxs Prem Lite Il mixed & 450 sxs 50/50 POZ Hush: 4294 gal Actual flush: 4200gal

CEMENTTOPAT: 96' 09/l2/l2 4f55-4158' FracGB2sandsasfollows: 10l70#20/40
send in 107 bbis Lightning 17frac fluid.

09/13/12 Convert to Injection WeD
09/14/12 Convenien MIT Finailzed - update tbg

detail

TUBING
SIZEIGRADE/WT : 2-7/8" / J-55 / 6 5#

NO OF JOINTS: 133jls (4103 5') SN @4 l l5'
SEATING NIPPLE: 2-7/8" (I 10')

OnOITTool@4lI7'
SN LANDED AT: 4115 5' KB

Packer4121'
ON/OFF TOOL AT: 4116.6'

PACKER CE 4l2l 39' X/N Nipple @4130'

XO 2-3/8 x 2-7/8 AT: 4125 0, _

EGE@ 4131'

TBGSUB AT:41256 4155-4158' PERFORATION RECORD
X/N NIPPLE 2-3/8 / 4.7#1-55 AT: 4l29.T 04-13-07 5264-5274' 4 JSPF 40 holes

TUTAL STRING LENGTH: ECT@ 4131' KB
4296-4309' 04-f3-07 5242-5248' 4 JSPF 24 holes

04-13-07 5222-5228' 4 ]SPF 24 holes
04-19-07 5050-505T 4]SPF 28holes
04-19-07 4949-4957' 4 JSPF 32 holes
04-19-07 4866-4879' 4]SPF 52holes4814-4824'
04-19-07 4814-4824' 4]SPF 40holes

4866-4879' 04-19-07 4296-4309' 4 JSPF 52 holes
4949-495T 09-11-12 4155-4158' 3]SPF 9holes

5050-5057

5222-5228'

5242-5248"

5264-5274'

NEWFIELD PBTD@6112'

SHOE @6157

Federal 9-8-9-16 TD@ 6150'
2136' FSL & 944' FEL

NE/SE Section 8-T95-Rl6E
Duchesne Co, Utah

API # 43-013-33058; Izase # UTU-64379

LCN



ATTACHMEglE $
FEDERAL 10-8-9-16

Spud Date: 1/10/07 Initial Production: BOPD,
Put on Production: 03/20/07 Wellbore Diagram MCFD, BWPD
GL: 5883' KB: 5895'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 03/14/07 5689-5705' Frac CPI sandsas foHews:

GRADE: J-55 7035\#20/40 sand in 534 bbis Lightning 17
Cement Top(y 48' frac fluid Treated(à avg press of 1715psi

WEIGHT: 24# . ' wlavg rateof25.3 BPM. ISIP 1865 psi Calc

LENGTH 7 jts (29I 07')
flush: $687 gal Actual flush: 5166 gal

DEFTH LANDED: 302.92' KB 02/26/07 5227-5242' Frae Al sandsas follows:

HOLE SIZE:12-l/4"
70779#20/40 send in 576 bbis Lightning 17
frac Huid Treated@ avg press of 1820psi

CEMENT DATA: 160 sxs Class "G" cmt. est 4 bbis cmt to surf. wlavg rateof25 3 BPM. ISIP 2700 psi Calc
flush: 5225 gal Actual flush: 4746 gal

03/15/07 5039-4948' Frac C & BI sands as foHows:
- - 60243#20/40 sand in 479 bbis Lightning 17

frac Huid. Treatedg avg press of 1637psi
wlavg rate of25 2 BPM. ISIP 1750 psi Calc
flush: 5037 gal Actual flush; 4444 gal

03/15/07 4787-4792' Frac Dl sands as fonows:
PRODUCTION CASING 14960#20/40 sand in 232 bbis Lightning 17
CSG SIZE: 5-1/2" frac fluid Treated@ avg press of 1909psi

GRADE: J-55 wtavg rate of25 3 BPM. ISIP 1740 psi. Calc
flush; 4785 gal Actual flush: 4240 gal

WEIGHT: 15 5# 03/15/07 4318-4295' Frac GB6 sands as foHows:
LENGTH: 140 jts (6164 87') 40023#20/40 sand in 358 bbis Lightning 17

DEPTH LANDED 6178 12' KB
kac fluid Treatedg avg press of 1617psi
wlavg rateof 147 BPM. ISIP 2025 psi Calc

HOLE SIZE:7-7/8" flush: 4316 gal Actual flush: 3822 gal

CEMENT DATA: 300 sus Prem Lite II mixed & 450 sxs 50/50 POZ 03/01/07 4220-422T Frac GB4 sands as foHows:
23024#20/40 sand in 251 bbis Lightning 17

CEMENT TOP: 48' frac fluid. Treated (ä avg press of2030 psi
wlavg rateof25 2 BPM. ISIP 2030 psi Calc
flush:4218gal Actualflush:4I16gal

TUBING
11-30-07 Pump Change Updated rod & tubing delails

- 4220-4227"
SIZEIGRADElWT : 2-7/8" i J-55 2/22/08 Pump change Updated rod &tubing details.

NO. OF JOINTS: 18I jts (5652')
3/23/09 Pump change Updated r & t details

TUBING ANCHOR: 5664'
4295-4301' 10/8/09 Patted rods Updated rod & tubing details.

NO. OF JOINTS: 2 jts (63 2') 1/23/2010 Tubing Leak Update rod and tubing details
SEATINGNIPPLE:2-7/8"(110') 4310-4318'
SN LANDED AT: 5730'

NO OF JOINTS: 2 jts (60 4')

TOTAL STRING LENGTH: EOT g 5792' 4787-4792'

4948-4954'

SUCKER RODS
4987-4991, PERFORATION RECORD

03/07/07 5689-5705' 4 JSPF 64 holes
POLISHED ROD: 1-1/2" x 22' SM 03/14/07 5227-5242" 4 JSPF 60 holes

- 5032-5039'
SUCKER RODS:1-2', 1-4', 1-8' x 3/4" ponies, 99-3/4" scrapered rods.93-3/4" - - 03/14/07 5032-5039' 4 JSPF 28 holes
plain mods,30-314"scrapered rods 6-1 ½" weight rods 03/14/07 4987-499 I' 4 JSPF 16holes

PUMP SIZE: CDl 2-1/2" x I-l/2" x 16' RHAC w'sm Plunger 5227 5247
03/14t07 4948-4954' 4 JSPF 24 holes

STROKE LENGTH: 86"
03/14/07 4787-4792' 4 JSPF 20 holes

PUMP SPEED.5 SPM
03/15/07 4310-4318' 4 JSPF 32 holes

Anchor 5664. 03:15/07 4295-4301' 4 JSPF 24 holes
03/15/07 4220-4227' 4 JSPF 28 holes

5689-5705'

SN (a 5730'

EOT g 5792'

PRIDra blir

NEWFIELD

FEDERAL 10-8-9-16 TD @6175'

1837'FSL & 1994' FEL

NW/SE Section 8-T9S-RI6E

Duchesne Co, Utah

API #43-043-33059: Laase # UTU-64379

CB



ATTACHMENTES
Spud Date: 01/11/07 Federal 15-8 -9-16

Put on Production: 03/09/07

K.B.: 5934, G.L: 5922 Injection Wellbore
Diagram

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" Cement Top@ 64' |
. .

03/02/07 5986-5994' Frac CP5 sandsas foHows:

GRADE: J-55 20494#20/40 sand in 312 bbis Lightning 17
frac fluid Treated@ avg press of2232psi

WEIGHT: 24# w/avg rate of 24.9 BPM ISIP 2044 psi Calc

LENGTH: 7 jts.(294.01') Casing Shoe@ 306, flush: 5992 gal Actual flush: 5477 gal

DEFI H LANDED: 305 86' KB
- - 03/02/07 5669-574 l' Frac CPI,CP2 sandsas foHows:

80764# 20/40 sand in 604 bbis Lightning 17
HOLE SIZE:12-l/4" frac fluid Treated@ avg press of 1494psi

CEMENT DATA: 160 sxs Class "G" cmt, est 5 bbls cmt to surE
w/a mt3eof24 8 BPM ISIP5192049gpsiCalc

03/02/07 5222-5240' Frac Al sands as foHows:
161764#20/40 sand in 1071bbis Lightningl7
frac fluid Treated@ avg press of 1500psi
wlavg rate of24 9 BPM ISIP 1944 psi Calc
flush: 5238 gal Actual flush: 5250 gal

PRODUCTION CASING 03/05/07 5054-5064' Frac B2 sandsasfoHows:
CSG SIZE: 5-l/2" 29798# 20/40 sand in 385 bbis Lightning 17

GRADE: 1-55 frac fluid Treated@ avg press of 1628psi
w/avg rateof25 2 BPM ISIP 1839 psi Calc

WEIGHT: [5 5# flush: 5062 gal Actual flush:4578gal

LENOTH: 139jts (6120.05') 03/06/07 4942-4949' Frac C sands as foDews:

DEPTH LANDED: 6133.30' KB
29152#20/40 sand in 37l bbis Lighining 17
frac ßuid. Treated@ avg press of2111psi

HOLE SIZE: 7-7/8" wlavg rate of24 9 BPM ISIP l839psi Calc

CEMENT DATA: 300 sxs Prem Lite II mixed & 450 exs 50/50 POZ
flush: 4947 gal Actual flush: 4452 gel

03/06/07 4774-4788' Frac D1 sandsas foHows:
CEMENT TOP: 64' 79970#20/40 sand in 595 bbis Lightning 17

frac iluid Treated @avg press of 1620psi
wlavgrateof25.1BPM ISIP2065 psi Calc
flush: 4786 gal Actual flush:4242 gal

03/06/07 4208-4276' Frac GB2, GB4 sands as foDows:
TUBING 42220#20/40 sand in 360 bbis Lightning 17

SIZE/GRADE/WT : 2-7/8" / J-55 / 6 5# ME 9
NO OF JOINTS: 131jts (4146 8') flush: 4274 gal Actual flush:4116 gal

SEATING NIPPLE: 2-7/8" (1.10') 2/24/09 Pump Change Updated rod & tubing details

SN LANDED AT: 4158.8' KB Í SN @4159. I 1/25/09 Parted mds. Updated rod and tubing detail

ONIOFF TOOL AT: 4159 9' On Off Toolg
4160g/7/20l0 Parted uds Updated rod and tubing detail.

ARROW#l PACKER CEAT: 4165 l' Packer4165'
10/1/20f0 Pumpehange Updatedrodandtubing detail

XO 2-3/8 x 2-7/8 J-55 AT: 4168 8'
10/19/12 Convert to Injection Well

TBG PUP 2-3/8 1-55 AT: 4169 4, X/N Nipple @4174'
-

EØi @4175 10/22/12 Conversion MIT Finallzed - update tbg deiail
X/N NIPPLE AT: 4173 S' 4208-4214'

TOTAL STRING LENGTH: EOT @4175' 4270-4276'

PERFORATION RECORD
02/21/07 5986-5994' 4 JSPF 32 holes

4774-4788. 03/02/07 5728-5741' 4 JSPF 52 holes
03/02/07 5700-5704' 4 JSPF 16holes

4942-4949, 03/02/07 5669-5680' 4 JSPF 44 holes
03/02/07 5222-5240' 4 JSPF 72 holes

5054-5064' 03/02/07 5054-5064' 4 JSPF 40 holes

$222-5240, 03/05/07 4942-4949' 4 JSPF 28 holes
03/06/07 4774-4788' 4 JSPF 56 holes
03/06/07 4270-4276' 4 JSPF 24 holes
03/06/07 4208-4214" 4 JSPF 24 holes

-
5728-5741"

-
5986-5994'

NEWFIELD

PBTD @6089'
Federal 15-8-9-16 SHOE @6133'

703' FSL& 1952' FEL TD @6160'

SW/SE Section 8-T9S-Rl6E

Duchesne Co, Utah

API #43-013-33060: Lease #UTU-64379 LCN



ATTACHMENTf10
Federal 16-8-9-16

Spud Date: 02/06/07 Initial Production: BOPD,
Put on Production: 03/21/07 Wellbore Diagram MCFD, BWPD
K.B.: 5876, G.L: 5864

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 03/13/07 5627-5732' Frac CP2, sands as fonows:

GRADE: J-55 26883#20/40 sand in 357 bbis Lightning 17
frac fluid. Treated@ avg press of2479 psi

WEIGHT: 24# • • wlavg rate of25 2 BPM. ISIP 2080 psi Calc

LENGTH: 7 jts. (308.18') Bush: 5730 gal. Actual Bush: 5124 gal.

DEPTH LANDED: 320 03' KB 03/13/07 5128-5166' Frac A3 sandsas follows:
24821#20/40 sand in 347bbis Lightnmg 17

HOLE SIZE:12-1/4" frac ßuid Treated@ avg press of2094psi

CEMENT DATA: 160 sxs Class "G" emt, est 5 bbis cmt to surf. wlavg rate of 25 2 BPM. ISIP 2080 psi Calc
flush: 5164 gal Actual flush: 4624 gal.

03/13/07 4864-4902' Frae C sands as foHows:
95479#20/40 sand in 684 bbls Lightning 17
frac fluid. Treated@ avg press of 1795psi
w/avg rate of25.2 BPM. ISIP 2133 psi Calc
flush: 4900 gal Actual flush: 4364 gal.

03/13/07 4725-4735' Frac D1 sands as foDows:

PRODUCTION CASING
45323#20/40 sand in 377 bbis Lightning 17
frac Huid Treated@ avg pn:ss of 1834psi

CSGSIZE:5-l/2" w/avgrateof25.2BPM ISIP2100 psi Calc
flush: 4733 gal. Actual flush:4204 gal.

GRADE: J-55 03/13/07 4472-4503' Frac PB10, PB11 sands as foHows:
WEIGHT: 155# 22086#20/40 sand in 270 bbis Lightning 17

LENGTH: 138jts (6054.21') P IS
No O

k
DEPTH LANDED: 6104 47" KB

- 4472-4478 Hush: 4501 gal Actual flush:4368 gal.

HOLE SIZE: 7-7/8"

CEMENT DATA: 301 sus Prem Lite II mixed & 449 sxs 50/50 POZ - 4497-4503'

4725-4735'

TUBING
SIZEIGRADE/WT : 2-7/8" I J-55 / 6 5#

NO OF JOINTS: 177 jts (5583 61')
4864-4876'

TUBING ANCHOR: 5595.61' KB

NO. OF JOINFS: jis (63 06') 4894-4902'

SEATINGNIPPLE:2-7/8"(l.10')

SN LANDED AT: 5661 42' KB 5128-5133'
NO OF JOINFS: 2 jts (63.12')

TUTAL STRING LENGTH: EOT@ 5726.09' KB
5158-5166'

Anchor@5595'
PERFORATION RECORD

SUCKER RODS
SNS66I' 03/01/07 5631-5639' 4]SPF 32holes

03/13/07 5158-5166' 4 JSPF 32 holes
POLISHED ROD: 1-1/2" x 22' SM - - 5631-5639"

03/13/07 5128-5133' 4 JSPF 20 holes
SUCKER RODS: 1-8', 1-4'l-2' x 3/4" pony rod,94-3/4"guided rods,115-3/4" 03/13/07 4894-4902' 4 JSPF 32 holes
plain rods, 10-3/4" scrapered rods, 6-1 ½" weight lods 03/13/07 4864-4876' 4 JSPF 48 holes

PUMP SIZE:2-l/2" x 1-1/2" x 14 5' RHAC w/SM plunger 03/13/07 4725-4735' 4 JSPF 40 holes
03/13/07 4497-4503' 4 JSPF 24 holes

STROKE LENGTH: 86" 03/13/07 4472-4478' 4 JSPF 24 holes

PUMP SPEED, 5 SPM:

NEWFIELD

PBTD @6065'

Federal 16-8-9-16
SHOE @6104'

418' FSL & 629' FEL

SE/SE Section 8-195-R16E
TD @6125'

Duchesne Co, Utah

API #43-013-33061; Mase #UTU-64379

CB



State 4-16-9-16
Spud Date: 4/1/08
Put on Production: 6/3/08

Wellboæ Diagram
GL: 5881' KB: 5893'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" Cement Top @48 05-28-08 5209-5228' Frac LODC sds as foHows:

GRADE: J-55 200,06 l#20/40 sand in 1373bb1sofLightning 17 fluid Treated wt ave
pressure of 1997psi w/ ave rate of 27.3 BPM. ISIP 2322 psi Actual

WEIGHT: 24# Flush: 4683 gals.

LENGTH: 7jts (300 96') 05-28-08 5108-5114' Frae Al & A3 sds as follows:

DEPTH LANDED: 312.81' KB
Casing shoe @313' - - 120,424#20/40 sand in 868 bbis ofLightning 17 fluid Treatedwl ave

pressure of 1922psi w/ ave rate of 27.0 BPM. ISIP 2220 psi Actual
HOLE SIZE: 12-1/4" Flush: 4616 gals

CEMENT DATA:1- 160. sxsClass "G" cmt, est 6 bbls cmt to sur£ 05-28-08 4916-4925' Frac B1 sds as foHows:
54,952#20/40 sand in 495 bbis of Lightning 17 fluid Treated w/ ave
pressure of 1767psi w/ ave rate of 23.4 BPM. ISIP 1705psi Actual
Flush: 4406 gals.

05-28-08 4842-4856' Frac C sds as foDows:
115,003#20/40 sand in 846 bbis ofLightning 17 fluid Treated wi ave
pressure of 1920psi w/ ave rate of 23.5 BPM ISIP 1926psi Actual

PRODUCTION CASING
Flush:4330gals.

CSG SIZE: 5-l/2"
05-28-08 4778-4791' Frac D3 sds as foDows:
115,003#20/40 sand in 846 bbis of Lightning 17fluid. Treated wt ave

GRADE: J-55 pressure of 1920psi w/ ave rate of23 5 BPM. ISIP 1926psi Actual

WEIGHT: 15 5#
Flush: 4679 gels.

LENGTH: 158jts 5819.28

HOLE SIZE: 7-7/8,, 3/28/09 Pump Change Updatedr & t details

DEPTH LANDED: 5832 53, 6/5/09 Pump Change Updatedrod & tubing
details.

CEMENT DATA: 300 sx Premlite II and 400 sx 50/50 Poz

CEMENT TOP AT: 48'

TUBING
SIZE/GRADEIWT : 2 7/8" /1-55 /6.5#

NO OF JOINTS: 175jts 5182.02

TUBING ANCHOR: 5194.02"

NO OF JOINTS: ljl (31 52')

SEATING NIPPLE: 2 7/8"

SN LANDED AT: 5228.29'

NO. OF JOINTS: 2jts 62 47

TOTAL STRING LENGTH: EOT@ 5292 31'

SUCKER RODS

POLISHED ROD: 1 ½" x 26' polished rod

SUCKER RODS: 1-2', 8' x ¾" pony subs, 99-3/4" guided rods, 83-3/4" plain
rods, 20-3/4" guided rods, 6-1 ½" weight bars ,- ¯

| : 4778-479 l'
PUMP SIZE:2 ½" xl ½" x 12' x 15 ½' RHAC rod pump CDI -2 4842-4856'
STROKE LENGTH: 58 T - 2 4916-4925'
PUMP SPEED, SPM: 5

2 Ë C 5108-5114'
X

¯
5126-5132 PERFORATION RECORD

Anchor @5194' 4778-4791' 4 JSPF 52 holes
=¯| 5198-5203' 4842-4856' 4]SPF 56holes

SN @5228' i 5209-5228, 4916-4925' 4 JSPF 36 holes
5108-5114' 4 JSPF 24holes

EOT @5292, 5 126-5I32' 4 JSPF 24 holes
5198-5203' 4 JSPF 20holes
5209-5228' 4 JSPF 76 holes

NEWFIELD
PBTD @5788'

TD@5853'

State 4-16-9-16
660' FNL & 815' FWL

NW/NW Section 16-T9S-R16E
Duchesne Co, Utah

API #43-013-33848; Lease #Utah State ML-16532 DF



Spud Date:9-13-06 Federal 1-17-9-16
Put on Production: 11-15-06

GL: 5878' KB: 5890. Injection Wellbore
Diagram

SURFACECASING
_ _

FPA C |OR
CSGSIZE: 8-5/8" TOC @6' -

· 11-07-06 5572-5592' Frac CPI sands as foMows:

GRADE: J-55 25276#20/40 sand in354 bbisLightning17
frac fluid Treated@ avgpress of2000 psi

WElGHT: 24# wlavg rate of25 5 BPM ISIP 2000 psi Calc

LENGTH 7 jts (31I 9T) )
flush:5107 gal Actual flush:5570 gal

Casingshoe @324' ( 11-07-06 5316-5362' Frac LODCsands as foHows:
DEPTH LANDED: 323 82' KB ¯ ¯ 140563#20MO sand in964 bb1sL¢itnmg 17

HOLE SIZE:12-l/4" frac fluid Treated@ avgpress of2425 psi
w/avg rate of 25 BPM ISIP 2450 psi Calc

CEMENT DATA: 160 sxs Class "G" cmt, est 6 bbis cmt to surf. flush:4809 gal Actual flush:5314 gal

11-08-06 5086-511I' Frac A 1 sands as follows:
90538# 2040 sand in 724 bbis Lightnity 17
fracfluid Treated @avgpress of psi
w/avg rate of BPM ISIP 2190 psi Calc

PRODUCTIONCASING flush:4578 8el Actual flush:5084gal

CSGSIZE 5-1/2" l 1-08-06 4835-4845' Frac C sands as follows:

GRADE: J-55 30222#20/40 sand in 404 bb1sLightnirg17

WEIGHT: 15 50
frac fluid Treated@ avgpress of2105w/
avg rate of25 5 BPM ISIP 2060 psi Calc

LENGTH: 137 jts (6007 66')
flush: 4368 gal Actual flush:4833 gal

DEPTH LANDED: 6020 91' KB
11-08-06 4668-473T Frac D1, & D2 sands as follows:

HOLE SIZE: 7-7/8,, i 80170# 20/40 sandin 587 bbisLightning17
frac fluid Treated @avg press of 1932 w/

CEMENT DATA: 350 sxs Prem Lite II mixed& 450 sxs 50/50 POZ avgrateof25 5 BPM ISIP 2090 psi Calc

CEMENT TOP AT: 6,
flush: 4162 gal Actual flush: 4666gal

I 1-08-06 4174-4183' Frac GB4 sands as foHows:
27661# 20/40 sand in296 bbisLightning17
fracfluid Treated @avg press of 1800 wl
avg rate of25 3 BPM ISIP 1818 psi Calc
flush:4032 gal Actual flush:4172 gal

4/13/l i Tubing leak. Updatedrod & tubmg detail
TUBING 9/14/12 Convert to Injection well

SIZE/GRADE/WT : 2-7/8"/1-55 / 6 5# 9/18/12 Conversion MIT Finallzed - update tbg

NO OF JOINTS: 136 jts (4126 3')
detail

SEATINGNIPPLE: 2-7/8"(I 10')

SN LANDED AT: 4138 3' KB | SN @4138'
ONIOFF TOOL AT: 4139 4' i -

Ig OnOffTool@4139'

SEALNIPPLE AT 4140 8 Packer 4144'

ARROW #1 PACKER CE AT 4144 4T
X/N Nipple @4153'

XO2-3/8 x 2-7/8 J-55 AT 4148 l' EOT @4154'

TBG PUP 2-3/8 N-80 AT: 4148 6' 2 4174-4183'

X/NNIPPLE AT: 4152 6'

TOTAL STRINGLENGTH EOT @4154'
4668-4682• PERFORATIONRECORD
4725-4737. 11-01-06 5587-5592' 4JSPF 20holes

l 1-01-06 5572-5578' 4 JSPF 24 holes4835-4845'
l 1-07-06 5347-5362' 4 JSPF 60 holes
11-07-06 5316-5326' 4JSPF 40holes

5086-5094' 11-07-06 5101-5111' 4JSPF 40holes

I 1-07-06 5086-5094' 4 JSPF 32 holes
5101-5111'

11-08-06 4835-4845' 4]SPF 40holes
11-08-06 4725-473T 4 JSPF 48 holes

5316-5326' 11-08-06 4668-4682' 4]SPF 56holes
5347-5362. 11-08-06 4174-4183' 4]SPF 36holes

5572-5578'

5587-5592'

NEWFIELD
PBTD @5999'

Federal 1-17-9-16 SHOE @6020'

660' FNL& 660' FEL / \ TD@6075'

NE/NE Section 17-T9S-R16E

Duchesne Co, Utah

API # 43-013-33028; Lease # UTU-64379
LCN



NE WFIE LD MudBG
, Utah, USA

- Suriano Legal Location: BE IE - Geo 8. TOS.R16E; 2103' FNL & 818' FEL Pard 1.embchu

ElevaMon: 8882' GL + 10' KB DLBBi2r13

APis: 4341341138; Leasei: UTU-79833 Spud Date: 1116N3;PoP Dale: 3Mt1Di3

Casing Tap Bohem Size Wt Grada Otill Burst Collapuu ID gadit Coupiksg Rolm .

Surf to 323 5625 24m 155 197F 2,850 1,379 6097 2.6749 BTC 12250

Prod 1Œ 4597 6 600 16 55 J 55 4 825 4,810 4.040 4 950 0 9997 LTD 7 &lii

Top Buttom CoupBng Ska Wl. Grado DTm Burst Collapse O Packer/Hanger

10 5,wi BEIJE 27/6 859 J-SS 2347 7,250 7,E80 2441 TubingAricteurssig 5,893 84IB"Shoe 323"

ComponaFit Top Buttom Elle Grade Lengih Cauni Pump

PunihRod & 30 1152 CFAPI) 30 1 Insue1Pump25MaxDx176PlinigerRTBC@

© 4por ChagedRod 30 1,430 71 Tanaria 078 1800 T2 5.905

4per Guided Flod 1,830 5,155 W4 Turmris D74 2325 133

sporGuded And 5,155 5,906 7/8 T.rnra Dia 750 30

Stage Top Sottom SPF EHD Dale FracSummary

I 4.42Œ 4,422 3 034 2f26/20I3 Formetlen GBB Ogg

4.493 4,494 3 0 34 2125f2073 20/40 Whde: 50,267 Ils 1%HCl: 0 gals

4,50T 4,504 3 0 34 2/25/2013 Pad: 1,877 gab TreaUng Fluid: 13.087 gab

4,519 4,518 3 0 34 2/25/2013 Flügh; 4,439 gab Lealito Recouer: 20,004 gab

isl> 0001 poun Max BTP: 3,193 pel

4 4,946 4,948 3 0 34 2/25f20t3 FormaHon: D1 DS3

4,079 4,eëŒ 3 0 34 2/25f2013 20/40WhHU: 84,153 Eis 1mHCI: 500 gab

4.958 4,99Œ 3 0.34 2f2gr3DI3 Pad 1.772 gais TrealingFluid: 18,500 gab

4998 5,00Œ 3 034 2f25f2013 Flumb 5,011gals LoadtoRooover: 26,873gab
BP= 0852psyn Mans1P: 3,171pel

5 E,166 5.168 3 034 2F25t2013 Farmation: B1 C8end

5,23if 5,238 3 034 2rlsr2t113 20fdûWhRe: 58,47Fibs 1%HCI: 500gals

5,254 5.258 3 034 2/2572013 Pad: 1,890gais TrealingFluid: 13,124gals
lush 5.089 gab Load to Recover: 2o,e12 geis

19iP- 0830pagn MaxBTP: 3.243psi

2 5,448 5,460 3 0 34 2/25/2013 Formation: A3

5,46tt $,4&T 3 034 2725/2013 2DiñGWhlie: 41,103mis 1%HCI: 500gab

Pad 1,683 gals Trealing Fluld: 9.129 gab

Flush 5,401gels LoadinRecomr: 16,722gab
islP· 0854 paga Max STP: 4,716 pel

1 5. 96 6.ggtr 3 034 2V25/2013 Furruilon: CPHaK EOT@Sit2';TAg6DG3

20f40WhRe 18.027 Ibs im HCI: 752 gab 5-im"Shoe g 8592'

P=d o,538gals TreningFhid: 3,990gab PBTD@864P

Flunk 5,804gab LeadinRenouer: 19.633gab TVD@0590'
IBiPa O180palth MaxBTP; 3,849p - BHBT=190"F

Surf On 1121113 Baker cemented 8 5&' casirigud 100 sks Class '13"+ 2% MCI + 0 25msk ColloFlake al 15 8 ppg af 1 17 yieldand lebened 4 bbis toUlepR

Pred On 2mf13 Haiburton pumped 200 sks Itad @ 11 ppg uf 2 71 yleMplus 400 ska tid @ 14 4 ppg af 1 21 yieM Retumed 35 bbis toUlept TOC @



NEWFIELD Momeo , M

- Surf Legal laan-Ilon: SEMIE - Geo 8, 195, R16E: 2.106' FNL& 494· FEL Paul lamme

8862" GI.+ 1WKB DLB5/2r13

APIR 43 01341139; Leases: UFUJSG33 Spud Dale it17513; PoP Dale: 34t13

e _i
Casing Top Boiom SIEe WI Grade DrlR Burst Colapse ID galM Coupling Hele . -

Surf 1& 324" 8625 248 J45 7977 2,ŒiO 1.370 6007" 26749 STC 12250
a Prod 10 6.513 5 50D 15 50 J45 4 825" 4,810 4,040 4 95Œ 0 9887 LTC 7 875

d Top Boliom Coupling Size Wl. Grade DrlR Burst Co!Impse ID PackerManger

10' 6 070 SEUE 2-7W a 5- J45 2 347" 7 280 7,680 2 44t• Tubin0Anchor Set @ 5,972 84f8"Shoe @324'

comperant Top Boliom Size Grade Length Count Pump

olahRod 0 3& 1 172• C(APil 30 1 Insert Pump 2 5 Max IDx i 75 Plunger RHAC@
Pony Rod 3Œ 32 3/4" ofAPII 2 1 0.000'

P Rod 32 36 7& CfAPD 4 i

PonyRod 36 42 TW C(APO 6 1

Poish Rod 47 5& TW 8 1

r Guidad Rad E& 2,025 7M re..rb 078 1975 79

i Gulded Rod 2,02& 5,25& 3W Termm Dra 3225 12e

alperGuided Rod 5,25Œ 6,00& 7& TenmisDIE 750 30

Stage Top DeMom SPF EHD Data FraoSummary

B 4 400 4 47& 3 0 34 2F25l2013 Form-Ion: GBU

4 473 4 479 3 0 34 2f2Bi2013 2IIMIIWhile: 50,152 lbs 16% HCi: 0 gais
Pad: 1.726 gab Treating Fluid: 11.187 gala
Flush: 4.486gels LondtoRecover: 17,379gals
ISIP= 0 857 pam Max BTP: 3,240 pel

4 4 917 4 918 3 0 34 2/28/2013 Formation: D2 D1 DS3

4 074 4 076 5 0 34 2/2602013 20MDWhRe: 117.860 Ibs 16% HCI: 504 gals

5023 5026 5 034 212502013 Pad: 2,037gels TreaingFluld: 26,172gals
Flush: 4,876gals LoadtoRecover: 33,569gale
IBIP• 0 833 pam Max STP: 3.638 pai

3 5 15& 5 152 3 0 34 2f2602013 Formation: 81 Caand

5 23W 5 247 3 0 34 2f2Bi2013 2IIMOWhite: 52,394 Ibs 15% HCI: 504 gais
Pad: 1,911 gab Trealliig Fluid: 11,WB gab
Flush: 5.124 gels Load to Recower: 18,815 gals
IBIP• 0 W1 ps- Max STP: 3,694 poi

2 B 44& 5 442 3 0 34 2F2Ilf2013 Forinallon A3

S 452 5 454 3 0 34 212812013 20MIIWhRe: 71.066 Ibs 15% HCl: 504 gels
Pad: 1.877 gals Treallng Fluid: 15.725 guis
Flush: 5,426gais LoadtoRooover: 23,532gels
18IP= 0 895 pam Max BTP: 3,614 psi EOT g 607&; TA@5972

1 5 00& S 902 3 0 34 2f2Bf2013 Formanon: CP3 CP1 5-1/2"Shoe g 6513'

S 914' 5 916 3 0 34 2/28¢2013 20/W Whlto: 93,347 Ibs 16% HCI: 756 gels PDTDg 6486'

5925' 5928 3 034 2/26/2013 Pad: 2,044gels TreatingFluid: 20,538gals ., TVDg63DD'
5 003' 5,994 3 0 34 2/25¢2099 Flush: 5,613 gais Load to Recover: 29,799 gais BHST = 191PF

IBIP• 0 941 pad Max STP: 3 842 pai

Sud on1/21/13 Baker cemented 8 50' casing wi 160 ake Class W + 2% KCI + 0 255fakCelo Flake al 15 8 ppg wi 1 17 yieldandretumed 4 bbis tothepl

Pied On208113Haliburton pumped 290 sks lead @ 11 ppg wt 3 S3 yieldplus 460 ska tai @ 14 4 ppg af 1 24 yield Reimned 37 bbh to the pi TOC g



ATTACHMENTF
MullI<hemAnalylical"- IoW multi-chem
1553 East Highway 40
Vernal, UT84078 A HALLIBURTONSERVICE

Units of Measurement: Standard
Water Analysis Report

Production Company: NEWFIELDPRODUCTION Sales Rep: MichaelMcBride
Well Name: SWDIF Lab Tech: GaryPeleison
Sample Point: AnarFBer
Sample Date: 12M/2012 Scaling polential predicted using ScaleSoftPitzer from

Sample ID: WA-229142 Brine Chemistry Consortium (Riœ University)

Calgyl (rngA.) Iron (Fe): 0. gyngic CI 3

Bis*°i"?dO2 ngn.) 1500 1.gad ( 00 lugggg ( )
.n o rnrnon rogn

H28 in Water (mg/I..): 2.50 Manganese (Mn): 0.04 Silica (SiO2)

Noles:
9:30

(PTB = Pounds per Thousand Barrels)

Calcium Barium Sulfate Iron Iron Gypsum Celestite Hallte Zinc
Carbonate Sulfide Carbonate CaSO4 2H2O SrSO4 NaCi Sulfide

210.00 60.00 0.28 10.64 0.00 0.00 0.20 0.02 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 6.28 0.01

200.00 60.00 0.19 7.48 0.00 0.00 0.13 0.02 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 6.31 0.01

190.00 60.00 0.11 4.25 0.00 0.00 0.07 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 6.35 0.01

180.00 60.00 0.02 0.97 0.00 0.00 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 6.39 0.01

170.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 6.44 0.01

160.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 6.50 0.01

150.00 60.00 0.00 0.00 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 6.56 0.01

140.00 60.00 0.00 0.00 0.05 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 6.64 0.01

130.00 60.00 0.00 0.00 0.10 0.02 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0 00 0.00 0.00 6.72 0.01

120.00 60.00 0.00 0.00 0.15 0.03 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 6.80 0.01

Multi-Chem - A Halliburton Servlce Thursday, December 06, 2012
Commitment Page 1 of2 Excellence



ATTACHMENTP
-••=-" Wri multi-chen1
Vemal, UT84078 A HALLIBURTONSERVICE

Water Analysis Report

Hernihydrate Anhydrate Calcium zine Lead Mg Ca Mg FeCaSO4~0.5H2 CaSO4 Fluoritie Carbonate Sulfide Silicate Silicate Silicate
O

210.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

200.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

190.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

180.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

170.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

160.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

150.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

140.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

130.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

120.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
These scales have positive scalingpotential under initialtemperatureand pressure: Calcium Carbonate Iron Sulfide Zinc Sulfide

These scales have positive scaling potential under final temperatureand pressure: Barium Sulfate Zinc Sulfide

Calcium Carbonate Barium Sulfate
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Multi-Chem - A Ilalliburton Servlce Thursday, December 06, 2012
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ATTACHMENTF .

MultichemAnalylicalubmy multi-chenT
1553 East Highway 40
Vernal,UT84078 A HALLIBURTON SERVICE

Units of Measurement: Blandard
Water Analysis Report

Production Company: NEWFIELDPRODUCTION Sales Rep: MichaelMcBride
Well Name: FEDERAL12-0·9-16 Lab Tech: LayneWilkerson
Sample Point: Trealer
Sample Date: 1/23/2013 scarmgpotential predictedusingScaleSoftPitzer from

Sample ID: W&232850 Brine Chemistry Consortium (Rice University)

.

.Pressure 1 (psig) 60.0000 Potassium (K): 58.00 Sullate (804) 20.00

ggi I ted De ity ( I 1 trggtlum (Sr) Acetic Acid (CH3COO)
H: 8 10 Ba ( opionig Aci (9Hgg 9)

BI??I.ated ( g/L) 34 Irog (Fe): 00 ypngiÿpg CsH7COO)

PI.ssollied CO2 (ntgg: 0 00 Lgad ( 08 Flug gg(g);
Hgg in ggg(go Arnrnon a o ingpg
H2S In Water (mg/L): 1.00 Manganese (Mn): 0.04 Silica (8102):
Noles·

(PTB = Pounds per Thousand Barrels)

Calcium Barium Sulfate Iron tron Gypsum Celestite Halite 2ine
Carbonate Sulfide Carbonate CaSO4 2H20 SrSO4 NaCI Sulfide

210.00 60.00 0.61 2.66 0.00 0.00 1.83 0.85 2.34 1.45 0.00 0.00 0.00 0.00 0.00 0.00 7.49 0.11

200.00 60.00 0.55 2.53 0.00 0.00 1.81 0.84 2.28 1.45 0.00 0.00 0.00 0.00 0.00 0.00 7.57 0.11

190.00 60.00 0.50 2.39 0.00 0.00 1.79 0.84 2.23 1.44 0.00 0.00 0.00 0.00 0.00 0.00 7.65 0.11

180.00 60.00 0.45 2.24 0.00 0.00 1.78 0.84 2.18 1.44 0.00 0.00 0.00 0.00 0.00 0.00 7.74 0.11

170.00 60.00 0.40 2.08 0.00 0.00 1.78 0.84 2.12 1.44 0.00 0.00 0.00 0.00 0.00 0.00 7.84 0.11

160.00 60.00 0.35 1.91 0.00 0.00 1.78 0.84 2.07 1.44 0.00 0.00 0.00 0.00 0.00 0.00 7.95 0.11

150.00 60.00 0.30 1.72 0.00 0.00 1.79 0.84 2.01 1.44 0.00 0.00 0.00 0.00 0.00 0.00 8.06 0.11

140.00 60.00 0.26 1.53 0.00 0.00 1.80 0.84 1.95 1.44 0.00 0.00 0.00 0.00 0.00 0.00 8.18 0.11

130.00 60.00 0.22 1.33 0.00 0.00 1.83 0.85 1.89 1.43 0.00 0.00 0.00 0.00 0.00 0.00 8.31 0.11

120.00 60.00 0.18 1.13 0.00 0.00 1.86 0.85 1.83 1.43 0.00 0.00 0.00 0.00 0.00 0.00 8.45 0.11

Hemihydrate Anhydrate Calcium Zine Lead Mg Ca Mg Fe
CaSO4~0.5H2 CaSO4 Fluoride Carbonate Sulfide Silicate Silicate Silicate

O

210.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 1.26 0.13 8.16 0.03 0.00 0.00 0.00 0.00 0.00 0.00

200.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 1.18 0.13 8.30 0.03 0.00 0.00 0.00 0.00 0.00 0.00

190.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 1.10 0.12 8.46 0.03 0.00 0.00 0.00 0.00 0.00 0.00

180.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 1.01 0.12 8.62 0.03 0.00 0.00 0.00 0.00 0.00 0.00

170.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.91 0.12 8.80 0.03 0.00 0.00 0.00 0.00 0.00 0.00

160.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.81 0.11 8.99 0.03 0.00 0.00 0.00 0.00 0.00 0.00

150.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.70 0.11 9.19 0.03 0.00 0.00 0.00 0.00 0.00 0.00

140.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.59 0.10 9.40 0.03 0.00 0.00 0.00 0.00 0.00 0.00

130.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.47 0.09 9.62 0.03 0.00 0.00 0.00 0.00 0.00 0.00

120.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.35 0.07 9.87 0.03 0.00 0.00 0.00 0.00 0.00 0.00

Multl-Chem - A Halliburton Service Fliday, February 01, 2013
Commitment Page 1 of2 Excellence



ATTACHMENTP .

Multl·ChemAnalylical Laborato" mu ItI-c hem
Vernal,UT84078 A HALLIBURTON SERVICE

Water AnalysisReport

These scales have positive scaling potential under initialtemperatureand pressure: Calcium Carbonate Iron Sulfide Iron Carbonate Zinc Sulfide Zinc
Carbonate Lead Sulfide

These scales have positive scaling potential under final temperatureand pressure: Calcium Carbonate Iron Sulfide Iron Carbonate Zinc Sulfide Zinc
Carbonate Lead Sulfide

Calcium Carbonate iron Carbonate
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Multl-Chem - A Halliburton Service Friday, February 01, 2013
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Attachment "G"

Federal #12-9-9-16
Proposed Maximum Injection Pressure

Calculated
Frac Interval Frac

(feet) Avg. Depth ISIP Gradient
Top Bottom (feet) (psi) (psilft) Pmax
5906 5912 5909 1896 0.75 1858
5632 5648 5640 2032 0.79 1995
5159 5294 5227 2018 0.82 1984
4974 4982 4978 2227 0.88 2195
4741 4806 4774 2208 0.90 2177
4080 4229 4155 1721 0.85 1695

Minimum 1695

Calculation of Maximum Surface Injection Pressure
Pmax = (Frac Grad -(0.433*1.015)) x Depth of Top Perf
where pressure gradient for the fresh water is .433 psilft and
specific gravity of the injected water is 1.015.

Frac Gradient = (ISIP +(0.433*Top Perf.))/Top Perf.

Please note: These are existing perforations; additional perforations may be added during the actual
conversion



ATTACHMENTM
NEW FIELD g Well Name: FEDERAL 12-9-9-16

Daily Completion Report Report
DAaFt 8/11444/079

ROCKYMOUNIAINS
Operation: Waiting for frac crew

Field: GBMU CTB5 Rig Name: Rigless Work Performed: 8/13/2009
Location: S9 T9S Rí6E Supervisor: Orson Barney Day: 1
County: DUCHESNE Phone: 435-353-4929 Daily Cost: 11,818
State: UT Email: obarney@newffd.com Cum DCR: 11,818

Cum. Well Cost: 279,532
24 Hr Run CBL & shot 1st stage.

Summary:
24 Hr Plan Wait on frac crew.
Forward:

Incidents: None Newfield Pers: 1 Contract Pers: 3 Conditions:
Critical Comments

0 Hr(s); P : Install 5M frac head & Cameron BOP's. RU Hot Oiler truck & pressure test casing, blind rams, frac head,casing valves
& BOP's to 4500 psi. RU Perforators LLC. WLT w/ mast & pack-off. Run CBL under pressure. WLTD @ 6019' & cement top @ 40'.
Perforate CP4 sds @ 5906-12' w/ 3-1/8" Slick Guns (19 gram, .49"EH, 120°) w/ 3 spf for total of 24 shots. SIWFN w/ 144



ATTACHMENTG-!

NEWFIELD Well Name:

Daily Completion Report AFE: 11447
Report Date: 8/21/09

ROCKYMOUNTMNS Operation: Frac well.
Field: GBMU CTB5 Rig Name: Rigless Work Performed: 8/20/2009
Location: S9 T9S R16E Supervisor: Don Dulen Day: 2
County: DUCHESNE Phone: 435- 823-6772 Daily Cost: $26,386
State: UT Email: ddulen@newfld.com Cum DCR: $38,204

Cum. Well Cost: $305,918
24 Hr Frac 4 stages.

Summary:
24 Hr Plan RU completionrig. ClO well.

Forward:
Incidents: None Newfield Pers: 1 Contract Pers: 17 Conditions:

Critical Comments

O Hr(s); P : RU BJ Services. 17 psi on well. Broke @ 3711 psi. ISIP @ 1263 psi, 1 min @ 1068 psi, 4 min @ 931 psi. FG @ .65.

Frac CP4 sds w/ 15,001#'s of 20/40 sand in 310 bbls of Lightning 17 fluid. Treated w/ ave pressure of 1948 psi w/ ave rate of 19.0

BPM. ISIP 1896 psi, 5 min @ 1801 psi, 10 min @ 1707 psi, 15 min @ 1657 psi. FG @ .75. Leave pressure on well. 454 BWTR.O

O Hr(s); P : RU The Perforators, llc WLT, crane & lubricator. RTH w/ Weatherford 5 1/2" 6K composite flow through frac plug @ 3',
6' perf guns. Set plug @ 5720'. Perforate CP1 sds @ 5645-48' & 5632-38' w/ 3 1/8" port plug gun (.36" EH, 11 gram, 120°, 16.82¿
pen., PPG-3111-301) w/ 3 spf for total of 27 shots. RU BJ Services. 1389 psi on well. Broke @ 3325 psi. Pressure dropped below
open pressure. Frac CP1 sds w/ 71,037#'s of 20/40 sand in 598 bb1s of Lightning 17 fluid. Treated w/ ave pressure of 2017 psi w/
ave rate of 30.4 BPM. ISIP 2032 psi. FG @ .79. Leave pressure on well. 1052 BWTR.O

O Hr(s); P : RU The Perforators, llc WLT, crane & lubricator. RIH w/ Weatherford 5 1/2" 6K composite flow through frac plug @ 3',
3', 2', 3' perf guns. Set plug @ 5400'. Perforate LODC sds @ 5291-94' & A3 sds @ 5187-90', 5170-72' & 5159-62' w/ 3 1/8" port
plug gun (.36" EH, 11 gram, 120°, 16.82¿ pen., PPG-3111-301) w/ 3 spf for total of 33 shots. RU BJ Services. 1302 psi on well.

Broke @ 2700 psi. Pressure dropped below open pressure. Frac LODC/A3 sds w/ 116,748#'s of 20/40 sand in 857 bbls of Lightning 17

fluid. Treated w/ ave pressure of 2643 psi w/ ave rate of 41.9 BPM. ISIP 2018 psi. FG @ .82. Leave pressure on well. 1909
BWTR.O

0 Hr(s); O : RU The Perforators, llc WLT, crane & lubricator. RIH w/ Weatherford 5 1/2" 6K composite flow through frac plug @ 8'
perf gun. Set plug @ 5050'. Perforate B1 sds @ 4974-82' w/ 3 1/8" port plug gun (.36" EH, 11 gram, 120°, 16.82¿ pen., PPG-3111-

301) w/ 3 spf for total of 24 shots. RU BJ Services. 1323 psi on well. Broke @ 2650 psi. Pressure dropped below open pressure.

Frac B1 sds w/ 50,899#'s of 20/40 sand in 462 bbls of Lightning 17 fluid. Treated w/ ave pressure of 2302 psi w/ ave rate of 27.2
BPM. ÏSIP 2227 psi. FG @ .88. Leave pressure on well. 2371 BWTR.O

0 Hr(s); P : RU The Perforators, llc WLT, crane & lubricator. RIH w/ Weatherford 5 1/2" 6K composite flow through frac plug @ 6',
5' perf guns. Set plug @ 4850'. Perforate D2 sds @ 4800-06' & D1 sds @ 4741-46' w/ 3 1/8" port plug gun (.36" EH, 11 gram, 120°,

16.82¿ pen., PPG-3111-301) w/ 3 spf for total of 33 shots. RU BJ Services. 115 psi on well. Could not break perfs. Attempt to
flow well back w/ no success. SWIFN. 2371



ATTACHMENTG-!

NEWFIELD Well Name:

Daily Completion Report AFE: 11447
Report Date: 8/25/09

ROCKYMOUNTAINS Operation: PU tbg. C/O sand.
Field: GBMU CTB5 Rig Name: WWS #3 Work Performed: 8/24/2009

Location: S9 T9S R16E Supervisor: Don Dulen Day: 3

County: DUCHESNE Phone: 435- 823-6772 Daily Cost: $33,145
State: UT Email: ddulen@newfld.com Cum DCR: $71,349

Cum. Well Cost: $339,063

24 Hr PU tbg. C/O to CBP @4850'. Circulatewell clean. POOH w/ tbg.
Summary:
24 Hr Plan Frac remaining two zones.

Forward:
Incidents: None Newfield Pers: 1 Contract Pers: 4 Conditions:

Critical Comments

0 Hr(s); P : MIRU Western #3. ND Cameron BOP. NU Schaeffer BOP. RIH w/ 2 7/8" notched collar & new 2 7/8" tbg. from pipe racks
(tallying & drifting). Tag @ 4730'. C/O to CBP @ 4850'. Circulate well clean. POOH w/ tbg. ND Schaeffer BOP. NU Cameron BOP.

SWIFN. 2371



ATTACHMENTG \
NEWFIELD Well Name:

Daily Completion Report AFE: 11447
Report Date: 8/25/09

ROCKYMOUNTAINS Operation: Frac remaining stages. Flowback we
Field: GBMU CTB5 Rig Name: WWS #3 Work Performed: 8/24/2009

Location: S9 T9S R16E Supervisor: Don Dulen Day: 4

County: DUCHESNE Phone: 435- 823-6772 Daily Cost: $117,565
State: UT Email: ddulen@newfld.com Cum DCR: $188,914

Cum. Well Cost: $456,628

24 Hr Frac two remaining stages. Flowback well. RIH w/ tbg. Tag CBP @4300'.

Summary:

24 Hr Plan DU CBPs. Swab for cleanup.
Forward:
Incidents: None Newfield Pers: 1 Contract Pers: 20 Conditions:

Critical Comments

O Hr(s); P : RU BJ Services. O psi on well. Broke @ 3207 psi. ISIP @ 649 psi, 1 min @ 72 psi, 4 min @ 0 psi. FG @ .57. Frac

D1/D2 sds w/ 136,468#'s of 20/40 sand in 992 bbls of Lightning 17 fluid. Treated w/ ave pressure of 2936 psi w/ ave rate of 41.9

BPM. ISIP 2208 psi, 5 min @ 2101 psi, 10 min @ 2000 psi, 15 min @ 1924 psi. FG @ .90. Leave pressure on well. 3363 BWTR.O

0 Hr(s); P : RU The Perforators, llc WLT, crane & lubricator. RIH w/ Weatherford 5 1/2" 6K composite flow through frac plug @ 5',

3' perf guns. Set plug @ 4300'. Perforate GB4 sds @ 4224-29' & GB2 sds @ 4080-83' w/ 3 1/8" slick gun (.36" EH, 11 gram, 120°,

16.82¿ pen., PPG-3111-301) w/ 3 spf for total of 24 shots. RU BJ Services. 975 psi on well. Broke @ 2023 psi. ISIP @ 1418 psi,

1 min @ 1157 psi, 4 min @ 1039 psi. FG @ .78. Frac GB2/GB4 sds w/ 43,808#'s of 20/40 sand in 424 bbis of Lightning 17 fluid.

Treated w/ ave pressure of 2874 psi w/ ave rate of 35.2 BPM. ISIP 1721 psi, 5 min @ 1336 psi, 10 min @ 1261 psi, 15 min @ 1228

psi. FG @ .85.
Open well to pit for immediate flowback @ approx. 3 bpm. Well flowed for 2 hrs & died. Recovered 200 bbls. ND

Cameron BOP & Sm frac head. NU 3m production head & Schaeffer BOP. RIH w/ 4 3/4" chomp bit, bit sub & 2 7/8" tbg. Tag CBP @
4300'.



ATTACHMENTGl
NEWFIELD Well Name:

Daily Completion Report AFE: 11447
Report Date: 8/27/09

ROCKYMOUNlAINS Operation: DU CBPs.
Field: GBMU CTB5 Rig Name: WWS #3 Work Performed: 8/26/2009

Location: S9 T9S R16E Supervisor: Don Dulen Day: 5

County: DUCHESNE Phone: 435- 823-6772 Daily Cost: $11,970
State: UT Email: ddulen@newfld.com Cum DCR: $200,884

Cum. Well Cost: $468,598
24 Hr DU CBPs.

Summary:
24 Hr Plan Cont. DU CBPs. Swab for cleanup.
Forward:
Incidents: None Newfield Pers: 1 Contract Pers: 5 Conditions:

Critical Comments

0 Hr(s); P : Cont. RIH w/ tbg. Tag CBP @ 4300'. RU powrswivel & pump. DU CBP in 25 min. Cont. RIH w/ tbg. Tag fill @ 4699'.

C/O to CBP @ 4850'. DU CBP in 20 min. Cont. RIH w/ tbg. Tag fill @ 4949'. C/O to CBP @ 5050'. DU CBP in 23 min. Cont. RIH w/

tbg. Tag fill @ 5115'. C/O to 5367'. Circulate well clean. SWFIN. 3777



ATTACHMENTG-!
M7

NEWF1ELD Well Name:

Daily Completion Report AFE: 11447
Report Date: 8/28/09

ROCKYMOUNTAINS Operation: C/O to PBTD. Swab for cleanup.
Field: GBMU CTB5 Rig Name: WWS #3 Work Performed: 8/27/2009

Location: S9 T9S R16E Supervisor: Don Dulen Day: 6

County: DUCHESNE Phone: 435- 823-6772 Daily Cost: $7,227
State: UT Email: ddulen@newfld.com Cum DCR: $208,111

Cum. Well Cost: $475,825
24 Hr DU CBP. C/O to PBTD @ 6051'. Swab for cleanup. POOH w/ tbg. to 2637. SWIFN. 3575 BWTR.

Summary:

24 Hr Plan Cont. POOH w/ tbg. RIH w/ production.

Forward:
Incidents: None Newfield Pers: 1 Contract Pers: 5 Conditions:

Critical Comments

0 Hr(s); P : Cont. RIH w/ tbg. Tag fill @ 5367'. C/O to CBP @ 5400'. DU CBP in 25 min. Cont. RIH w/ tbg. Tag fill @ 5568'.
C/O to CBP @ 5720'. DU CBP in 35 min. Cont. RIH w/ tbg. Tag fill @ 5958'. C/O to PBTD @ 6051'. Circulate well clean. RD

powerswivel. Pull up to 5996'. RU swab. SFL @ surface. Made 14 runs. Recovered 135 bbls. Trace of oil. No show of sand. FFL

@ 1500'. RD swab. RIH w/ tbg. Tag PBTD @ 6051'. Circulate well clean. POOH w/ tbg. to 2637'. SWIFN. 3575



ATTACHMENTG'l
747

NEWFIELD Well Name:

Final Daily Completion Report AFE: 11447
Report Date: 8/31/09

ROCKYMOUNTAINS Operation: Put well on production.
Field: GBMU CTB5 Rig Name: WWS #3 Work Performed: 8/30/2009
Location: S9 T9S R16E Supervisor: Don Dulen Day: 7
County: DUCHESNE Phone: 435- 823-6772 Daily Cost: $26,545
State: UT Email: ddulen@newfld.com Cum DCR: $234,656

Cum. Well Cost: $502,370

24 Hr POOH w/ tbg. RIH w/ production string. RIH w/ rod string. Put well on production @ 3:00 p.m. 5 spm, 120" stroke length. 3590 BWTR. Final Report.

Summary:
24 Hr Plan Produce well.
Forward:
Incidents: None Newfield Pers: 1 Contract Pers: 5 Conditions:

Critical Comments

0 Hr(s); P : Cont. POOH w/ tbg. LD BHA. RIH w/ 2 7/8" notched collar, 2 jts 2 7/8" tbg., PSN, 1 jt 2 7/8" tbg., 5 1/2" TAC & 186

jts 2 7/8" tbg. ND BOP. Set TAC @ 5875' w/ 19,000# tension. NU wellhead. X-over for rods. Flush tbg. w/ 60 bb1s water. RIH w/

Central Hydraulic 2 1/2" xl 1/2" x 16' x 20' RHAC rod pump, 6- 1 1/2" weight bars, 20- 3/4" guided rods, 109- 3/4" plain rods, 101-

3/4" guided rods, 1- 4', 2' x 3/4" pony subs, 1 1/2" x 26' polished rod. Seat pump. RU pumping unit. Hang off rods. Fill tbg.
w/ 3 bbls water. Stroke test to 800 psi. Good pump action. RD. Put well on production @ 3:00 p.m. 5 spm, 120" stroke length.

Final Report. 3590 BWTR.O

0 Hr(s); 0 :



ATTACHMENT H

WORK PROCEDURE FOR PLUGGING AND ABANDONMENT

1. Set CIBP @4030'

2. Plug #1 Set 100' plug on top of CIBP using 12 sx Class "G" cement

3. Plug #2 177' balance plug using 20 sx Class "G" cement 50' above Trona-Bird's Nest
extending 50' below base of Mahogany Oil Shale

4. Plug #3 120' balance plug using 14sx Class "G" cement 60' above Uinta/Green River
and extending 60' below

5. Plug #4 Pump 43 sx Class "G" cement down 5 ½" casing to 362'

The approximate cost to plug and abandon this well is $42,000.

Federal



ATTACHMENTR
Federal 12-9-9-16

Spud Date: 07/26/2009
Put on Production: 08/28/2009

Poposed Pt AGL: 5827' KB: 5839' Wellbore Dia yam
SURFACE CASING
CSG SIZE: 8-5/8" Top of Cement @40'

GRADE: J-55 Pump 43 ex Class "G" Cement down 5-1/2" casing to 362'
WEIGHT: 24#

LENGTH: 7 jis (300')

DEFTHLANDED: 312'

HOLE SIZE: 12-1/4"

CEMENT DATA: 210 sxs Class "G" emt.

- 120' balance plug using 14sx Class "G" cement 60'
above Uinta/Green River and extending 60' below
(1523'-1643')

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 155jts (6039')

HOLE SIZE: 7-7/8"

DEPTHLANDED: 6093.01'

CEMENT DATA: 265 sk Prem. Lite II mixed & 400 sxs 50/50 POZ

CEMENT TOP AT: 40' 17T balance plug using 20 sx Class "G" cement 50'
above Trona-Bird's Nest extending 50' below base of
Mahogany Oil Shale (2877'- 3054')

100' (12 sx) Class G Cement plug on top of CIBP

CIBP @4030'
- 4080-4083'

4224-4229'

4741-4746'- 4800-4806'

4974-4982'

5159-5162'
5170-5172'
5187-5190'

5291-5294'

5906-5912'

NEWFIELD ""' 6°

/ \ TD@6100'

Federal 12-9-9-16
1710' FSL & 443' FWL NW/SW

Section 9-'INS-Rl6E
Duchesne Co, Utah

API #43-013-33969; Lease #UTU-85210
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